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Entrance Signs — Routed Bi-Color HDPE Signs and Posts


Combining Design Excellence and Durable Sign Products
Vacker is a provider of routed bi-color HDPE sign panels. A co-extruded, 2-color sign board is 
routed or carved, revealing an interior contrasting color. Letters and graphics can be routed flat or 
carved with a V-groove. Complex logos and other graphic elements can be achieved with TUFF 
panel inserts. While clients are encouraged to express a desired “look” or style at the outset of the 
design process, every panel is custom designed to achieve the proper proportions, elements and 
type styles. Virtually any font, logo and design element can be incorporated into our signs.


UV stabilized
Graffiti resistant
Easily cleaned
Will not swell or rot
Never need painting
Will not crack or chip
Will not delaminate
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UV stabilized
Graffiti resistant
Easily cleaned
Will not swell or rot
Never need painting
Will not crack or chip
Will not delaminate


Vacker is a provider of routed bi-color HDPE sign panels. A co-extruded, 2-color sign board is routed or carved, 
revealing an interior contrasting color.  Letters and graphics can be routed flat or carved with a V-groove.   Complex 
logos and other graphic elements can be achieved with epoxy color-fills or TUFF panel inserts.  While clients are 
encouraged to express a desired “look” or style at the outset of the design process, every panel is custom designed to 
achieve the proper proportions, elements and type styles.  Virtually any font, logo and design element can be 
incorporated into our signs.  


Combining Design Excellence
and Durable Sign Products


Flat routed green / white / green HDPE with full color detailed VFW 
logo achieved with TUFF panel logo insert. A “pocket” is flat routed to 
accept logo panel. The logo panel is fastened with tamper resistant 
screws and threaded inserts,


Flat routed blue / white / blue HDPE with teal 
and black epoxy color fills.


Tan / brown / tan with carved V-groove letters


Standard Shapes


1 2 3


4 5 6


7 8


Early in the design process, clients are encouraged to select a 
desired panel size and shape.  Then, based on the copy, logos and 
graphic elements to be included, the desired shape is refined to 
achieve pleasing visual proportions.


ROUTED BI-COLOR HDPE SIGNS 
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ROUTED BI-COLOR HDPE SIGNS 
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Flat routed green / white / green HDPE with full color detailed American Legion logo 
achieved with TUFF panel logo insert. A “pocket” is flat routed to accept logo panel.  
The logo panel is fastened with screws and threaded inserts.


Logo panel insert Tan / brown / tan with carved V-groove letters
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Logo Panel Insert V-groove Letters


Secure with screw


Prepare footing per your
geographic area and soil 
conditions.


Sign panel extension
inserted into routed
post slot


Common Mount Styles
Routed Post Slot


Flush Mount
to Post


Expansion and Contraction
Routed plastic signs can be 
mounted and supported in a 
variety of ways.  HDFE plastic 
sign board will expand or contract 
with temperature fluctuation.  The 
material should be allowed to 
move freely with expansion and 
contraction.  Any drilled holes 
should be oversized by 1/8”-.1/4” 
and care should be taken to not 
overtighen fasteners.


Recycled Plastic Lumber Posts
Vacker offers structural grade 100% 
recycled plastic lumber 4”x4” and 6”x6” 
posts. Our posts are reinforced with 
fiberglass for increased structural 
integrity and never need painting or 
staining.  Posts can be “slotted” to 
accept a panel extension as seen to the 
left.


Green / White / Green Black / White / Black Tan / Green / TanDark Woods Green / Tan /
 Dark Woods Green


Tan / Brown / Tan Brown / White / Brown


Green / Tan / GreenWhite / Green / White


Brown / Tan / Brown


Blue / White / Blue


White / Black / White


Red / White / Red


Color Options Colors are approximate - - contact us for a material color sample


Routed post slot


Single-sided routed sign: 


Single-sided routed sign with logo 
panel insert or epoxy color fill: 


Double-sided routed sign


Double-sided routed sign with logo 
panel or epoxy color fill: 


48”x96” 48”x48” 32”x48” 24”x48”
*Price estimates are for typical park entrance 
sign design.  Excessive epoxy fills, excessive 
copy such as park rules or reverse copy (routed 
background) can effect cost.$1,070.00


$1,150.00


$1,270.00


$1,390.00


5.5”x5.5”x8’(true) with tapered 
top and routed post slots $470.00
4”x4”x8’(true) with tapered top 
and routed post slots $399.00


Post Pricing


Panel Pricing*
$635.00


$695.00


$735.00


$840.00


$550.00


$607.00


$626.00


$725.00


$468.00


$518.00


$517.00


$610.00


vackersign.com (877) 487-3101 (651) 487-3100
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Secure with screw


Prepare footing per your
geographic area and soil 
conditions.


Sign panel extension
inserted into routed
post slot


Common Mount Styles
Routed Post Slot


Flush Mount
to Post


Expansion and Contraction
Routed plastic signs can be 
mounted and supported in a 
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Green / White / Green Black / White / Black Tan / Green / TanDark Woods Green / Tan /
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Routed post slot


Single-sided routed sign: 


Single-sided routed sign with logo 
panel insert or epoxy color fill: 


Double-sided routed sign


Double-sided routed sign with logo 
panel or epoxy color fill: 
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sign design.  Excessive epoxy fills, excessive 
copy such as park rules or reverse copy (routed 
background) can effect cost.$1,070.00
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$1,390.00


5.5”x5.5”x8’(true) with tapered 
top and routed post slots $470.00
4”x4”x8’(true) with tapered top 
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Post Pricing


Panel Pricing*
$635.00


$695.00


$735.00


$840.00


$550.00


$607.00


$626.00


$725.00


$468.00


$518.00


$517.00


$610.00
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Design Process
With a talented design staff, Vacker is committed to 
excellence in design development ensuring that every 
panel design reflects an appropriate image and identity 
for its site. While clients are encouraged to express 
a desired “look” or style at the outset of the design 
process, every panel is custom designed to achieve the 
proper proportions, elements and type styles. Virtually 
any font, logo and design element can be incorporated 
into our signs. Contact us to get started on your 
project.


Routed Bi-Color HDPE  
Park Entrance Signs
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Entrance Signs and Posts


Color Options
*(Colors are approximate). Contact us for a material color sample.


Dark Woods Green / Tan / 


Dark Woods Green


Green / White / Green Black / White / Black Tan / Green / Tan Tan / Brown / Tan White / Black / White


Brown / Tan / Brown Brown / White / Brown White / Green / White Red / White / Red Blue / White / Blue Green / Tan / Green


Common Mount Styles


Expansion and Contraction


Routed plastic signs can be mounted and supported in a 
variety of ways. In addition to the methods shown here, angle 
aluminum brackets are another option. HDPE plastic sign 
board will expand or contract with temperature fluctuation. 
The material should be allowed to move freely with expansion 
and contraction. Any drilled holes should be oversized 
by 1/8”-.1/4” and care should be taken to not overtighen 
fasteners.


$1,309.00 $872.00


$1,407.00 $952.00


$1,599.00 $1072.00


47”x92” 48”x48”


$1,675.00 $1142.00


Single-sided routed sign


Single-sided routed sign with logo
panel insert


Double-sided routed sign


Double-sided routed sign with logo
panel insert


Panel Pricing*


*Price estimates are for typical park entrance sign 
design. Excessive text such as park rules or reverse 
copy can effect cost.


$695.00 $573.00


$775.00 $645.00


$820.00 $680.00


32”x48” 24”x48”


$880.00 $760.00


Routed Post Slot


Flush Mount  
to Post


Routed post slot


Secure  
with  
screw


Sign panel extension 
inserted into routed post slot


Prepare footing per 
your geographic area 
and soil conditions.


1 2 3


5 6 7 8


Standard Shapes
Early in the design process, clients are encouraged to select a desired panel 
size and shape. Then, based on the copy, logos and graphic elements to be 
included, the desired shape is refined to achieve pleasing visual proportions.


4
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Trail Markers — HDPE Trail Marker Posts


A low profile entrance,  
wayfinding and  
regulatory solution


Structural grade recycled plastic lumber posts.


Reinforced with fiberglass. Resistant to UV and harsh weather. 


Solid Color Post with Panel Insert(s)
Tapered top, routed dado and routed pocket to accept a TUFF 
panel insert on one, two, three or all four post sides.


TUFF panel insert is mechanically fastened in the routed pocket 
and can be customized to include information such as a park 
/ trail name, agency or park district name, contact information, 
SEGD national recreational symbols, prohibitive symbols, mile 
markers and directional arrows. A printed panel insert provides 
broad design flexibility.


$234.00 $321.00


$290.00 $387.00


$346.00 $453.00


4”x4”x7’ 6”x6”x7’


$410.00 $525.00


1 side with panel insert


2 sides with panel insert


3 sides with panel insert


4 sides with panel insert


Solid Color Trail Marker Post Pricing
Posts are available in 4”x4” (true), and 6”x6” (nominal) at a suggested length 
of 7’. Tuff panels include predrilled holes and stainless steel screws.


Structural grade recycled plastic lumber posts.  


Reinforced with fiberglass. Resistant to UV and harsh weather. 


Tapered top, routed dado and routed pocket to accept a TUFF panel 
insert on one, two, three or all four post sides


TUFF panel insert is mechanically fastened in the 
routed pocket and can be customized to include 
information such as a park / trail name, agency or 
park district name, contact information, SEGD 
national recreational symbols, prohibitive 
symbols, mile markers and directional arrows.


Posts are available in 4”x4” (true), and 5.5”x5.5” 
(actual) at a suggested length of 7’.  Clients are 
encouraged to provide a rough sketch with desired 
content for each sign panel insert version to serve as a 
resource during the design process. 
Standard post color is cedar.  Additional colors and 
sizes available by speical order. 


Trail Marker Post Pricing
1 side with panel insert 


2 sides with panel insert


3 sides with panel insert


4 sides with panel insert


4”x4”x7’ 5.5”x5.5”x7’


$212.00


$256.00


$299.00


$343.00


$288.00


$333.00


$389.00


$445.00


Posts are available in 4”x4” (true), 
and 5.5”x5.5” (actual) at a 
suggested length of 7’.  Tuff 
panels include predrilled holes 
and stainless steel screws.


WAYFINDING - HDPE Trail Marker Posts


A low profile wayfinding and regulatory solution


vackersign.com (877) 487-3101 (651) 487-3100
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Tapered Top


Routed dado


Routed “pocket” 
to accept sign 
panel


Scale Example PostsDetails


Available in 4”x4” (true), and 6”x6” (nominal) at a suggested length of 7’. 
Clients are encouraged to provide a rough sketch with desired content for 
each sign panel insert version to serve as a resource during the design 
process. Standard post color is cedar. Additional colors and sizes available by 
speical order.
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Trail Markers — HDPE Trail Marker Posts


Bi-color Routed Posts Pricing


Scale Example Posts


Tapered top


Routed dado


Copy and 
symbols routed 
directly into post


Details


Bi-color Routed Posts


Copy and symbols are routed directly into a bi-color 
(cedar/brown) post revealing the contrasting interior core of the 
post. Elements such as park / trail names, directional arrows, 
mile markers and recreation symbols can be incorporated 
directly into the post material. Bi-color posts are available in 
4”x4” (true) x7’ long.


Clients are encouraged to provide a rough sketch with desired content for 
each post side to serve as a resource during the design process.


$234.00


$290.00


$346.00


4”x4”x7’


$410.00


1 side


2 sides


3 sides


4 sides







Interpretive Mount Style Options


Frameless Pedestal 
Mount Style


For use with 1/2″ thick  
self-supporting sign panel


Getting Started:
Understanding the Options


21


*Available texture powder coat colors:
*(Colors are approximate)


Standard


Black


National Park Service


Dark Brown


National Park Service


Medium Brown


Forest  


Green


1/2″ thick self-supporting  


high pressure laminate  


sign panel


Removable top rail


OR


3/16″ thick frameless  


mount plate


Sign panel mounts


28–32″ from grade


1/8″ thick non self-supporting 


sign panel (high pressure 


laminate or Tuff Panel) slides 


into channel at top of the frame.


1/2″ thick HPL panels are blind 


mounted with fasteners that pass 


through the underside of the mount 


plate into the threaded holes on 


the back of the sign panel. Self 


supporting HPL panels do not 


require full, edge to edge, support.


Panel design should 


allow for 5/8″ frame 


coverage around 


outside perimeter of 


sign panel.


All angle mount systems available in  


45 (standard) or 30 degree angle.


1/2″ thick self-supporting high pressure laminate


Sign panel material option:


1/8″ thick non self-supporting  


Tuff panel


1/8″ thick non self-supporting 


high pressure laminate
OR


(Please see page 7 for more information on sign panel materials)


Standard post length: 60″.
Typical length below grade: 18″–24″.
Additional post length is available.


To be installed with post 


lengths/footings per your geographical 


area’s recommendations.


Optional surface mount 


plates available. 


Standard post length: 40″.  
Custom post length available.


45º 30º


Frame Mount Style
For use with 1/8″ thick  


non-self-supporting sign panel


Frame width is 3/4″.


Sign panel material options:


Post length options:
Direct bury application: Surface mount application:


Angle options:


vackersign.com | (877) 487-3101 |  (651) 487-3100
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National Park Service  


Grey







Sign Panel Material Options


HPL – High Pressure Laminate Panel 
(Embedded Phenolic Resin)
1/2” Thick (self-supporting) for use with frameless 
mount plate(s)


1/8” Thick (non self-supporting) for use with a frame


Think outdoor durable kitchen counter top. HD printed papers are 


impregnated with melamine resins and consolidated at extreme high heat 


and pressure. The result is a durable, fade resistant panel with unlimited 


design potential. This panel type, (available in 1/8”, 1/4”, 1/2”, 3/4” and 1” 


thicknesses, is manufactured by spin-offs of the major laminate counter 


top manufacturers and Vacker is an authorized reseller for one of the 


world’s leaders in HPL manufacturing. HPL panels are warranted to not 


delaminate, peel, blister, crack or fade for a 10 year period from the time of 


purchase, as noted in the Limited Warranty.


Vacker offers two durable sign panel material  
options to meet your interpretive, map/wayfinding 


 and trail marker needs.


TUFF Panel – Traditional marking film / 
special protective over-laminate
1/8” Thick (non self-supporting) for use with a frame or 
trail marker post


This economical panel is similar to the graphics you pass each and every 


day on signs, vehicles, and supermarket floors. What sets it apart is the 


protective over-laminate. Developed specifically for demanding exterior 


applications (subways, bus stops, zoos, parks, etc.), it has twice the UV 


inhibitors than comparable protective films. Independent outdoor & QUA 


tests have proven 9+ years of UV protection in the Arizona desert. Thicker 


than comparable protective films, it offers good resistance to scratching 


and abrasions. This graphic marking film / protective over laminate 


combination can be applied to polymetal, (aluminum / thermoplastic 


composite) or aluminum, depending on the application.


HPL (High Pressure Laminate Panel) and TUFF Panel Pricing* - Additional sizes available


$569     $512     $492


1/2” Thick 


HPL panel 


mounted to 


frameless 


angle mount 


pedestal


1/8” Thick 


Tuff panel in 


angle mount 


frame


Sign Panel Design
You define the message and we’ll do the rest. Our professional design team can create a panel layout with your provided copy, photos, and logos. Contact us for 


our “Guide to Planning your Interpretive Project” for assistance in developing an effective message for your interpretive panels and completing a successful project. 


Above pricing is for panel fabrication only. Please call for to discuss any desired design / file prepartion services so that we can provide you with an estimate.


$640     $583     $563 $992     $936     $916$252    $195    $175 $358     $299      $281


$345     $287     $268 $383     $326     $306 $574     $516     $497$229     $173      $153


$173 $190.00 $285.00$82 $130


12”x18”
Per sign based on qty:


 1         2         3>


*Note that pricing can be influenced by quantities and whether the respective sign panel quantities are “originals” (all different) or 
“duplicates” (all the same). Shipping and any design / file preparation services are additional. Please call or email to request a quotation 
for your specific project.


1/2” Thick HPL (High Pressure Laminate) 
Panel with threaded holes for frameless mount


1/8” Thick HPL (High Pressure Laminate) 
Panel for mount in frame


1/8” Thick TUFF Panel for mount in frame
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$172    $115     $95


18”x24”
Per sign based on qty:


 1          2         3>


24”x36”
Per sign based on qty:


 1          2          3>


24”x42”
Per sign based on qty:


 1          2          3>


36”x48”
Per sign based on qty:


 1         2         3>







Standard Frame Style Mounts


Standard Angle Mount Frame & Post(s)
Our standard frame mechanically fastens to an aluminum post(s). The 
post(s) consists of 3”x3” rectangular aluminum tube with a welded plate 
at 30 or 45 degrees. Stainless steel fasteners pass through the frame 
back plate and attach to the plate.


Panel Size


8.5x11 (single post) ..................... $355.00


8x12 (single post) ........................ $355.00


11x17 (single post) ...................... $354.00


12x18 (single post) ...................... $359.00


18x24 (single post) ...................... $390.00


18x24 (double post) .................... $563.00


24x30 (single post) ...................... $541.00


24x30 (double post) .................... $684.00


24x36 (single post) ...................... $432.00


24x36 (double post) .................... $575.00


24x42 (double post) .................... $710.00


Standard Upright Mount Frame & Posts
An upright base is well suited for regulatory, map and directional related


graphic panels. Our standard frame mechanically fastens to 2”x4”x96”


aluminum posts. Uprights can be configured to accommodate single,


double or multiple display units.


Single Unit Upright


24x36 ......................................... $609.00


36x48 ......................................... $939.00


48x48 ...................................... $1,148.00


Pricing based on in ground application. 
Add $63/ea surface mount plate for 
surface mount installation. Pricing for 
multi-unit uprights and configurations 
available upon request.


Single unit upright Double unit upright  
(in line)


Double unit upright 
(offset)


Triple unit upright  
(in line)


Triple unit upright  
(offset)


Triangular upright


Panel Size


8.5x11 (single post) ..................... $316.00


8x12 (single post) ........................ $313.00


11x17 (single post) ...................... $338.00


12x18 (single post) ...................... $346.00


18x24 (single post) ...................... $375.00


24x36 (double post) .................... $671.00


24x42 (double post) .................... $690.00


Pricing based on in ground application 
Add $63/ea surface mount plate for 
surface mount installation.


Standard Flush Mount Frame & Post(s)
Our standard frame mechanically fastens to an aluminum post(s).  
A 3”x3”x72” rectangular aluminum tube has an upright welded plate 
Stainless steel fasteners pass through the frame back plate and  
attach to the plate.
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Pricing based on in ground application. 
Add $63/ea surface mount plate for 
surface mount installation.


Sign panel additional, see page 7


Sign panel additional, see page 7


Sign panel additional, see page 7







NPS Cantilever Style
This low profile base features 2”x 3” wide support 
posts extending from the front of the frame 
resulting in a sleeker look than the traditional style. 
Includes drive rivets for assembly.


Panel Size


18Hx24W .................................... $480.00


18Hx36W .................................... $587.00


24Hx36W .................................... $548.00


24Hx42W .................................... $648.00


Pricing based on in ground application. 
Add $63/easurface mount plate for 
surface mount installation.


NPS Traditional Style
This traditional low profile base features 2” x 6” 
wide support posts extending from the center 
line of the frame resulting in a sturdier look 
than the cantilever style.


Panel Size


18Hx24W .................................... $538.00


18Hx36W .................................... $721.00


24Hx36W .................................... $565.00


24Hx42W .................................... $681.00


Pricing based on in ground application. 
Add $63/ea surface mount plate for 
surface mount installation.


Frame Style Mounts — National Park Service Styles
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NPS Traditional Style
This traditional low profile base 
features 6” wide support posts 
extending from the center line of the 
frame resulting in a sturdier look than 
the cantilever style.  


NPS Cantilever Style
This low profile base features 4” wide 
support posts extending from the front of 
the frame resulting in a sleeker look than 
the traditional style. Includes drive rivets 
for assembly.  


Panel Size
18Hx24W
24Hx36W
24Hx42W
Pricing based on in ground 
application. Add $63/ea 
surface mount plate for 
surface mount installation


$466.00
$532.00
$629.00


Panel Size
18Hx24W
24Hx36W
24Hx42W
Pricing based on in ground 
application. Add $63/ea 
surface mount plate for 
surface mount installation


$466.00
$532.00
$629.00


FRAME MOUNTS - National Park Service Styles 


vackersign.com (877) 487-3101 (651) 487-3100


8


NPS Traditional Style exhibit with 30 degree angle frame and 
optional crossbar and brochure boxes.


NPS Cantilever Style exhibit with 45 degree angle frame, surface 
mount plates, and optional crossbar for mounting of sponsor panel.


Sign panel additional, see page 7


Sign panel additional, see page 7







Frame Mounts — Frames with Sleeve(s)


Angled Mount Frame with Sleeve for Lumber Post(s)
An angled frame welded to a sleeve that fits over a recycled plastic 
lumber or wood 4”x4” post. The pre-drilled holes in the sleeve allow the 
frame to be secured to the post with spax screws.


Panel Size


8.5x11 (single sleeve) .................. $212.00


8x12 (single sleeve) ..................... $212.00


11x17 (single sleeve) ................... $212.00


12x18 (single sleeve) ................... $216.00


18x24 (single sleeve) ................... $248.00


18x24 (double sleeve) .................. $277.00 


18x36 (double sleeve) .................. $356.00


24x36 (double sleeve) .................. $348.00


24x42 (double sleeve) .................. $425.00


24x48 (double sleeve) .................. $486.00


Flush Mount Frame for Lumber Post(s)
The Flush Mount Frame attaches to the face of a customer-supplied 
recycled plastic lumber or wood post. The frame includes a “post 
protector” bracket that serves to protect the top of the post from 
weathering.


Panel Size


8.5x11 (single sleeve) .................. $212.00


8x12 (single sleeve) ..................... $212.00


11x17 (single sleeve) ................... $212.00


12x18 (single sleeve) ................... $216.00


18x24 (single sleeve) ................... $248.00


18x36 (double sleeve) .................. $356.00


24x36 (double sleeve) .................. $348.00


24x42 (double sleeve) .................. $425.00


24x48 (double sleeve) .................. $486.00


Upright Frame for Lumber Post(s)
The upright frame attaches to the sides of customer-supplied recycled 
plastic lumber or wood posts with lag screws. An upright base is well 
suited for regulatory, map and directional related graphic panels or 
bulletin cases. Uprights can be configured to accommodate single or 
multiple display units.


Panel Size


24x36 ......................................... $348.00


36x48 ......................................... $609.00


48x48 ......................................... $812.00
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Sign panel additional, see page 7


Sign panel additional, see page 7


Sign panel additional, see page 7







Frame Style Mounts — Wall and Rail Mounts


Wall & Surface Mount Frame
The Wall Mount Frame includes brackets welded on the backside of 
the frame which allows the frame to be slightly off-set from the wall 
mounting surface. This accommodates uneven surfaces and allows for 
the removal of one rail of the frame for panel insertion after the frame 
has been mounted. Before ordering, please review your installation 
location for sufficient clearance and designate which of the 4 side rails 
is to be removable.


Panel Size


8.5x11 ........................................ $212.00


8x12 ........................................... $212.00


9x12 ........................................... $212.00


11x17 ......................................... $212.00


12x18 ......................................... $216.00


18x24 ......................................... $248.00


18x36 ......................................... $356.00


 


24x30 ......................................... $395.00


24x36 ......................................... $348.00


24x42 ......................................... $425.00


24x48 ......................................... $486.00


30x48 ......................................... $606.00


36x48 ......................................... $609.00


48x48 ......................................... $812.00


Rail Mount Frame
The rail mount frame is adapted to mount to various rail systems. 
Bracket configurations are available for various rail materials and 
shapes, including metal, wood, round, square or rectangular.


Panel Size


8.5x11 ........................................ $212.00


8x12 ........................................... $212.00


9x12 ........................................... $212.00


11x17 ......................................... $212.00


12x18 ......................................... $216.00


18x24 ......................................... $248.00


 


18x36 ......................................... $356.00


24x30 ......................................... $395.00


24x36 ......................................... $348.00


24x42 ......................................... $425.00


24x48 ......................................... $486.00
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Wall Mount Frame
The Wall Mount Frame includes brackets welded on the 
backside of the frame which allows the frame to be slightly 
off-set from the wall mounting surface.  This accommodates 
uneven surfaces and allows for the removal of one rail of 
the frame for panel insertion after the frame has been 
mounted. Before ordering, please review your installation 
location for sufficient clearance and designate which of the 
4 side rails is to be removable. 


Rail Mount Frame
The rail mount frame is adapted to mount to various rail 
systems. Bracket configurations are available for various 
rail materials and shapes, including metal, wood, round, 
square or rectangular.  


Panel Size
8.5x11     
8x12 
9x12 
11x17 
12x18 
18x24
18x36 


$177.00
$182.00
$189.00
$195.00
$199.00
$228.00
$328.00


24x30 
24x36 
24x42 
24x48 
30x48 
36x48 
48x48


$365.00
$321.00
$392.00
$448.00
$560.00
$591.00
$788.00


Panel Size
8.5x11     
8x12 
9x12 
11x17 
12x18 
18x24


$177.00
$182.00
$189.00
$195.00
$199.00
$228.00


18x36
24x30 
24x36
24x42
24x48 


$328.00
$365.00
$321.00
$392.00
$448.00


FRAME MOUNTS - Wall and Rail Mounts


vackersign.com (877) 487-3101 (651) 487-3100


10


Sign panel additional, see page 7


Sign panel additional, see page 7







Frameless Pedestal Mounts


Angle Mount Frameless Pedestal - Post(s) with Plate
Frameless pedestal for angle mounting self supporting panels (.5” thick 
high pressure laminate). An aluminum mounting plate, with pre drilled 
holes, is mechanically fastened to an aluminum 3”x3” “Post with Plate”. 
The pre-drilled holes in the mounting plate correspond with tapped or 
drilled holes in the self supporting panels allowing for fastening by blind 
mount. A double post frameless pedestal can be achieved with the use 
of two pedestals.


Mount Plate Size


6x6 ............................................. $144.00


12x12 ......................................... $154.00


12x18 ......................................... $162.00


16x20 ......................................... $173.00


Pricing based on in ground application. 
Add $63/ea surface mount plate for 
surface mount installation.


Flush Mount Frameless Pedestal - Post(s) with Plate
Frameless pedestal for upright mounting self supporting panels (.5”


thick high pressure laminate). An aluminum mounting plate, with 
predrilled holes, is mechanically fastened to an aluminum 3”x3” “Post


with Plate”. The pre-drilled holes in the mounting plate correspond with


tapped or drilled holes in the self supporting panel allowing for


fastening by blind mount or thru-bolt. A double leg pedestal can be


achieved with the use of two pedestals.


Mount Plate Size


6x6 ............................................. $191.00


12x12 ......................................... $213.00


12x18 ......................................... $214.00


16x20 ......................................... $243.00


Pricing based on in ground application. 
Add $63/ea surface mount plate for 
surface mount installation.


Flush Mount Frameless Pedestal - Post(s) with Plate
An upright pedestal for mounting self supporting panels. An aluminum 
mounting flange, with pre-drilled holes, is welded to 3”x3” aluminum 
posts. The pre-drilled holes in the flange correspond with tapped or 
drilled holes in the self supporting panel allowing for fastening by blind 
mount or thru-bolt.


Flange for Panel Height:


18 ............................................... $449.00


24 ............................................... $464.00


30 ............................................... $488.00


36 ............................................... $506.00


48 ............................................... $547.00


Pricing based on in ground application. 
Add $63/ea surface mount plate for 
surface mount installation.
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Sign panel additional, see page 7


Sign panel additional, see page 7


Sign panel additional, see page 7
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Frameless Pedestal Mounts


NPS Cantilever Style Frameless Pedestal -
Posts with Flange
A cantilever frameless pedestal for the angle mounting of self 
supporting panels (.5” thick high pressure laminate panels). An 
aluminum mounting flange, with pre drilled holes, is welded to a  
2” x 3” aluminum cantilevered post. The pre-drilled holes in the  
flange correspond with tapped or drilled holes in the self supporting 
panel allowing for fastening by blind mount or thru-bolt.


Flange for Panel Height


18 ............................................... $372.00


24 ............................................... $372.00


Pricing based on in ground application. 
Add $63.00 for surface mount plate for 
surface mount installation.


NPS Traditional Style Frameless Pedestal -
Posts with Flange
A traditional style frameless pedestal for the angle mounting of self 
supporting panels (.5” thick high pressure laminate panels). A 6” wide 
support post extends from the center line of an angled aluminum 
extrusion with a welded pre-drilled mounting flange. The pre-drilled 
holes in the flange correspond with tapped or drilled holes in the self 
supporting panel allowing for fastening by blind mount or thru-bolt.


Flange for Panel Height


24 ............................................... $424.00


30 ............................................... $505.00


36 ............................................... $616.00


Pricing based on in ground application. 
Add $63.00 for surface mount plate for 
surface mount installation.


Angled Mount Plate with Sleeve for Lumber Post(s)
An angled pre-drilled mount plate welded to a sleeve that fits over a 
recycled plastic lumber or wood 4”x4” post. The pre-drilled holes in 
the mount plate correspond with tapped or drilled holes in the self 
supporting panel allowing for fastening by blind mount or thru-bolt.


Mount Plate Size


6x6 ............................................... $82.00


12x12 ......................................... $118.00


12x18 ......................................... $128.00


16x20 ......................................... $164.00


vackersign.com (877) 487-3101


Angle Mount Cantilever Style Frameless Pedestal -
Posts with Flange
A cantilever frameless pedestal 
for the angle mounting of self 
supporting panels (.5” thick high 
pressure laminate panels).  An 
aluminum mounting flange, with 
pre drilled holes, is welded to an 
aluminum cantilevered post.  The 
pre-drilled holes in the flange 
correspond with tapped or drilled 
holes in the self supporting panel 
allowing for fastening by blind 
mount or thru-bolt.  


Angle Mount Traditional Style Frameless Pedestal  -
Posts with Flange
A traditional style frameless 
pedestal for the angle mounting of 
self supporting panels (.5” thick 
high pressure laminate panels). A 
6” wide support post extends from 
the center line of an angled 
aluminum extrusion with a welded 
pre-drilled mounting flange. The 
pre-drilled holes in the flange 
correspond with tapped or drilled 
holes in the self supporting panel 
allowing for fastening by blind 
mount or thru-bolt.


Angled Mount Plate with Sleeve for
Lumber Post(s)
An angled pre-drilled mount plate welded to a 
sleeve that fits over a recycled plastic lumber 
or wood 4”x4” post.  The pre-drilled holes in 
the mount plate correspond with tapped or 
drilled holes in the self supporting panel 
allowing for fastening by blind mount or 
thru-bolt.  


12


Flange for Panel Height:
18
24
Pricing based on in ground 
application. Add $xx for 
surface mount plate for 
surface mount installation.


Flange for Panel Height:
24
30
36
Pricing based on in ground 
application. Add $xx for 
surface mount plate for 
surface mount installation.


Mount Plate Size
6x6 Plate with sleeve
12x12 Plate with sleeve
12x18 Plate with sleeve 
16x20 Plate with sleeves (2)


FRAMELESS MOUNTS 


$323.00
$343.00


$380.00
$407.00
$429.00


$71.00
$80.00
$103.00
$114.00


Sign panel additional, see page 7


Sign panel additional, see page 7


Sign panel additional, see page 7
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Bulletin Cases and Uprights


Bulletin Cases
Like our frames and bases, bulletin cases are 
constructed of high strength aluminum extrusions and 
powder coated to ensure a durable finish.   They 
feature a clear acrylic face, keyed-alike locks, a 
continuous piano hinge, and a galvanized steel back 
for use with magnets. 
Bulletin cases can be wall mounted or outfitted with our 
post systems.  Standard case sizes are 18”x24”, 
24”x36” and 36”x48”.  Custom sizes are also available.


Upright exhibits provide for the prominent display of entrance / trail head identification, map, directional and way-finding 
information.  Uprights can include frames, bulletin cases, self-supporting sign panels or framed stainless steel woven mesh.  
Components can be mounted in a variety of configurations including: single, double/triple inline, double/triple offset, 
triangular and hexagon.  Components can also be mounted back-to-back. 


Double unit upright: 4’Hx3’W frame, 4’Hx3’W bulletin case and 
tri-fold brochure holder.


Hexagon upright with 4’Hx3’W frames 


Single unit upright Double unit upright (in line)


Double unit upright (offset)


Triple unit upright (in line)


Triple unit upright (offset)


Triangular upright


Upright Configurations


Bulletin Case


Pricing for multi-unit uprights 
and configurations available 
upon request.


Upright Posts (set)


18x24
24x36
36x48


96”
108”


Pay / Donation Boxes
Vacker offers heavy 
duty pay / donation 
boxes, or fee 
deposit vaults, 
constructed of 
durable steel and 
vandal resistant lock 
mechanisms. 
Fabrication details 
based on USFS 
design 
specifications.


BULLETIN CASES AND UPRIGHTS


vackersign.com (877) 487-3101 (651) 487-3100
13


$746.00
$1,038.00
$1,323.00


$384.00
$432.00


Upright exhibits provide for the prominent display of entrance / trail 
head identification, map, directional and way-finding information. 
Uprights can include frames, bulletin cases, self-supporting sign panels 
or framed stainless steel woven mesh. Components can be mounted in 
a variety of configurations including: single, double/triple inline, double/
triple offset, triangular and hexagon. Components can also be mounted 
back-to-back.


Bulletin Cases
Like our frames and bases, bulletin cases are constructed of high strength 
aluminum extrusions and powder coated to ensure a durable finish. They 
feature a clear acrylic face, keyed-alike locks, a continuous piano hinge, 
and a galvanized steel back for use with magnets. Bulletin cases can be 
wall mounted or outfitted with our post systems. Standard case sizes are 
18”x24”, 24”x36” and 36”x48”. Custom sizes are also available.


Double unit upright: 4’Hx3’W frame, 4’Hx3’W bulletin case and 


tri-fold brochure holder.


Hexagon upright with 4’Hx3’W frames


Bulletin Case


18x24 ......................................... $746.00


24x36 ...................................... $1,038.00


36x48 ...................................... $1,323.00


Upright Posts (set)


96” ............................................. $424.00


108” ........................................... $492.00


Pricing for multi-unit uprights and 
configurations available upon request.


Upright Configurations


Single unit upright Double unit upright 
(in line)


Double unit upright 
(offset)


Triple unit upright  
(in line)


Triple unit upright  
(offset)


Triangular upright


Bulletin Cases 
and Uprights


Aluminum Brochure Boxes


For mounting to exhibits
Tri-fold ........................................ $108.00


Bi-fold ......................................... $116.00


Catalog ....................................... $175.00
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Standard Signs


Standard Nature 
Themed Signs
NatureWalk Standard Nature Themed Signs
NatureWalk is an extensive series of standard nature themed interpretive 
signs developed for park and trail visitors of all ages. The sign panels are en-
gaging, informative and particularly fun for kids! Our wide variety of offerings 
allow you to select topics specific to the habitats within your park or along 
your trail.


The signs are colorful, educational, and designed specifically to engage 
youth and families.  Content includes interesting information and fun facts 
supported with splendid imagery and delightful illustrations by Minnesota 
naturalist and illustrator, Emily A. Meyer.  All designs are available in Vacker’s 
durable sign panel material options and can be mounted with our high quality 
aluminum frames and frameless pedestals.  Signs are 18”x24” in size, and 
designed with “best practices” for interpretation.


NatureWalk Designs - - 18”Hx24”W Tuff Panel, $190 each


Frogs and Toads Wild Turkeys Milkweed


Monarch Life Cycle Monarch Migration Great Horned Owls
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Standard Signs


Standard Nature 
Themed Signs
NatureWalk Designs - - 18”Hx24”W Tuff Panel, $190 each


Buzz about Bees Gray Squirrel Migratory Birds


Maple Trees Honey Bees Canada Goose


Wasps Red Fox White-tailed Deer


Damselflies Dragonflies Painted Turtles







vackersign.com | (877) 487-3101 |  (651) 487-3100


17


Standard Signs


Standard Nature 
Themed Signs
NatureWalk Designs - - 18”Hx24”W Tuff Panel, $190 each


Cattails Great Blue Heron


Standard Angle Mount Frames


18x24 Frame and 60” aluminum post for in ground installation  $390


18x24 Frame and 40” aluminum post with 6”x6” surface mount plate 
for surface mount installation  $453


18x24 Frame with sleeve for lumber post $248, (post not included)


Frames feature removable top rail for insertion of .125” thick sign panel


Sign panel additional.  See below for sign panel prices


Optional surface mount plates 


available. 


Standard post length: 40”  


Custom post length available.


Surface mount application:


Standard frame with 
aluminum post


Standard frame with 
sleeve for wood post


Vacker Sign can provide you with a custom 
entrance sign panel that serves to welcome 
your visitors and introduce them to your 
NatureWalk signs. It can be customized 
to include your agency logo and contact 
information, as well as those of any sponsors 
or grant funding sources.  The panel might also 
include a trail or park map, park or trail rules, 
or the classic message – “Leave No Trace”.  
Custom entrance signs are available in 18×24 
and 24×36.  A National Park Service cantilever 
style exhibit can be outfitted with a cross bar for 
mounting a sponsor sign.


NPS cantilever and traditional style frames 
available for 18”x24” and 24”x36” signs.


Custom Entrance and Sponsor Signs


National Park Service cantiliver style frame with 
sponsor panel


Custom sponsor sign
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Standard Signs


Rain Garden, Water Quality 
and Nature Signs
Standard Semi-custom and Custom Designs
Standard and Semi-custom designs include a placed agency logo and/or contact 
information and minor copy edits. Additionally, semi-custom designs include the 
placement of site specific plant identification images. 


Durable Sign Panels
TUFF Panels consist of traditional marking film with a special protective over-
laminate applied to .125” thick polymetal (aluminum / recycled plastic / aluminum). 
This particular protective over-laminate was developed specifically for demanding 
exterior applications (subways, bus stops, zoos, parks, etc.). It has twice the 
UV inhibitors than comparable protective films.  Independent outdoor & QUA 
tests have proven 9+ years of UV protection in the Arizona desert.  Thicker than 
comparable protective films, it offers good resistance to scratching and abrasions.


Standard Angle Mount Frames


18x24 Frame with 60” aluminum post for in ground installation  $390


18x24 Frame with 40” aluminum post and surface mount plate for 
surface mount installation  $453


18x24 Frame with sleeve for lumber post $248, (post not included)


Frames feature removable top rail for insertion of .125” thick sign panel


Sign panel additional.  See below for sign panel prices


Optional surface mount plates 


available. 


Standard post length: 40”  


Custom post length available.


Surface mount application:


Standard frame with 
aluminum post


Standard frame with 
sleeve for wood post


Standard Rain Garden Designs - -  18”Hx24”W Tuff Panel


Standard Rain Garden #21-1, $190 Standard Rain Garden #21-2, $190 Standard Rain Garden #21-3, $190
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Rain Garden, Water Quality and Nature Signs


Standard Signs


Standard and Semi-custom Designs - - 18”Hx24”W Tuff Panel


Standard Rain Garden #21-4, $190 Semi-custom Rain Garden #21-1, $225 Semi-custom Rain Garden #21-2, $225


Semi-custom Pollinator Garden #21-1, $225 Semi-custom Native Plants #21-1, $225 Semi-custom Milkweed #21-1, $225


Standard Monarch Life Cycle, $190 Standard Monarch Migration, $190 Standard Buzz About Bees, $190


Standard Clean Water, $190 Semi-custom Shoreline Restoration, $225Semi-custom Migratory Birds, $225


All designs can be customized to include agency logo / contact information and minor text edits. Semi-custom designs include the placement of specific 
plant animal identification images. 








 


OFFICIAL NOTICE AND AGENDA 
Notice is hereby given that the River and Trails Task Force Committee of the City of 
Stoughton, Wisconsin will hold a regular or special meeting as indicated on the date, 
time and location given below. 


 
Meeting of the: 
Date /Time: 
Location: 
 
 
 
 
 
 
 
 
 
 
 
 
 
Members: 
 
 
CC: 


RIVER AND TRAILS TASK FORCE COMMITTEE OF THE CITY OF STOUGHTON 
Monday, September 13, 2021 @ 5:30 PM  
Virtual – Please join the meeting using the information below. 
9-13-21 River & Trails Taskforce Meeting  
Mon, Sep 13, 2021 5:30 PM - 6:30 PM (CDT)  
 
Please join my meeting from your computer, tablet or smartphone.  
https://global.gotomeeting.com/join/360825797  
 
You can also dial in using your phone.  
United States: +1 (786) 535-3211  
 
Access Code: 360-825-797  
 
 
New to GoToMeeting? Get the app now and be ready when your first meeting 
starts: https://global.gotomeeting.com/install/360825797   
 
Jon Lewis, Jim Wilcox, Sandra Black, Nancy Hagen, Bob Diebel, Joni Dean,  
Larry Liebmann, Ralph Erickson, Jim Killian, Andrew Hoffman,  
Council Person Rachel   Venegas, Parks and Recreation Director Dan Glynn 


 
Attorney Matt Dregne, Tim Swadley, Leadership Team, Stoughton  
Newspapers, Sarah Monette, Judi Krebs, Council Members., 
stoughtonreporter@wcinet.com, stoughtoneditor@wcinet.com 


 
Item #   CALL TO ORDER 
1   Call to Order 
 
2   Approval of July 12, 2021 Minutes 
 
3   Communications 
   Yahara River Park Update   
 
Item #   OLD BUSINESS      
4   Interpretive Signs (Discussion) 
 



https://global.gotomeeting.com/join/360825797

tel:+17865353211,,360825797

https://global.gotomeeting.com/install/360825797

mailto:stoughtonreporter@wcinet.com

mailto:stoughtoneditor@wcinet.com





Item #   NEW BUSINESS        
5 2022-26 CIP – Trail Projects (Discussion)  
    
6   Future Agenda Items  
     
   ADJOURNMENT 








River and Trails Task Force Minutes 
Monday, July 12, 2021. 
Bjoin Park Shelter, 200 E. Wilson Street, Stoughton. 
 
Present:  Jon Lewis, Jim Wilcox, Nancy Hagen, Bob Diebel, Joni Dean, Jim Killian, Dan Glynn and 
new Council Person Rachel Venegas. 
 
CALL TO ORDER 


1.  Call to order by Jim K. at 1734 as Sandra is out of town. 
2. May 3, 2021 Minutes:  Approved by Jim W with a second by Jon. Carried. 
3. Communications: 


a)  Yahara River Park Update:  Dan described an updated model which is near a council 
decision to move forward.  He shared the Stoughton Whitewater Park Project 
Schedule which includes project start and end dates with anticipation of 
construction in 2024.  Bob shared a flyer that was provided to patrons at the recent 
Stoughton Junior Fair with inaccurate facts.  A video is being produced which 
explains the details of the park project.   


b) Sustainability Committee:  Looking for members to promote green initiatives.  Dan 
reported that Public Works is looking for volunteers for the prairie.   


OLD BUSINESS 
NEW BUSINESS 


4.  2022-26 CIP – Trail Projects (Discussion and possible action):  Nancy, on behalf of the 
Historical Society, would like signage in the RDA Development that explains the history 
of the property.  Dan agreed this was already in the works.  Nancy thought a sign should 
be erected to inform the public about the landfill pollution once the restrictions are 
lifted on the Amundson landfill and the fence is removed and also discuss the benefits 
of wetlands.   


5. Highway 51 Project (Discussion and possible action):  Dan shared a handout on the US 
51 Corridor Reconstruction for discussion including pedestrian and bicycle 
accommodations.   Dan shared a Surface Water Data Viewer Map with cost estimates 
for Project A: Buckingham Road to Jackson Street and Project B: Buckingham Road to 
Roby Road.   


6. Future Agenda Items:  Discussed roots coming up on a portion of the trail with other 
questions about whether the trail can be plowed in the winter to encourage use.  
Discussed the Arnett property on North Page Street to confirm land will be available for 
the trail to pass through his development.    


ADJOURNMENT:  The meeting was adjourned at 1849 by Nancy with a second by Bob. 
 
Respectfully submitted, 
 
Joni Dean 
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PROJECT A – Buckingham Rd. to Jackson St. (Excludes any work on Buckingham Road and North) 
TOTAL Cost Project A - $165,000 – $202,000 
 
Budgetary Construction Cost Estimate: $130,000 – 170,000 
~$90,000 – 110,000 = 8’ wide asphalt trail @ 2,200’ 
~$10,000 – 15,000 = GC/Mobilization/Sitework 
~$15,000 = Base Replacement/EBS Allowance(Excavation below Subgrade, in areas with poor soils to be 
gravel or future asphalt pavement) 
~$25,000 – 30,000 = 20% Contingency and Other Misc Items 
 
Assumptions 


• Total trail length ~0.4 mi. (2,200 LF) as 8 ft wide asphalt from Buckingham Road to Jackson 
Street. Assumes existing gravel path adequate for base, incidental replacement required. 
Compaction testing required prior to pavement. 


• 2’ gravel shoulder each side unless otherwise constrained, then shoulder to be grass. 


• No parking, restroom, or other site amenities to be included at this time. 
 
Fee Budget Range: $25,000 - $32,000  
Fee includes -  
Geotechnical Report 
Survey                                 
Design/Construction Documents 
Bidding 
Construction Administration (could be T&M)  
 
Includes all required: 


Stormwater Management Plan 
Design/Construction Documents 
Bidding Documents and Coordination 
Construction Admin/Site Visits 
Permitting or DNR Approvals Applications (permit costs to be paid by City, not included in total, 


permit fees are assumed around $1,500) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 







 
PROJECT B – Buckingham Rd. to Roby Road. (includes on street work on Buckingham Rd.) 
TOTAL Cost Project B - $335,000 – 381,000 
 
Budgetary Construction Cost Estimate: $290,000 – 329,000 
~$65,000 – 80,000 =8’ wide asphalt trail @ 1,300’ 
~$120,000 = 450 LF Retaining Wall and Guardrailing 
~$10,000 = Street Crossing Improvements 
~$25,000 – 38,000 = GC/Mobilization/Sitework 
~$10,000 = EBS (Excavation below Subgrade, in areas with poor soils to be gravel or future asphalt 
pavement) 
~60,000 – 70,000  = 20% Contingency and other Misc Items 
 
Assumptions 


• Total trail length ~0.25 mi. (1,300 LF) as 8 ft wide asphalt from Roby Road to Buckingham Street. 


• Retaining wall required along Stormwater basin in Virgin Lake Park – confirm property boundary 
at existing hedge row. Confirm storage capacity and impact of fill for trail prior to development. 


• 2’ gravel shoulder each side unless otherwise constrained, then shoulder to be grass. 


• No parking, restroom, or other site amenities to be included at this time. 
 
Fee Budget Range: $45,000 – 52,000 
Fee includes -  
Geotechnical Report 
Survey                                 
Design/Construction Documents (Retaining Wall Design, Stormwater Analysis) 
Bidding 
Construction Administration (could be T&M)  
 
Includes all required: 


Stormwater Management Plan 
Design/Construction Documents 
Bidding Documents and Coordination 
Construction Admin/Site Visits 
Permitting or DNR Approvals (permit costs to be paid by City, not included in total, but assumed 


to be approximately $600) 
 
 
 
 








Table 1. Modeled Water Surface Elevation Comparisons with winter aquatic plant growth conditions (roughness coefficients calibrated to November & April measurements)


River Station (ft) LOCATION 650 cfs 380 cfs 150 cfs 650 cfs 380 cfs 150 cfs 650 cfs 380 cfs 150 cfs 650 cfs 380 cfs 150 cfs 650 cfs 380 cfs 150 cfs
88236 Stoughton Mill Pond 841.2 841.4 841.5 840.1 839.4 838.6 837.0 836.1 835.1 -1.1 -2.0 -2.9 -4.2 -5.3 -6.4
89646 Main St 841.3 841.4 841.5 840.3 839.6 838.6 839.0 838.2 837.1 -1.0 -1.9 -2.9 -2.4 -3.3 -4.4
93817 Widening between RR bridge & County Rd B 842.1 841.7 841.5 841.6 840.7 839.5 841.4 840.5 839.4 -0.4 -1.0 -2.1 -0.6 -1.2 -2.2


103439 Widening north of County Rd B 842.4 841.9 841.6 842.1 841.1 840.0 842.0 841.0 840.0 -0.3 -0.8 -1.5 -0.4 -0.9 -1.6
117303 Immediately downstream of Lafollette Dam 843.3 842.6 841.8 843.2 842.3 841.2 843.2 842.3 841.2 -0.1 -0.3 -0.5 -0.1 -0.3 -0.5


Table 2. Modeled Water Surface Elevation Comparisons with peak aquatic plant growth conditions (roughness coefficients calibrated to June measurements)


River Station (ft) LOCATION 650 cfs 380 cfs 150 cfs 650 cfs 380 cfs 150 cfs 650 cfs 380 cfs 150 cfs 650 cfs 380 cfs 150 cfs 650 cfs 380 cfs 150 cfs
88236 Stoughton Mill Pond 841.2 841.4 841.5 840.1 839.4 838.6 837.0 836.1 835.1 -1.1 -2.0 -2.9 -4.2 -5.3 -6.4
89646 Main St 841.3 841.4 841.5 840.3 839.6 838.6 839.0 838.2 837.1 -1.0 -1.9 -2.9 -2.3 -3.3 -4.4
93817 Widening between RR bridge & County Rd B 843.1 842.3 841.7 843.0 841.8 840.3 842.9 841.7 840.2 -0.2 -0.5 -1.4 -0.3 -0.6 -1.4


103439 Widening north of County Rd B 845.2 843.8 842.3 845.1 843.7 841.7 845.1 843.7 841.7 0.0 -0.1 -0.6 -0.1 -0.2 -0.6
117303 Immediately downstream of Lafollette Dam 846.3 845.1 843.5 846.3 845.1 843.4 846.3 845.1 843.4 0.0 0.0 -0.1 0.0 0.0 -0.1


Water Surface Elevation (ft) Water Surface Difference between Existing and Proposed (ft)
Existing Conditions with Proposed Project with full Dam Removal with Proposed Project with full Dam Removal


Water Surface Elevation (ft) Water Surface Difference between Existing and Proposed (ft)
Existing Conditions with Proposed Project with full Dam Removal with Proposed Project with full Dam Removal
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