
OFFICIAL NOTICE AND AGENDA –
Notice is hereby given that the Public Works Committee of the City of Stoughton, Wisconsin will

hold a regular Public Works Meeting as indicated on the date, time and location given below.

Meeting of the:
Date /Time:
Location:

Members:

Public Works Committee of the City of Stoughton

Tuesday August 15, 2017 at 4:30 pm

Ed Overland Room, City Hall 381 E. Main St, Stoughton, WI 53589

Greg Jenson – Chair, Sid Boersma, Pat O’Connor, Michael Engelberger, Mayor Donna Olson

Item # CALL TO ORDER
1. Communications :
2. Reports: Tree Commission, Street Opening, Yardwaste

Item # OLD BUSINESS
3. Monthly Public Works Facility Update
4. Review and possible action regarding proposed revisions to Ordinance 10-2(d) – Terrace

Tree Planting.
Item # NEW BUSINESS

5 Approve Minutes of July 18th meeting
6 Update on Mandt Park standing water remediation
7 Review and update of the landscape point system for commercial development.
8 Discussion and possible action regarding terrace width requirements for new

construction.
9 Discussion and possible action regarding the requirement of all new parks to have public

right-of-way as a buffer between private property
10 Discussion and possible action regarding aesthetic design standards for public detention

Or retention ponds
11 Future Agenda Items:

ADJOURNMENT

cc: Council Members, City Leadership Team, City Attorney Matthew P. Dregne,
Library Administrative Assistant Sarah Monette, City Clerk Lana Kropf, Tim Onsager
Stoughton School District, Deb Blaney, Bill Livick Oregon Observer, Stoughton Newspaper/WI
State Journal/Capital Times

NOTE: AN EXPANDED MEETING MAY CONSTITUTE A QUORUM OF THE CITY COUNCIL

NOTE: For security reasons, the front doors of the City Hall Building (including the elevator door)
will be locked after 4:30 p.m. If you need to enter City Hall after that time, please use the Fifth
Street entrance or if you are physically challenged and are in need of assistance, please call 873-
6677 prior to 4:30 p.m.
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2017 Street Opening Permits


# Street Name Block
Date


Opened By Amt Paid
Date Paid


Contact Phone
Reason For Opening


Date


Closed


Statu


s #


1 Sixth St 418 1/11/17 Fox & Son 50.00$ 1/12/17 G Fox 774-0883 repair water leak 1/11/17 5


2 Harrison St, N 627 1/12/17 Sto Util 50.00$ 6/16/17 Utilities 877-7430 water main break 1/12/17 1


3 Roby Road 708 2/6/17 Alliant 50.00$ 2/2/17 Ryan Dickinson 845-1145 install new gas service 2/10/17 1


4 Peterson Dr 1017 2/6/17 Alliant 50.00$ 1/27/17 Abbi Baumgartner 877-1653 install new gas service 2/10/17 1


5 Riverview Dr 1005 1/30/17 Sto Util 125.00$ 6/16/17 Kent Thompson 877-7430 watermain break 1/30/17 1


6 Monroe St, S 325 2/13/17 Alliant 50.00$ Ivy Jacus 877-1642 replace gas service 6/16/17 1


7 Coolidge Rd CANCELED 933 2/13/17 Alliant 50.00$ N/A Abbi Baumgartner 877-1653 replace gas service 6/16/17


8 Coolidge Rd CANCELED 932 2/13/17 Alliant 50.00$ N/A Abbi Baumgartner 877-1653 replace gas service 6/16/17


9 Riverview Dr CANCELED 908 2/13/17 Alliant 50.00$ N/A Abbi Baumgartner 877-1653 replace gas service 6/16/17


10 Korgen Dr 2101 2/13/17 Alliant 50.00$ 2/13/17 Abbi Baumgartner 877-1653 replace gas service 4/13/17 1


11 Summit Ave 1009 1/8/17 Sto Util 125.00$ 6/16/17 Kent Thompson 877-7430 sink hole along service 1/8/17 1


12 Peterson Dr 1001 2/13/17 Alliant 50.00$ 2/13/17 Abbi Baumgartner 877-1653 install new gas service 2/24/17 1


13 Washington St, W 409 2/16/17 Peckham 50.00$ 2/16/17 Donovan Peckham 206-6888 repair sewer 3/16/17 1


14 Jefferson St, E 311 3/3/17 Sto Util 125.00$ 6/16/17 Kent Thompson 877-7430 water leak 3/3/17 1


15 Peterson Dr 1101 3/20/17 Alliant 50.00$ 3/22/17 Abbi Baumgartner 877-1653 install new gas service 3/24/17 1


16 Division St, S 209 3/20/17 Charter 50.00$ 3/29/17 Dave Moldenhauer 873-7538 directional bore 5/1/17


17 Morris St, N 400 3/27/17 Homburg Cont 175.00$ 3/22/17 Homburg 244-3554 sanitary sewer connection 4/14/17 1


18 Fourth St, S 205 3/27/17 Haugen Exc 50.00$ 3/27/17 Ken Haugen 205-0238 repair sewer lateral 3/29/17 1


19 Page St 111 4/10/17 A T & T 50.00$ 6/16/17 Carol Anason 252-2385 exposing AT&T conduit pkg to mark 4/10/17 1


20 Prospect St , W 332 3/31/17 TS Contracting 125.00$ 4/3/17 Tim Schwersinske 308-3949 sewer repair 3/31/17 5


21 Harrison St 4/24/17 Alliant 175.00$ 6/16/17 Josh Lobenstein replacing old gas main 5/24/17 1


22 Peterson Dr 1009 4/10/17 Alliant 50.00$ 4/7/17 Ivy Jacus 877-1642 install gas service 4/30/17


23 Nygaard St 1300 4/19/17 Prairie Plumbing 175.00$ 4/13/17 Bruce Fuchs 608-643-8531 new water lateral 4/20/17


24 Prospect St, E 143 4/17/17 Alliant Abbi Baumgartner 877-1653 replace natural gas service 6/30/17


25 Prospect St, E 151 4/17/17 Alliant Abbi Baumgartner 877-1653 replace natural gas service 6/30/17


26 Prospect St, E 203 4/17/17 Alliant Abbi Baumgartner 877-1653 replace natural gas service 6/30/17


27 Prospect St, E 211 4/17/17 Alliant Abbi Baumgartner 877-1653 replace natural gas service 6/30/17


28 Prospect St, E 4/17/17 Alliant Abbi Baumgartner 877-1653 replace natural gas service 6/30/17


29 Nygaard St 1300 4/24/17 Alliant 50.00$ 5/8/17 Nicholas Dachniwsky 877-1653 installation of gas lateral 5/12/17


30 Korgen Dr 2025 4/24/17 Alliant 50.00$ 4/24/17 Abbi Baumgartner 877-1653 install natural gas service 5/26/17


31 Prospect St, E 103 4/27/17 A T & T Brian Scholz 282-6899 place anchor & attach down guy 6/15/17


1=OK, 2=Sawcut, 3=Terrace, 4=Other, 5=Not Completed







2017 Street Opening Permits


# Street Name Block
Date


Opened By Amt Paid
Date Paid


Contact Phone
Reason For Opening


Date


Closed


Statu


s #


32 Markens Gate Rd 2016 4/28/17 Alliant 50.00$ 4/28/17 Abbi Baumgartner 877-1653 install natural gas service 5/12/17


33 Peterson Dr 1025 5/5/17 Alliant 50.00$ 4/28/17 Abbi Baumgartner 877-1653 install natural gas service 6/9/17


34 Jackson St 1070 5/3/17 Sto Util Kent Thompson 877-7430 expose valve box


35 Hoel Ave 1025 5/8/17 Alliant 50.00$ 5/4/17 Abbi Baumgartner 877-1653 install natural gas service 5/31/17


36 Hoel Ave 1101 5/8/17 Alliant 50.00$ 5/22/17 Abbi Baumgartner 877-1653 install natural gas service 5/31/17


37 East St 1000 5/15/17 A T & T Dan Pete 282-6899 place AT& T fiber optic cable 8/15/17


38 Vernon St 1601-1649 5/22/17 Intercon 50.00$ 5/18/17 Fred Runden 845-1143 install gas main & service 6/30/17


39 Morris St, N 400 5/31/17 A T & T Brian Scholz 282-6899 place anchor & attach down guy 7/31/17


40 Peterson Dr 1117 6/9/17 Alliant 50.00$ 7/3/17 Abbi Baumgartner 877-1653 install natural gas service 6/30/17


41 Stone Crest Rd 2317 6/13/17 Alliant 50.00$ 6/7/17 Abbi Baumgartner 877-1653 install natural gas service 7/17/17


42 Seventh St, S 308 6/14/17 So Cen Cont 50.00$ 6/14/17 So Central Cont 835-6800 repair water service 6/14/17


43 Hoel Ave 908 6/26/17 Alliant 50.00$ 6/22/17 ? 877-1642 new gas service 7/26/17


44 Madison St, N 119 6/21/17 HJ Pertzborn 50.00$ 6/29/17 Otto Muehlenberg 256-3900 replace water service 6/21/17


45 Hilldale Cir 2217 7/5/17 Alliant 50.00$ 7/26/17 Abbi Baumgartner 877-1653 install natural gas service 7/26/17


46 West St 100 6/27/17 Sto Util Kent Thompson 877-7430 repair water main break 6/27/17


47 Main St, W 816 6/23/17 Alliant Abbi Baumgartner 877-1653 natural gas leak repair 6/23/17


48 Harrison St 208 6/30/17 G Fox & Son 125.00$ 7/5/17 877-7430 lateral replacement 6/30/17


49 Madison St, S 608 7/1/17 G Fox & Son 125.00$ 7/5/17 877-7430 lateral replacement 7/1/17


50 Johnson St 135 7/5/17 G Fox & Son 125.00$ 7/5/17 877-7430 manhole replacement 7/5/17


51 Van Buren St, N CANCELLED 118 7/10/17 Charter 125.00$ 7/10/17 Jen Korczak 815-363-7598 directional bore for placing conduit


52 South St, W 709 7/5/17 HJ Pertzborn 50.00$ 7/17/17 Jesse Pertzborn 256-3900 water ervice leak repair 7/5/17


53 Franklin St, N 117 7/18/17 Robert Tarrant 50.00$ 7/18/17 Robert Tarrant 213-3993 repair water service 7/19/17


54 Progress Way 1521 7/20/17 Charter 50.00$ 7/19/17 Cable Contractors 373-7538 bore and run cable 8/15/17


55 Williams Dr 1600 7/31/17 A T & T Brian Scholz 282-6899


place 2-HH's on both sides of


Williams Dr to place fiber by


directional bore 10/31/17








2017 June Yard Waste Report


July


Day of Week Users


Tues. 359
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Sat. 802


Total: 1536
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Draft language to replace Section 10-2 of the City Code (relating to “Construction
Standards.)”


(d) Terrace Trees.


(1) Purpose. The purpose of this Section is to provide for the planting of terrace trees
in connection with the construction of new buildings on previously undeveloped
lots or parcels. The City now requires terrace trees as a condition of approving
land divisions under Chapter 66 of this Code. However, there are some
undeveloped lots or parcels in the City that were created without a terrace tree
requirement. This Section is intended to provide for terrace trees serving those lots
and parcels.


(2) Applicability. This Section applies to all applicants for a permit to construct a
building of any kind, excluded accessory structures, on a previously undeveloped
lot or parcel, where the lot or parcel does not have terrace trees conforming to the
requirements of this section at the time of application.


(3) Definitions.


a. “Small Tree” means a tree that will grow to 30 feet or less at maturity.
b. “Medium Tree” means a tree that will grow to between 30 feet and 70


feet at maturity.
c. “Large Tree” means a tree that will grow to more than 70 feet at maturity.


(4) Terrace Tree Requirements. Any person applying for a permit to construct a
building on a previously undeveloped lot or parcel shall be required to provide for
the planting of terrace trees in accordance with the requirements of this Section.


(5) Number of Trees. The required number and size of trees for a lot or parcel shall be
the largest number and largest size feasible as determined by the Public Works
Director or their designee and applying the following guidelines:


a. Spacing requirements:
i. Small Trees – 30 feet.


ii. Medium Trees – 40 feet.
iii. Large Trees – 50 feet.


b. Terrace width:
i. 4 feet to 6 feet – Small Tree


ii. 6 feet to 8 feet – Medium Tree
iii. 8 or more feet – Large Tree
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In determining the required number and size of trees, the Public Works Director or
their designee may also consider power lines, existing trees, retaining walls, and
other features relating to the feasibility of planting trees within the terrace


(6) Tree Planting Cost and Specifications.


a. Except as expressly provided otherwise in this Section, all terrace trees
required by this Section shall be planted by the City. The applicant shall
pay a fee to the City for the number of required trees, in the amount per
tree to be established annually by the Public Works Director based on the
estimated, actual cost to purchase and plant trees during the applicable
calendar year.


b. In those cases where the Public Works Director or their designee
determines that there is insufficient, suitable terrace area to plant all
required terrace trees, the Public Works Director may, with the consent
of the property owner, authorize planting of such terrace trees on the
applicable private lot or parcel and within 10 feet from the public right-
of-way. If such trees will not be planted on the private lot or parcel, they
shall be planted at another location approved by the Public Works
Director or their designee within the City’s urban forest.


c. Where the applicant’s construction project requires approval of a
landscaping plan by the City Plan Commission, the applicant may elect
to provide for the planting of their own trees, subject to the requirements
of this Section. The applicant’s landscaping plan shall provide for the
planting of not less than the number of terrace trees required by this
Section. The terrace tree components of the landscaping plan shall be
approved by the Public Works Director or their designee. All trees shall
be planted in compliance with the City of Stoughton Tree Planting
Specifications available from the Public Works Director. The applicant
shall provide a deposit to the City Finance Director in an amount equal to
the estimated cost of purchasing and planting such trees as established by
the Public Works Director. If the applicant fails to plant the terrace trees
required by the approved landscaping plan, and in accordance with the
City’s Tree Planting Specifications, the City may apply the deposit to
remedy any defects or plant new trees. If the applicant plants the terrace
trees required by the approved landscaping plan in accordance with the
City’s Tree Planting Specifications, the deposit shall be returned to the
applicant.
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Public Works Committee
Tuesday July 18, 2017 @ 4:30 PM
Mayor’s Office, 381 E Main St


Members Present: Alderpersons Pat O’Connor, Sid Boersma, and Michael Engelberger


Absent/Excused: Greg Jenson


Staff: Director of Public Works Brett Hebert and Vickie Erdahl


Guests:


Call to Order: O’Connor called the meeting to order


1) Communications: Hebert reported:


 That there was significant damage at Mandt Park after the fair departed from their equipment.
2” of rain that fell during the night so there was large ruts over the entire park. The ball
diamond is unplayable for the rest of the season and games have been rescheduled to other
fields. Hebert met with the Fair Board to discuss repairs and stated that the Street Dept. will
work with them. The Coffee Break event is coming up in August and Hebert is working with
Tricia Suess to rearrange the set up as the grounds will not be fully repaired at that point.


 Hebert also met with the DNR, Dunkirk and Dane County regarding the water levels in the river
here and downstream. All parties involved are within their required permit levels. There has
been some flooding on properties along Dunkirk Ave which is controlled by Dunkirk. The DNR
stated that nothing more can be done.


 The Tree Commission has three new members, Mike Point, Mitch Bergeson and Nicholas
Yuknis.


 An offer has gone out to a gentleman for the City Forester position so Hebert is working with
Human Resources.


 A tree that was removed @ 708 Roby Rd details were discussed because the Tree Comm. had
made a motion and then it was discussed and reconsidered two months later.


 Engelberger stated that there was an area (wet spot) in Mandt Park that had standing water
and before the fair the fair board put in a new manhole cover but now the water was back.
Hebert stated that there is a spring there and the water needs to be drained, which will be
expensive project. THIS ITEM WAS PLACED ON AUGUST’S AGENDA


2) Reports: Erdahl stated there has been an average amount of street openings for this time of
the year and that nearly 875 permits have been sold since the opening of the site which is
above the previous years’ sales.


Old Business:


3) Public Works Facility Update: Hebert stated that good progress is being made and that the
PW Dept is currently going over the floor plans and make changes which should be a cost
savings for the City. Angus Young is pursuing grants and there is talk that some space in the
building could be shared with other departments.


The house @ 2431 Hwy A is still moving forward with the process and homeowners still
working with the lawyers. Hebert was thinking of offering the houses to the Fire Department
for a controlled burn training and also recycling some products in the house.







4) Discussion and Recommendation Regarding Options for the Youth Center Pedestrian
Crossing Location: Hebert presented four options A) West of train tracks, B) Sixth / Main,(by
car dealership) C) Seventh St and D) Fifth / Main St.(at this time students are cutting through
on private property)


Committee discussion: option A is dangerous for traffic even if the arms are installed at the
railroad tracks, option B the truncated domes are already in place and a lighted crosswalk
could be installed, however, the property owner would need to repair a fence, option C is near
a bar and in order to put in a crosswalk parking stalls would need to be removed and option D
is to deter foot traffic to Fifth St from River Bluff which has a lighted crosswalk in place on Fifth
St @ City Hall, including signage (No Trespassing) for the private property involved and work
with the School District and Police to provide public education.


Engelberger suggested doing both Option B (with painting only) & D also including having the
owner repair the fence.


Motion by Boersma, seconded by Engelberger to implement Options B (paint no
lighting) & D. Motion carried 3-0.


Hebert will talk with the business regarding the fence.


New Business:


5) Approve June 20, 2017 Meeting Minutes: Motion by Boersma, seconded by
Engelberger to approve the minutes. Motion carried 3-0.


6) Discussion and Recommendation to the CIP Committee to Approve the Ordering of
2018 Equipment Using Available Funds from the 2017-2018 Capital Borrowing Plan:
Hebert presented a chart with the equipment and the comparable costs / savings per piece of
equipment. These items are already approved in the budget.


Motion by Boersma, seconded by O’Connor to recommend to order equipment early.
Motion carried 3-0.


10) Future Agenda Items: PW Facility Update , Urban Forestery Concerns, Ordinance 10-2
(Terrace Trees), Mandt Park – water issue


Moved by Engelberger, seconded by Boersma to adjourn the meeting at 5:40 pm.
Motion carried 3-0. Respectfully submitted by Vickie Erdahl Administrative Assistant –
7/19/17








Mandt Park Drainage Issues


Temporary Fix – City crews have filled in some of the low areas and have done some grading to reduce the amount of


ponding that is occurring. This work should be done by the end of August (weather depending).


Permanent Fix – Determine ownership of the storm inlet seen in orange on the map. This pipe need to be replaced and


the casting needs to be lowered to receive the storm water that pools in this area. This would be a CIP item and would


need to be permitted through the DNR as the pipe discharges to the Yahara. I would also propose blacktopping the


gravel area that is prone to ponding. We are in the process of getting prices to perform these tasks.
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ARTICLE VI. - LANDSCAPING AND BUFFERYARD REGULATIONS  


 


Sec. 78-601. - Purpose.  


The purpose of this article is to indicate the minimum requirements for the landscaping of 
foundations, developed lots, street frontages, paved areas, permanently protected green space areas, 
reforestation areas, and bufferyards.  


(Ord. No. 0-6-09, 6-23-2009)  


Sec. 78-602. - How to use this article.  


(1) This article contains the standards which govern the amount, size, type, installation and maintenance 
of required landscaping. This article recognizes the important and diverse benefits which 
landscaping provides in terms of protecting the health, safety, and general welfare of the community, 
and implementing the comprehensive plan.  


(2) Each section of this article is oriented to a specific category of required landscaping. The 
landscaping requirements described in this article of the chapter are cumulative in nature and are 
required for all development, except single-family residential and agricultural uses, in the following 
locations: around building foundations, in developed lots, along street frontages, in or around paved 
areas, in permanently protected green space areas, in reforestation areas, and in bufferyards. 
Descriptions of these areas and their associated landscape requirements are included in 
Landscaping requirements for regular development (building foundation, developed lots, street 
frontages, paved areas) (section 78-604); Landscaping requirements for permanently protected 
green space areas (section 78-608); Landscaping requirements for reforestation (section 78-609); 
and Landscaping requirements for bufferyards (section 78-610).  


(3) In each instance, a "landscaping point" concept is used to provide a maximum amount of flexibility in 
terms of the selection of plant materials. Section 78-603 presents sample landscape point 
combination alternatives used by this chapter. At the end of this chapter (and in more detail in the 
Appendix on pages A-3 through A-28), Section 78-611 provides a listing of plant species fitting into 
the "climax tree", "tall deciduous tree", "medium deciduous tree", "low deciduous tree", "tall 
evergreen tree", "medium evergreen tree", "low evergreen tree", "tall deciduous shrub", "medium 
deciduous shrub", "low deciduous shrub", "medium evergreen shrub", "low evergreen shrub", and 
"non-contributory plants" used by this chapter. Section 78-612 provides requirements for the 
installation and maintenance of required landscaping, and section 78-613 describes the procedure 
for calculating landscaping requirements for this section.  


(Ord. No. 0-6-09, 6-23-2009)  


Sec. 78-603. - Landscaping points, measurements and sample landscaping layouts.  


(1) All landscaping requirements are stated in terms of the number of landscaping points required. The 
required number of landscaping points is dependent upon the type of land use, the zoning district, 
and the size of the development. A different number of points is awarded for each plant, depending 
upon its typical growth rate, its mature height, and whether it is a deciduous or evergreen species. A 
minimum installation size is required for each of these plant categories. These requirements are as 
follows:  


Table 78-603: Landscaping Points and Minimum Installation Sizes  
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Plant Category  Landscaping Points Per Plant  Minimum Permitted Installation Size  


Climax Tree  75  2" Caliper  


Tall Deciduous Tree  30  1 1/2" Caliper  


Medium Deciduous Tree  15  6' Tall  


Low Deciduous Tree  10  4' Tall  


Tall Evergreen Tree  40  5' Tall  


Medium Evergreen Tree  20  4' Tall  


Low Evergreen Tree  12  3' Tall  


Tall Deciduous Shrub  5  36" Tall  


Medium Deciduous Shrub  3  24" Tall  


Low Deciduous Shrub  1  18" Tall  


Medium Evergreen Shrub  5  18" Tall/Wide  


Low Evergreen Shrub  3  12" Tall/Wide  


Non-contributory Plants  0  N/A  


Source: A Guide to Selecting Landscape Plants for Wisconsin, E. R. Hasselkus, UW-Extension Publication: 


A2865  


  


(2) Landscaping points, measurements and sample landscaping layouts. Depiction of sample 
landscaping schemes, shown on the following pages, depicts sample landscaping schemes that may 
be used for building foundations, developed lots, street frontages, paved areas, reforestation, and 
bufferyards. In general, landscaping schemes similar to Alternative A are best for building 
foundations, landscaping schemes similar to Alternative B are best for developed lots, landscaping 
schemes similar to Alternative C are best for street frontages, landscaping schemes similar to 
Alternative D are best for paved areas (including parking lots, walkways and plazas), landscaping 
schemes similar to Alternative E are best for reforestation, and landscaping schemes similar to 
Alternative F are best for bufferyards. A detailed listing of which plant species fit each plant type is 
provided in appendix B.  







 


  Page 3 


 


Alternative A  


 


Alternative B 
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Alternative C 


 


Alternative D  
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Alternative E  
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Alternative F 


(3) Measurement for landscaping requirements: A minimum amount of landscaping points, based upon 
the zoning district, is required for:  


(a) The linear feet building foundations.  


(b) The gross floor area of buildings on developed lots.  


(c) The linear feet of street frontage, and.  


(d) The total combined area of paved areas.  


The following diagram illustrates the measurement techniques used to determine these 
requirements:  
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Landscaping Calculation Equations for this Example:  


Paved area = (P1 × P2) + (P3 × P4) + (P5 × P6) + (P7 × P8) + (P9 × P10)  


Street frontage = S1 + S2  


Building perimeter = F1 + F2 + F3 + F4 + F5 + F6 + F7 + F8  


Building floor area = (B1 × B2) + (B3 × B4) + (B5 × B6)  


(Ord. No. 0-6-09, 6-23-2009; Memo. of 3-22-2010; Ord. No. 0-10-2012, § 1, 6-12-2012)  


Sec. 78-604. - Landscaping requirements for regular development.  


Landscaping is not required for single-family (subsection 78-206(1)), or Agricultural (subsection 78-
206(2)) land uses).  


(1) Building foundations. As indicated in Table 78-604, certain buildings or building additions 
constructed after the effective date of this chapter are required to be accented by a minimum 
amount of landscaping placed near the building foundation.  
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(a) Foundation landscaping shall be placed so that at maturity, the plant's drip line is located 
within ten feet of the building foundation. Such landscaping shall not be located in those 
areas required for landscaping as street frontages, paved areas, protected green space 
areas, reforestation areas, or bufferyards. Foundation landscaping shall be installed and 
permanently maintained in conformity with the requirements of section 78-612.  


(b) For each 100 feet of building foundation perimeter, the landscaping installed shall at a 
minimum meet the number of landscaping points specified in Table 78-604. The actual 
number of points required for such landscaping shall be computed on a prorated basis, and 
installed and permanently maintained per the requirements of section 78-612.  


(c) Climax trees and tall trees shall not be used to meet the foundation landscaping 
requirement. The intent of this section is to require a visual break in the mass of buildings 
and to require a visual screen of a minimum of six feet in height for all exterior perimeter 
appurtenances (such as HVAC/utility boxes, standpipes, stormwater discharge pipes and 
other pipes).  


(d) If the officially approved site plan depicts a future building extension, the foundation 
landscaping requirement shall be calculated by measuring the length of the total perimeter. 
However, foundation plantings need only be installed based on the landscape points 
calculated from the portions of the building perimeter that will not be affected by building 
extension. If this results in a point requirement not met by the initial planting, then the 
requirement shall be met within five years after the issuance of the building permit, or 
within such larger time period as established in writing by the plan commission.  


(2) Street frontages. As indicated in Table 78-604, street frontages on certain lots developed after 
the effective date of this chapter contain a minimum amount of landscaping in those areas 
abutting the right-of-way of a public street.  


(a) All landscaping used to meet street frontage requirements shall be located within ten feet 
of the public right-of-way. Under no circumstances shall such landscaping be located within 
a public right-of-way. Landscaping shall not impede vehicle or pedestrian visibility, and 
shall be installed and permanently maintained in conformity with the requirements of 
section 78-612.  


(b) For every 100 linear feet of street frontage of a developed lot abutting a public street right-
of-way, the landscape installed shall at a minimum meet the number of landscaping points 
specified in Table 78.604. The actual number of points required for such landscaping shall 
be computed on a prorated basis, and installed and maintained per the requirements of 
section 78-612.  


(c) Shrubs shall not be used to meet street frontage landscaping requirements. A minimum of 
50 percent of all points shall be devoted to climax or tall trees, or a combination of such 
trees, and a minimum of 30 percent of all points shall be devoted to medium trees.  


(3) Paved areas. As indicated in Table 78-604, paved areas on certain lots developed after the 
effective date of this chapter must contain a minimum amount of landscaping within, or within 
ten feet of, the paved area. The intent is to require a continuous visual screen of parking areas 
from public rights-of-way at a minimum height of 40 inches.  


(a) A minimum of 360 square feet of landscaped area, which shall be located within ten feet of 
the paved area, is required for the placement of every 100 paved area landscaping points. 
Said area does not have to be provided in one contiguous area. Sample configurations are 
depicted in section 78-603, above. Plants used to fulfill this requirement shall visually 
screen parking, loading and circulation areas from view from public streets. Paved area 
landscaping shall be installed and permanently maintained in conformity with the 
requirements of section 78-612.  


(b) For every 20 off-street parking stalls or 10,000 square feet of pavement (whichever yields 
the greater landscaping requirement) located in a development, the landscaping installed 
shall at a minimum meet the number of landscaping points specified in Table 78-604. The 
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actual number of points required for such landscaping shall be computed on a prorated 
basis, and installed and maintained per the requirements of section 78-612.  


(c) A minimum of 30 percent of all points shall be devoted to climax or tall trees, or a 
combination of such trees, and a minimum of 40 percent of all points shall be devoted to 
shrubs.  


(d) Parking lot design shall employ interior landscaped islands with a minimum of 400 square 
feet at all parking aisle ends, and in addition shall provide a minimum of one landscaped 
island of a minimum of 400 square feet in each parking aisle for every 20 cars in that aisle. 
Aisle-end islands shall count toward meeting this requirement. Landscaped medians shall 
be used to break large parking areas into distinct pods, with a maximum of 100 spaces in 
any one pod.  


(4) Developed lots. As indicated in Table 78-604, lots developed after the effective date of this 
chapter must contain a minimum amount of landscaping.  


(a) Landscaping required by this section is most effective if located away from those areas 
required for landscaping such as building foundations, street frontages, paved areas, 
protected green space areas, reforestation areas, and bufferyards. See subsection 78-
603(2) for a suggested landscaping scheme.  


(b) The number of landscaping points specified in Table 78-604 shall be provided on a 
prorated basis for every 1,000 square feet of gross floor area, and installed and maintained 
per the requirements of section 78-612.  


(c) The intent of this section is to provide yard shade and to require a visual screen of a 
minimum of six feet in height for all detached exterior appurtenances (such as HVAC, utility 
boxes, standpipes, stormwater discharge pipes and other pipes.)  


Table 78-604: Landscaping Requirements for Regular Development  


Note: Landscaping is not 


required for single-family 


(78-206(1)), or Agricultural 


(78-206(2)) land uses)  


Components  


Building 


Foundation  


Street 


Frontages  
Paved Areas  Developed Lots  


Types of Landscaping  


Climax trees and 


tall trees shall not 


be used to meet 


this requirement  


Shrubs not 


allowed; A min. 


of 50% of points 


devoted to 


climax/tall trees 


and 30% to 


med. Trees  


A min. of 30% 


of points 


devoted to 


climax/tall 


trees and 40% 


to shrubs  


All plant categories 


can be used to meet 


requirements  


Placement of Landscaping  


Located so that at 


maturity the 


plant's drip line is 


located within 10' 


of building 


Located within 


10' of the public 


right-of-way  


Within paved 


area or within 


10' of the 


paved area  


Located away from 


areas that meet 


other landscaping 


requirements (i.e., 


building foundation, 


street frontage, 
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foundation  paved areas)  


Calculation of Landscaping 


Points  


Points per 100' of 


building 


foundation  


Points per 100 


linear feet of 


street frontage  


Greater of: 


points per 20 


parking stalls 


or 10,000 sq. 


ft. of parking 


area  


Points per 1,000 sq. 


ft. of building 


footprint  


Zoning 


Districts  


Rural Holding 


(RH)  
20  20  40  10  


Exurban 


Residential (ER-1)  
40  40  80  20  


Single-family 


Residential-3 (SR-


3)  


40  40  80  20  


Single-family 


Residential-4 (SR-


4)  


40  40  80  20  


Single-family 


Residential-5 (SR-


5)  


40  40  80  20  


Single-family 


Residential (SR-6)  
40  40  80  20  


Two-family 


Residential-6 (TR-


6)  


45  45  90  20  


Multi-family 


Residential-10 


(MR-10)  


50  50  95  20  


Multi-family 


Residential-24 
60  60  100  25  
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(MR-24)  


Neighborhood 


Office (NO)  
45  45  80  20  


Planned 


Office(PO)  
40  40  60  15  


Neighborhood 


Business (NB)  
40  40  80  15  


Planned Business 


(PB)  
40  40  60  10  


Central Business 


(CB)  
0  0  20  0  


Planned Industrial 


(PI)  
40  40  60  10  


General Industrial 


(GI)  
20  20  40  5  


Heavy Industrial 


(HI)  
20  20  40  5  


Institutional (I)  40  40  60  15  


  


(Ord. No. 0-6-09, 6-23-2009; Memo. of 3-22-2010; Ord. No. 0-4-2011, § 110, 5-10-2011; Ord. 


No. 0-10-2012, § 2, 6-12-2012)  


Secs. 78-605—78-607. - Reserved.  


Sec. 78-608. - Landscaping requirements for other permanently protected green spaces.  


(1) This section requires that each acre of other permanently protected green space after the effective 
date of this chapter be planted with a minimum amount of landscaping.  


(2) For every one acre of other permanently protected green space in a development, 200 landscaping 
points (as described in section 78-603) shall be provided. In addition, adequate ground cover shall 
be provided to stabilize the soil.  
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(Ord. No. 01-09, § 1, 3-17-2009; Memo. of 3-22-2010)  


Sec. 78-609. - Landscaping requirements for required reforestation.  


(1) This section requires that each area required to be reforested, be reforested and maintained in a 
manner appropriate to site conditions.  


(2) A detailed reforestation plan shall be submitted by the property owner and approved by the city prior 
to clear cutting. This plan shall be reviewed by a reforestation consultant chosen by the city, with 
funding for consulting services provided by the petitioner to the city.  


Rationale : The provisions of this Section are designed to ensure that reforestation efforts required as part 
of woodland disruption mitigation standards result in the thorough and reasonably rapid replacement of 
the important and varied environmental functions which woodlands provide.  


(Ord. No. 0-6-09, 6-23-2009)  


Sec. 78-610. - Landscaping requirements for bufferyards.  


(1) Purpose: This section provides the landscaping and width requirements for bufferyards on lots 
developed after the effective date of this chapter. A bufferyard is a combination of distance and a 
visual buffer or barrier. It includes an area, together with the combination of plantings, berms and 
fencing, that are required to eliminate or reduce existing or potential nuisances. These nuisances 
can often occur between adjacent zoning districts. Such nuisances are dirt, litter, noise, glare of 
lights, signs, and incompatible land uses, buildings or parking areas.  


Rationale : One of zoning's most important functions is the separation of land uses into districts which 
have similar character and contain compatible uses. The location of districts is supposed to provide 
protection, but in the City of Stoughton, this is not the case since zoning districts permitting uses as 
diverse as single-family residential and industrial uses were located next to one another long before the 
effective date of this chapter. Bufferyards will operate to minimize the negative impact of any future use 
on neighboring uses.  


(2) Required locations for bufferyards: Bufferyards shall be located along (and within) the outer 
perimeter of a lot wherever two different zoning districts abut one another. Bufferyards shall not be 
required in front yards.  


(3) Determination of required bufferyard: The determination of bufferyard requirements is a two-staged 
process. First, the required level of bufferyard opacity is determined using Table 78-610(4)(a). 
Opacity is a quantitatively-derived measure which indicates the degree to which a particular 
bufferyard screens the adjoining property. The required level of opacity indicated by Table 78-
610(4)(a) is directly related to the degree to which the potential character of development differs 
between different zoning districts. The provisions of this section indicate the minimum requirements 
for bufferyards located along zoning district boundaries.  


(4) Identification of required level of opacity: Table 78-610(4)(a) shall be used to determine the minimum 
level of opacity for the required bufferyard. The required level of opacity is determined by the value 
given in the cell of the table at which the column heading along the top row of the table (representing 
the subject property's zoning district) intersects with the row heading along the left hand side of the 
table (representing the adjacent property's zoning district). The value listed is the required level of 
opacity for the bufferyard on the subject property.  


(5) Identification of detailed bufferyard requirements:  


(a) If a proposed use adjoins a parcel for which a bufferyard is required by the presence of a zoning 
district boundary, that use shall provide a bufferyard with the level of the opacity indicated in 
Table 78-610(4)(a).  
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(b) For each level of opacity listed in Table 78-610(4)(a), a wide variety of width, landscaping point, 
berm, and structure combinations are possible. These are listed in Table 78-610(4)(b). The 
requirements listed in Table 78-610(4)(b) pertain to the number of landscaping points, the 
minimum bufferyard width, and the type of berm or fencing required within every 100 feet of 
required bufferyard. A variety of landscaping point options are available and may be mixed 
within distinct portions of the same bufferyard. Section 78-603 describes the various available 
landscaping point alternatives. Section 78-611 provides a listing of tree and shrub species 
which correspond to the landscaping point descriptions.  


(6) Tables for required bufferyards: See following pages for Tables 78-610(4)(a) and (b).  


(a) Notes for Table 78-610(4)(a). For properties zoned in the rural holding district (RH), refer to 
the comprehensive plan's land use map to determine the proposed zoning district for said 
property. Bufferyard requirements shall be taken from this proposal.  


Table 78-610(4)(a): Required Bufferyard Opacity Values  


Adjacent 


Property's  


Zoning 


District 


↓ 


↓ 


RH  
ER-


1  


SR-


3  


SR-


4  


SR-


5  


SR-


6  


TR-


6  


MR-


10  


MR-


24  
NO  PO  PB  NB  CB  PI  GI  HI  I  


RH  


    
*  *  *  *  *  *  *  *  *  *  *  *  *  *  *  *  *  


ER-1  


    
0  0  0  0  0  0.1  0.2  0.2  0.2  0.2  0.2  0.2  0.4  0.5  1.0  0.4  


SR-3  


    
0  0  0  0  0.1  0.2  0.2  0.2  0.2  0.2  0.2  0.4  0.5  1.0  0.4  


SR-4  


    
0  0  0  0.1  0.2  0.2  0.2  0.2  0.2  0.2  0.4  0.5  1.0  0.4  


SR-5  


    
0  0  0.1  0.2  0.2  0.2  0.2  0.2  0.2  0.4  0.5  1.0  0.4  


SR-6  


    
0  0.1  0.2  0.2  0.2  0.2  0.2  0.2  0.4  0.5  1.0  0.4  


TR-6  


    
0.1  0.2  0.2  0.2  0.2  0.2  0.2  0.3  0.4  1.0  0.3  
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MR-10  


    
0.2  0.1  0.1  0.2  0.2  0.2  0.2  0.3  0.1  0.2  


MR-24  


    
0.1  0.1  0.2  0.2  0.2  0.2  0.3  0.1  0.2  


NO  


    
0.1  0.2  0.2  0.2  0.2  0.3  0.6  0.1  


PO  


    
0.1  0.1  0.1  0.1  0.2  0.6  0.1  


PB  


    
0.1  0.1  0.1  0.2  0.6  0.1  


NB  


    
0.1  0.1  0.1  0.6  0.1  


CB  


    
0.2  0.1  0.6  0.3  


PI  


    
0.2  0.6  0.1  


GI  


    
0.5  0.2  


HI  


    
0.6  


I  


    


  


Table 78-610(4)(b) Detailed Bufferyard Requirements  


Opacity  # Landscaping Points/100 feet  Width  Required Structure  
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0.05  


00  10'+  Minimum 44' picket fence*  


00  10'+  Minimum 4' wood rail fence*  


40  10'  —  


36  15'  —  


33  20'  —  


31  25'  —  


29  30'  —  


0.10  


00  10'+  Minimum 44" picket fence*  


38  10'+  Minimum 4' wood rail fence*  


91  10'  —  


80  15'  —  


73  20'  —  


68  25'  —  


65  30'  —  


62  35'+  —  


00  35'+  Minimum 4' berm  


0.20  


00  10'+  Minimum 6' solid fence*  


84  10'+  Minimum 44" picket fence*  


133  15'+  Minimum 4' wood rail fence*  


198  15'  —  
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173  20'  —  


158  25'  —  


149  30'  —  


140  35'  —  


10  35'+  Minimum 4' berm  


135  40"+  —  


00  40'+  Minimum 5' berm  


0.30  


00  10'+  Minimum 6' solid fence*  


198  15'+  Minimum 44" picket fence*  


320  20'  —  


240  20'+  Minimum 4' wood rail fence*  


276  25'  —  


252  30'  —  


235  35'  —  


104  35'+  Minimum 4' berm  


223  40'  —  


44  40'+  Minimum 5' berm  


215  45'  —  


209  50'+  —  


00  50'+  Minimum 6' berm  
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0.40  


53  10'+  Minimum 6' solid fence*  


330  20'+  Minimum 44" picket fence*  


440  25'  —  


362  25'+  Minimum 4' wood rail fence*  


385  30'  —  


349  35'  —  


208  35'+  Minimum 4' berm  


327  40'  —  


148  40'+  Minimum 5' berm  


310  45'  —  


299  50'+  —  


56  50'+  Minimum 6' berm  


0.50  


135  15'+  Minimum 6' solid fence*  


564  30'  —  


405  30'+  Minimum 44" picket fence*  


492  30'+  Minimum 4' wood rail fence*  


499  35'  —  


319  35'+  Minimum 4' berm  


454  40'  —  


261  40'+  Minimum 5' berm  
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422  45'  —  


405  50'  —  


160  50'+  Minimum 6' berm  


388  55'  —  


374  60'+  —  


0.60  


221  20'+  Minimum 6' solid fence*  


433  35'+  Minimum 4' berm  


541  35'+  Minimum 44" picket fence*  


630  35'+  Minimum 4' wood rail fence*  


626  40'  —  


379  40'+  Minimum 5' berm  


570  45'  —  


525  50'  —  


270  50'+  Minimum 6' berm  


500  55'  —  


480  60'+  —  


  


Opacity  # Landscaping Points/100 feet  Width  Required Structure  


0.80  


415  30'+  Minimum 6' solid fence*  


655  40'+  Minimum 4' berm  
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627  45'+  Minimum 5' berm  


873  45'+  Minimum 44" picket fence*  


910  50'  —  


505  50'+  Minimum 6' berm  


809  50'+  Minimum 4' wood rail fence*  


804  55'  —  


744  60'  —  


710  65'  —  


677  70'+  —  


1.00  


636  40'+  Minimum 6 foot solid fence  


732  50'+  Minimum 6 foot berm  


751  50'+  Minimum 5 foot berm  


867  55'+  Minimum 4 foot berm  


1091  60'+  Minimum 44 inch picket fence*  


1136  60'+  Minimum 4 foot wood rail fence  


1083  65'  N/A  


994  70'  N/A  


934  75'  N/A  


892  80'+  N/A  
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*Fences contributing to landscaping requirements are not permitted along street frontages for 
nonresidential uses. Where used in combination with plant materials to meet bufferyard 
requirements, a minimum of 50% of all plant materials shall be located on the exterior side (the side 
away from the center of the subject property) of the fence. A building wall which does not contain 
doors (except those used for emergency exit) may be used to satisfy the required fence portions of 
the bufferyard requirements.  


NOTE: Opacity standards provided courtesy of Lane Kendig, Inc.  


(Ord. No. 0-6-09, 6-23-2009; Ord. No. 0-4-2011, §§ 104, 116, 124, 5-10-2011; Ord. No. 0-14-


2012, § 1, 9-11-2012; Ord. No. 0-28-2013, § 1, 12-10-2013)  


Sec. 78-611. - Classification of plant species.  


For the purpose of this chapter, plant materials are classified into 13 groupings: "climax tree", "tall 
deciduous tree", "medium deciduous tree", "low deciduous tree", "tall evergreen tree", "medium evergreen 
tree", "low evergreen tree", "tall deciduous shrub", "medium deciduous shrub", "low deciduous shrub", 
"medium evergreen shrub", "low evergreen shrub", and non-contributory plants. Species suitable for 
landscaping use and compatible with Dane County climate and soil factors are listed in Table 78-611, 
below. The zoning administrator shall review proposals for, and the applicability of, species not contained 
in this list and is authorized to approve appropriate similar species. See Appendix B for a very detailed 
listing of plant species and characteristics.  


Table 78-611: Classification of Plants  


Climax Trees  


(75 Landscaping Points)  


Low Deciduous Trees  


(10 Landscaping Points)  


Botanical Name  Common Name  Botanical Name  Common Name  


Acer saccharum  Sugar Maple  Amelanchier sp.  Serviceberry  


Ginkgo biloba  Ginko  Crataegus sp.  
Hawthorn: Cockspur, Downy, 


Washington  


Quercus sp.  Oak: Red, White, Pin  Malus sp.  Crabapple sp.  


Tall Deciduous Trees  


(30 Landscaping Points)  


Tall Evergreen Trees  


(40 Landscaping Points)  


Botanical Name  Common Name  Botanical Name  Common Name  


Acer sp.  Maple: Red, Silver  Abies concolor  White Fir  


Gleditsia 


triancanthos  
Honeylocust  Pinus sp.  Pine: Red, White, Scots  
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Populus 


grandidentata  
Bigtooth Aspen  


Tsuga 


Canadensis  
Canada Hemlock  


Tilia sp  
Linden: Basswood, Littleleaf, 


Redmond    


Medium Deciduous Trees  


(15 Landscaping Points)  


Medium Evergreen Trees  


(20 Landscaping Points)  


Botanical Name  Common Name  Botanical Name  Common Name  


Betula sp.  Birch: River, Paper  
Thuja 


occidentalis  
American Arborvitae  


Prunus sp.  Cherry: Choke, Pin  
  


Salix sp.  Willow  
  


Low Evergreen Trees  


(12 Landscaping Points)  


Low Deciduous Shrubs  


(1 Landscaping Point)  


Botanical Name  Common Name  Botanical Name  Common Name  


Juniperus sp.  Juniper: Mountbatten, Redcedar  
Berberis 


thunbergii  
Japanese Barberry  


Thuja sp.  Arborvitae: Pyramidal, Techny  Spiraea sp.  Spirea: Froebel, Snowmound  


Tall Deciduous Shrubs  


(5 Landscaping Points)  


Tall-Medium Evergreen Shrubs  


(5 Landscaping Points)  


Botanical Name  Common Name  Botanical Name  Common Name  


Cornus sp.  Dogwood: Grey, Pagoda  
Juniperus 


chinensis  
Juniper: Pfitzer  


Syringa sp.  Lilac: Chinese, Hyacinth  Taxus sp.  Yew: Japanese  


Viburnum sp.  
Viburnum: Arrowwood, 


Wayfaringtree, Nannyberry    
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Medium Deciduous Shrubs  


(3 Landscaping Points)  


Low Evergreen Shrubs  


(3 Landscaping Points)  


Botanical Name  Common Name  Botanical Name  Common Name  


Corylus americana  American Filbert, Hazelnut  Juniperus sp.  
Juniper: Sargent, Creeping, 


Andorra  


Cotoneaster sp.  Cotoneaster  
  


Forsynthia sp  Forsythia: Border, Early, Weeping  
  


Rosa sp.  Rose: Virgina, Rugosa  
  


  


(Ord. No. 0-6-09, 6-23-2009; Ord. No. 0-1-2012, § 5, 1-24-2012; Ord. No. 0-10-2012, § 3, 6-12-


2012)  


Sec. 78-612. - Requirements for installation, maintenance and use of landscaped and bufferyard areas.  


(1) Installation.  


(a) Any and all landscaping and bufferyard material required by the provisions of this chapter shall 
be installed on the subject property, in accordance with the approved site plan (see section 78-
908) within 365 days of the issuance of an occupancy permit for any building on the subject 
property, unless a conditional use is approved to allow for greater than 365 days.  


(b) If existing plant material meets the requirements of section 78-603 and will be preserved on the 
subject property following the completion of development, it may be counted as contributing to 
the landscaping requirements.  


(c) All landscaping and bufferyard areas shall be seeded with lawn or native ground cover unless 
such vegetation is already fully established.  


(d) The exact placement of plants and structures shall be depicted on the required detailed 
landscaping plan submitted to the city for its approval. Such plant and structure location shall be 
the decision of each property owner provided the following requirements are met:  


1. Evergreen shrubs shall be planted in clusters to maximize their chance for survival.  


2. Where a combination of plant materials, berming, and fencing is used in a bufferyard, the 
fence and/or berm shall be located toward the interior of the subject property and the plant 
material shall be located toward the exterior of the subject property.  


3. A property owner may establish through a written agreement, recorded with the register of 
deeds office, that an adjacent property owner agrees to provide on the immediately 
adjacent portion of his or her land a partial or full portion of the required bufferyard, thereby 
relieving the developer of the responsibility of providing the entire bufferyard on his 
property.  
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4. Under no circumstance shall landscaping or bufferyard materials be selected or located in 
a manner resulting in the creation of a safety or visibility hazard.  


5. The restrictions on types of plants listed in this article shall apply.  


(2) Maintenance. The continual maintenance of all required landscaping and bufferyard materials shall 
be a requirement of this chapter and shall be the responsibility of the owner of the property on which 
said materials and plants are required. This requirement shall run with the property and shall be 
binding upon all future property owners. Development of any or all property following the effective 
date of this chapter shall constitute an agreement by the property owner to comply with the 
provisions of this section. If the property owner fails to comply with these provisions, the city may 
enter upon the property for the purpose of evaluating and maintaining all required landscaping and 
bufferyard materials, and may specially assess the costs thereof against the property. A property 
owner's failure to comply with this requirement shall also be considered a violation of this chapter, 
and shall be subject to any and all applicable enforcement procedures and penalties.  


(3) Use of required bufferyard and landscaped areas. Any and all required bufferyards or landscaped 
areas may be used for passive recreation activities. Said areas may contain pedestrian, bike or 
equestrian trails provided: no required material is eliminated; the total width of the required 
bufferyard, or the total area of required landscaping, is maintained; and all other regulations of this 
chapter are met. However, in such areas, no swimming pools, tennis courts, sports fields, golf 
courses, or other such similar active recreational uses. No parking and no outdoor display of storage 
of materials shall be permitted. Paving in such areas shall be limited to that required for necessary 
access to, through, or across the subject property.  


(4) Utility easements. Landscaping materials, fences and berms located within a duly recorded utility or 
a pedestrian easement shall not count toward meeting a landscaping requirement, unless authorized 
otherwise by a conditional use permit. However, the width of such areas may be counted as part of a 
landscaping requirement.  


(Ord. No. 0-6-09, 6-23-2009; Ord. No. 0-1-14, § 1, 1-28-2014)  


Sec. 78-613. - Calculating landscaping and bufferyard requirements.  


In calculating the number of required landscaping points under the provisions of this section, all 
areas and distances on which required calculations are based shall be rounded up to the nearest whole 
number of square feet or linear feet. Any partial plant derived from the required calculations of this section 
(for example 23.3 canopy trees) shall be rounded up to the nearest whole plant (24 canopy trees).  


(Ord. No. 0-6-09, 6-23-2009)  


Sec. 78-614. - Depiction on required site plan.  


Any and all proposed landscaping on the subject property, required to meet the standards of this 
chapter, shall be clearly depicted and labeled as to its location and make-up on the site plan required for 
the development of the subject property.  


(Ord. No. 0-6-09, 6-23-2009)  


Secs. 78-615—78-700. - Reserved.  
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Sec. 66-706. - Street designs standards.  


The minimum right-of-way width, roadway width, sidewalk requirements, and parking requirements 
for all proposed public streets shall be as specified in the following Figure 5. If the city's official map or 
components of the city's or metropolitan planning organization's comprehensive plan, transportation plan, 
or bikeways plan, provide for alternative requirements (such as an on-street bicycle lane) the city may 
substitute the alternative requirements for those listed in Figure 5 below. The city may also consider other 
appropriate street design requirements from those shown in Figure 5.  


Figure 5: Minimum Public Street Design Requirements  


Type of Street  
Right-of-way 


width (feet)  


Street width, curb-face 


to curb-face (feet)  


Sidewalks 


Required 1  


On-Street Parking 


Allowed?  


Arterial Street  100  48  Yes, both sides  No  


Collector Street  80  44  Yes, both sides  
Determined on a case-


by-case basis  


Neighborhood 


Connector Street  
66  38  Yes, both sides  Yes, both sides  


Minor Street—2 side 


parking  
60  38  Yes, both sides  Yes, both sides  


Minor Street—1 side 


parking  
60  34  Yes, both sides  Yes, one side 2  


Minor Street—No 


parking  
60  28  Yes, both sides  No  


Cul-de-sac  60  
28 if no parking, 34 if 


one side parking  
Yes, both sides  Yes, one side  


Alley  16  12  No  No  


  


NOTES: 
1 


All sidewalks shall be concrete and five feet in width. 
2 


One sided parking shall be located 
on the south and east sides of the street unless otherwise determined by the city.  


(1) Extension of existing streets (that exceed the above standards) shall be developed to conform 
to the existing street dimension or taper to the dimensions noted in Figure 5, as determined by 
the city.  
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(2) Cross-sections for freeways, expressways, parkways, and boulevard streets shall be based 
upon detailed engineering studies.  


(3) Cul-de-sac streets designated to have one end permanently closed shall not exceed 600 feet in 
length measured from the centerline of the intersecting street to, but not including, the cul-de-
sac turn-around. All cul-de-sac streets designated to have one end permanently closed shall 
terminate in a circular turn-around having a minimum right-of-way radius of 50 feet and a 
minimum outside curb radius of 40 feet. All cul-de-sacs shall be designed to accommodate 
snow storage and removal per the direction of the city.  


(4) Where on-street bike lanes are required, the width of each bike lane shall not be less than five 
feet, not including the gutter section. Such width shall be in addition to the width required by 
Figure 5. Placement of bike lanes shall be in accordance with the AASHTO Guide for the 
Development of Bicycle Facilities.  


(5) Subdividers shall refer to the official map for site-specific standards related to the requirements 
of this section.  


(Ord. No. 0-7-09, 6-23-2009)  





