OFFICIAL NOTICE AND AGENDA

Notice is hereby given that the Public Works Committee of the City of Stoughton, Wisconsin will
hold a regular Public Works Meeting as indicated on the date, time and location given below.

Meeting of the: Public Works Committee of the City of Stoughton

Date /Time: Thursday, June 27, 2019 at 5:00 pm
Location: Police Department Training Room on the Second Floor
Members: Tom Majewski, Sid Boersma, Matt Bartlett, Lisa Reeves, Mayor Tim Swadley

Item # CALL TO ORDER
1. Communications
Item # OLD BUSINESS

Item # NEW BUSINESS

Approve Minutes of the March 21, 2019 Meeting

Election of New Public Works Committee Chair and Vice Chair

Appointment to the Tree Commission

Appointment to the Cemetery Board

Review Jefferson St Pedestrian Bridge Options

Review and Approve Piggybacking off the State Contract for Asphalt Repair and Maintenance
Review and Approve Changes to the Building Use Policy

Discussion and Possible Action to Increase the Standard Minimum Right-of-Way Width
Future Agenda Items

. Adjourn

FOOENOTA®WN

ADJOURNMENT

cc: Council Members, City Leadership Team, City Attorney Matthew P. Dregne,
Library Administrative Assistant Sarah Monette, City Clerk Holly Licht, Tim Onsager
Stoughton School District, Judi Krebs, stughtonreporter@wcinet.com,
stoughtoneditor@wecinet.com , Stoughton Newspaper/WI State Journal/Capital Times

NOTE: AN EXPANDED MEETING MAY CONSTITUTE A QUORUM OF THE CITY COUNCIL
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Public Works Committee
Thursday, March 21, 2019 @ 6:00 PM
Public Works Facility, 2439 Cty Hwy A, Stoughton

Members Present: Alderpersons Sid Boersma, Lisa Reeves, Tom Majewski and Matt Bartlett

Absent/Excused:

Staff: Mayor Swadley, Public Works Director Brett Hebert and Vickie Erdahl

Guests: Alderperson Denise Durancyk, Kathleen Johnson and Alex Cramer (Courier Hub)

Call to Order: Bartlett called the meeting to order @ 6:00 PM

1) Communications: Hebert reported:

e Extra trash recycling bins will be put in downtown. The trash has been overflowing with John’s
emptying the bins once a week on Friday’s. The pricing is $400 to $ 600 per container and we would
like to get three (3) containers.

e Tree trimming by Tree Wiseman will start in the central part of the city the week of April 25, 2019

e Pot holes have been a problem. The plants to obtain the materials for spray patching should be
opening sometime in April. Hwy 51 (Page to Hoel) is particularly bad. The County will be working
repairing the HWY in 2020.

e Sweepers were out the week of April 18, 2019. The entire city is swept every two weeks and the
downtown every week on Friday AM.

e Yardwaste Site opens Tuesday, April 2, 2019 at the new site. Resident permits are still $20.00 and
Non-Resident permits will be $25.00.

e The Public Works website is being re-vamped.

e Mayor Swadley stated that

Old Business:

2) Minimum Maintenance Standards: At the August 2018 meeting the Minimum Maintenance Standards
were reviewed after Scheel drafted an Ordinance Amendment to repeal and recreate Ordinance Section
10-317. At that time the City Attorney needed to review the document.

Reeves had some concerns regarding windows and suggested some additional language be added to Sec
C # 8 - Broken windows shall be boarded temporarily for a maximum of 120 days. Other questions were
asked for clarification on wording in other parts of the document.

Scheel reiterated that there is some inconsistency with enforcements of ordinances as it is mainly
complaint driven and there is not enough staff to follow up.

Motion by Reeves, seconded by Boersma to approve the Minimum Maintenance Ordinance with

the changes to C) # 8 — Windows & Doors then send to the City Attorney for review and onto
Council for final approval. Motion carried 5-0 (with the Mayor voting yes).

New Business:

3) Approve February 21, 2019 Meeting Minutes: Motion by Boersma, seconded by Majewski to
approve the minutes. Motion carried 4-0.






4)

5)

Discussion and Approval of the Updated Excavation in the Right of Way Application and Permit:
Hebert stated that he, Scheel, Stoughton Utilities and a specialized attorney were part of the procedure to
develop the new application for permit to excavate.

The new permit is based on linear feet for chargeable fees which allows the city to capture costs involved
in marking and checking the addresses involved and will be valid for six (6) months. If work is not
completed to the satisfaction of the City, the applicant will not be able to receive more permits.

The committee had questions regarding the insurance charges — Hebert stated the insurance is subject to
review by Human Resources.

Hebert would like to have this form be a fillable document online.

Motioned by Boersma, seconded by Reeves to recommend to the Common Council to adopt the
new Application for Permit to Excavate in Public Right-Of-Way and new structure for chargeable
fees. Motion carried 4-0.

Review of Parks User Group Agreements: Hebert developed and discussed the current agreements
with the sports groups and the work the parks maintenance does for each ball field. These contracts are
being reviewed because one of the ball fields in not in the City of Stoughton, several groups play at the
High School (which the city is paying the utilities for because the city owns the lighting) and the groups are
not involved with the cities’ recreation programs yet the Parks Maintenance crew has to do work on the
fields.

Contracts re-new annually in April 1st. At this point there is time to have discussions and have the
contracts changed by the end of the year to be in effect for 2020.

City employees have been in discussions with each of the groups involved with favorable responses to the
changes which include:

1. SYS to contract directly with the Stoughton Area School District for the use of their fields.
2. The City will continue to provide scheduling and field maintenance on City owned fields
and SYS shall continue to offer a program to participants who are unable to pay the full fee

SYS

1. Contract directly with Pleasant Springs for the use of Oak Knoll Park

2. Perform all field maintenance activities on non-city owned fields

SALL | 3. The City will continue to provide scheduling and field maintenance on City owned fields
and SALL shall continue to offer a program to participants who are unable to pay the full fee

1. SABA to contract directly with the Stoughton Area School District for the use of their
fields

2. SABA to pay all utility costs incurred at SASD fields.

SABA | 3. The City will continue to provide scheduling and field maintenance on City owned fields
and SABA shall continue to offer a program to participants who are unable to pay the full
fee cost.

Discontinue the contract with SASD in regards to the groups mentioned above and have
SASD | them contract directly with the School District

Discontinue the contract with Pleasant Springs in regards to SALL and have them contract

Pleasant directly with Pleasant Springs

Springs






6)

7

The Public Works Committee agrees to move forward with the dissolution of the agreements while waiting
on the review from City Attorney Dregne and bring back to a committee meeting at a later date.

Discussion pertaining to the City Sidewalk Policy: Duranczyk spoke to the committee regarding the
sidewalk policy that she drafted. Duranczyk feels that due to the costs involved with borrowing money and
increases in the taxes, the City should be prioritizing the sidewalk installation by considering smaller
projects and analyzing whether a sidewalk needs to be installed in certain areas and on both sides of the
street during reconstruction of a street.

Various concerns were stated by members:

e costs to the constituents,
not all sidewalks are needed such as when a street dead ends,

e consideration to do a sidewalk on a block with no sidewalks vs. a second side in a block that
already has a sidewalk on one side which gives people a place to walk instead of the road

¢ how would these sidewalks be connected at corners

e how to choose a side on a block with no sidewalks

Scheel stated the current policy covers most of these concerns and has flexibility to be reviewed on a
case by case basis when reconstruction of a street is being planned.

Committee thanked Denise for taking the time to develop a policy.
Committee will review the current policy and perhaps add language to improve the current policy from the
“draft” policy presented by Duranczyk.

Future Agenda Items: Parking Lots, Sidewalk Policy

Moved by Boersma seconded by Reeves to adjourn the meeting at 7:47 pm. Motion carried 4-0.
Respectfully submitted by Vickie Erdahl Administrative Assistant 4/2/19






trand Associates, Inc?
910 West Wingra Drive
Madison, WI 53715

(P) 608-251-4843

(F) 608-251-8655

ASSOCIATES

June 4, 2019

Mr. Brett Hebert, Director of Public Works
City of Stoughton

2439 County Hwy A

Stoughton, WI 53589

Re: Jefferson Street Pedestrian Bridge
City of Stoughton (City)

Dear Brett,

Strand Associates, Inc.” (Strand) is pleased to provide the following information and enclosed conceptual
bridge designs and associated Opinion of Probable Construction Costs (OPCCs) for the City’s
Jefferson Street pedestrian bridge.

Three alternatives were developed and analyzed and are discussed in the following paragraphs.
Conceptual bridge layout drawings for each alternative are enclosed as well as example photographs and

OPCCs. The manufacturer’s literature for each prefabricated steel truss bridge type are enclosed as well.

A. Alternative 1: Remove existing bridge and restore site

Alternative 1 involves removing the existing pedestrian bridge and restoring the site after demolition.
This alternative is the lowest OPCC of the three alternatives presented in this letter, but removes a
pedestrian travel path over the Yahara River.

B. Alternatives 2A, 2B, and 2C: Remove existing bridge and replace with a 12-foot-clear-width,
160-foot-long single-span prefabricated steel truss pedestrian bridge

Alternatives 2A, 2B, and 2C each include removing the existing pedestrian bridge and constructing a
new 12-foot-clear-width, 160-foot-long prefabricated steel truss pedestrian bridge supported on new
pile-encased concrete abutments. Each alternative includes a different steel truss style. Photograph
exhibits and manufacturer’s literature depicting the different styles are enclosed for reference.
Alternative 2A assumes a steel truss structure with parallel top and bottom chords (similar to
Contech Continental Connector® truss style). Alternative 2B assumes a steel truss structure with variable
truss height across the length of the bridge (similar to Contech Continental Capstone® truss style).
Alternative 2C assumes an arched steel truss structure (similar to Contech Continental Keystone® truss
style). All three options for this alternative assume that the bridges are constructed using self-weathering
steel. In lieu of a self-weathering steel finish, a painted steel finish is available at an added cost.

C. Alternative 3: Remove existing bridge and replace with a single-lane vehicular bridge with
accommodations for pedestrians and bicyclists

Alternative 3 includes removing the existing pedestrian bridge and constructing a new vehicular bridge
with accommodations for both pedestrians and bicyclists. The Wisconsin Department of Transportation
(WisDOT) Facilities Development Manual (FDM) and Wisconsin Bicycle Facility Design Handbook
have guidelines on clear widths required on roadways shared by vehicles and bicycles. Strand determined

KRB:tII\S:\MAD\1000--1099\1040\068\Data\Structural\Jefferson Street Ped Bridge\Letter.docx





Strand Associates, Inc’

Mr. Brett Hebert, Director of Public Works
City of Stoughton

Page 2

June 4, 2019

two feasible cross sections for the vehicular bridge; a 12-foot vehicular lane with two 5-foot shoulders
for bicycle traffic and a raised 6-foot sidewalk for pedestrians, or a divided roadway with a 12-foot lane
and two 2-foot shoulders for vehicular traffic and a barrier-separated 12-foot multi-use path for use by
bicycles and pedestrians. Both of these cross-section options result in a total bridge width of
approximately 30 feet. Because of constraints of the 100-year flood elevation and required navigable
waterway freeboard requirements, the most appropriate structure type for this alternative is likely a
three-span concrete slab bridge supported by concrete abutments at the ends and concrete piers within
the Yahara River. Alternative 3 allows for one-way vehicular traffic across the Yahara River, but is the
most costly and has the greatest site constraints and challenges during design and construction.

A summary of overall construction costs for each alternative is shown below in Table 1. More detailed
OPCC:s for each alternative are enclosed.

Table 1-Opinion of Probable Construction Costs
Proposed Improvement OPCC

Alternative 1: Remove existing bridge $59,000
Alternative 2A: Replace existing with Connector®

style steel truss pedestrian $460,000
Alternative 2B: Replace existing with Capstone® $475.000
style steel truss pedestrian bridge ’
Alternative 2C: Replace existing with Keystone® $517.500
style steel truss pedestrian bridge ’
Alternative 3: Replace existing with single-lane $907,000

vehicular bridge

Please review and contact us at 608-251-4843 with any questions or comments. We look forward to
working with the City on this project.

Sincerely,

STRAND ASSOCIATES, INC.”

Vot Bhed Wk
Keith Behrend, P.E. Mark Fisher, P.E.
Enclosures

KRB:tI\S:\MAD\1000--1099\1040\068\Data\Structural\Jefferson Street Ped Bridge\Letter.docx
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Description:

Contech Continental
Connector® steel truss style
pedestrian bridge

Description:

Contech Continental
Capstone® steel truss style
pedestrian bridge

Description:

Contech Continental
Keystone® steel truss style
pedestrian bridge

JEFFERSON STREET PEDESTRIAN BRIDGE qA
APPENDIX A CITY OF STOUGHTON L. 5
STOUGHTON, WI
PEDESTRIAN BRIDGE STYLE EXHIBITS STRAND

ASSOCIATES®
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ALTERNATIVE 1 - REMOVE EXISTING PEDESTRIAN BRIDGE AND RESTORE SITE
City of Stoughton - Jefferson Street Pedestrian Bridge
ENGINEER'S OPINION OF PROBABLE CONSTRUCTION COST

ITEM NO. DESCRIPTION Quantity  Units Unit Price Total
1 Mobilization 1 LS $7,500.00 $7,500.00
2 Erosion Control and Maintenance 1 LS $5,000.00 $5,000.00
3 Traffic Control 1 LS $2,000.00 $2,000.00
4 Unclassified Excavation 1 LS $5,000.00 $5,000.00
5 Removal and Disposal of Existing Pedestrian Bridge 1 LS $26,000.00 $26,000.00
6 Erosion Matting 120 SY $3.00 $360.00
7 Topsoil Seed and Fertilizer 120 SY $2.00 $240.00
Subtotal Project Costs = $47,000
Engineering and Contingencies - 25% = $12,000
Total Construction Cost = $59,000
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ALTERNATIVE 2A - 160-FOOT SPAN SELF WEATHERING STEEL TRUSS WITH CONCRETE DECK
PEDESTRIAN BRIDGE STYLE: CONNECTOR H-SECTION
City of Stoughton - Jefferson Street Pedestrian Bridge

ENGINEER'S OPINION OF PROBABLE CONSTRUCTION COST

ITEM NO. DESCRIPTION Quantity Units Unit Price Total
1 Subsurface Exploration and DNR Permitting 1 LS $5,000.00 $5,000.00
2 Mobilization 1 LS $7,500.00 $7,500.00
3 Dewatering 1 LS $2,000.00 $2,000.00
4 Erosion Control and Maintenance 1 LS $5,000.00 $5,000.00
5 Traffic Control 1 LS $2,000.00 $2,000.00
6 Unclassified Excavation 1 LS $5,000.00 $5,000.00
7 Removal and Disposal of Existing Pedestrian Bridge 1 LS $26,000.00 $26,000.00
8 Concrete Masonry 40 CY $750.00 $30,000.00
9 High Strength Bar Steel Reinforcement 5600 LB $1.00 $5,600.00
10 Steel Piling, Driven 300 LF $60.00 $18,000.00
11 Crushed Aggregate Base 6 CY $20.00 $120.00
12 Concrete Pavement Approach Slabs 5 CY $350.00 $1,750.00
13 Concrete Protective Surface Treatment 214 SY $2.25 $481.50
14 Steel Truss Pedestrian Bridge 1 LS $231,400.00 | $231,400.00
15 Installation of Steel Truss Pedestrian Bridge 1 LS $10,000.00 $10,000.00
16 Concrete Deck on Steel Truss Pedestrian Bridge 36 CY $350.00 $12,600.00
17 Pipe Underdrain 100 LF $8.00 $800.00
18 Geotextile Fabric 67 SY $4.00 $268.00
19 Structural Backfill 67 CY $20.00 $1,340.00
20 Heavy Riprap 45 CcY $50.00 $2,250.00
21 Erosion Matting 120 SY $3.00 $360.00
22 Topsoil Seed and Fertilizer 120 SY $2.00 $240.00
Subtotal Project Costs = $368,000
Engineering and Contingencies - 25% = $92,000
Total Construction Cost = $460,000

Note: Instead of a Self Weathering Steel Finish on the pedestrian bridge, there is an option to provide an A500 Black Carbon Steel
with a 3-Coat Paint System Finish. This is a 22% cost addition on the Steel Truss Pedestrian Bridge Item.
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ALTERNATIVE 2B - 160-FOOT SPAN SELF WEATHERING STEEL TRUSS WITH CONCRETE DECK
PEDESTRIAN BRIDGE STYLE: CAPSTONE H-SECTION
City of Stoughton - Jefferson Street Pedestrian Bridge

ENGINEER'S OPINION OF PROBABLE CONSTRUCTION COST

ITEM NO. DESCRIPTION Quantity Units Unit Price Total
1 Subsurface Exploration and DNR Permitting 1 LS $5,000.00 $5,000.00
2 Mobilization 1 LS $7,500.00 $7,500.00
3 Dewatering 1 LS $2,000.00 $2,000.00
4 Erosion Control and Maintenance 1 LS $5,000.00 $5,000.00
5 Traffic Control 1 LS $2,000.00 $2,000.00
6 Unclassified Excavation 1 LS $5,000.00 $5,000.00
7 Removal and Disposal of Existing Pedestrian Bridge 1 LS $26,000.00 $26,000.00
8 Concrete Masonry 40 CY $750.00 $30,000.00
9 High Strength Bar Steel Reinforcement 5600 LB $1.00 $5,600.00
10 Steel Piling, Driven 300 LF $60.00 $18,000.00
11 Crushed Aggregate Base 6 CY $20.00 $120.00
12 Concrete Pavement Approach Slabs 5 CY $350.00 $1,750.00
13 Concrete Protective Surface Treatment 214 SY $2.25 $481.50
14 Steel Truss Pedestrian Bridge 1 LS $242,970.00 | $242,970.00
15 Installation of Steel Truss Pedestrian Bridge 1 LS $10,000.00 $10,000.00
16 Concrete Deck on Steel Truss Pedestrian Bridge 36 CY $350.00 $12,600.00
17 Pipe Underdrain 100 LF $8.00 $800.00
18 Geotextile Fabric 67 SY $4.00 $268.00
19 Structural Backfill 67 CY $20.00 $1,340.00
20 Heavy Riprap 45 CcY $50.00 $2,250.00
21 Erosion Matting 120 SY $3.00 $360.00
22 Topsoil Seed and Fertilizer 120 SY $2.00 $240.00
Subtotal Project Costs = $380,000
Engineering and Contingencies - 25% = $95,000
Total Construction Cost = $475,000

Note: Instead of a Self Weathering Steel Finish on the pedestrian bridge, there is an option to provide an A500 Black Carbon Steel
with a 3-Coat Paint System Finish. This is a 22% cost addition on the Steel Truss Pedestrian Bridge Item.
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ALTERNATIVE 2C - 160-FOOT SPAN SELF WEATHERING STEEL TRUSS WITH CONCRETE DECK

PEDESTRIAN BRIDGE STYLE: MODIFIED KEYSTONE H-SECTION

City of Stoughton - Jefferson Street Pedestrian Bridge

ENGINEER'S OPINION OF PROBABLE CONSTRUCTION COST

ITEM NO. DESCRIPTION Quantity Units Unit Price Total
1 Subsurface Exploration and DNR Permitting 1 LS $5,000.00 $5,000.00
2 Mobilization 1 LS $7,500.00 $7,500.00
3 Dewatering 1 LS $2,000.00 $2,000.00
4 Erosion Control and Maintenance 1 LS $5,000.00 $5,000.00
5 Traffic Control 1 LS $2,000.00 $2,000.00
6 Unclassified Excavation 1 LS $5,000.00 $5,000.00
7 Removal and Disposal of Existing Pedestrian Bridge 1 LS $26,000.00 $26,000.00
8 Concrete Masonry 40 CY $750.00 $30,000.00
9 High Strength Bar Steel Reinforcement 5600 LB $1.00 $5,600.00
10 Steel Piling, Driven 300 LF $60.00 $18,000.00
11 Crushed Aggregate Base 6 CY $20.00 $120.00
12 Concrete Pavement Approach Slabs 5 CY $350.00 $1,750.00
13 Concrete Protective Surface Treatment 214 SY $2.25 $481.50
14 Steel Truss Pedestrian Bridge 1 LS $277,680.00 | $277,680.00
15 Installation of Steel Truss Pedestrian Bridge 1 LS $10,000.00 $10,000.00
16 Concrete Deck on Steel Truss Pedestrian Bridge 36 CY $350.00 $12,600.00
17 Pipe Underdrain 100 LF $8.00 $800.00
18 Geotextile Fabric 67 SY $4.00 $268.00
19 Structural Backfill 67 CY $20.00 $1,340.00
20 Heavy Riprap 45 CcY $50.00 $2,250.00
21 Erosion Matting 120 SY $3.00 $360.00
22 Topsoil Seed and Fertilizer 120 SY $2.00 $240.00
Subtotal Project Costs = $414,000
Engineering and Contingencies - 25% = $103,500
Total Construction Cost = $517,500

Note: Instead of a Self Weathering Steel Finish on the pedestrian bridge, there is an option to provide an A500 Black Carbon Steel
with a 3-Coat Paint System Finish. This is a 22% cost addition on the Steel Truss Pedestrian Bridge Item.
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ALTERNATIVE 3 - 160-FOOT TOTAL LENGTH SINGLE LANE VEHICULAR BRIDGE WITH ACCOMODATIONS FOR PEDESTRIANS AND

BICYCLISTS

City of Stoughton - Jefferson Street Pedestrian Bridge

ENGINEER'S OPINION OF PROBABLE CONSTRUCTION COST

ITEM NO. DESCRIPTION Quantity Units Unit Price Total
1 Subsurface Exploration and DNR Permitting 1 LS $5,000.00 $5,000.00
2 Mobilization 1 LS $7,500.00 $7,500.00
3 Dewatering 1 LS $2,000.00 $2,000.00
4 Erosion Control and Maintenance 1 LS $5,000.00 $5,000.00
5 Traffic Control 1 LS $2,000.00 $2,000.00
6 Unclassified Excavation 1 LS $5,000.00 $5,000.00
7 Removal and Disposal of Existing Pedestrian Bridge 1 LS $26,000.00 $26,000.00
8 Vehicular Bridge Structure 1 LS $672,000.00 | $672,000.00
Subtotal Project Costs = $725,000
Engineering and Contingencies - 25% = $182,000
Total Construction Cost = $907,000

Note: The Construction Cost for this bridge option does not include any roadway or right-of-way acquisition costs.
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SPECIFICATIONS" 6TH EDITION & "GUIDE SPECIFICATIONS FOR DESIGN OF (BY OTHERS) #6 REBAR @ 6
PEDESTRIAN BRIDGES" BY THE AMERICAN ASSOCIATION OF STATE HIGHWAY AND O.C. (CENTERED BRACE DIAGONAL u
TRANSPORTATION OFFICIALS (AASHTO) 2009. FORM DECK OVER FLUTES) =
@#:'%!‘E?)ACR % __—— RUBRALL S
2. BRIDGE MEMBERS ARE FABRICATED FROM HIGH STRENGTH, LOW ALLOY, ENHANCED o N 5 | g
ATMOSPHERIC CORROSION RESISTANT ASTM A847 COLD-FORMED WELDED SQUARE ] SAFETY RAIL © :
AND RECTANGULAR TUBING, AND ASTM A588, ASTM A606, OR ASTM A709-50W PLATE | — ——1 :
AND STRUCTURAL SHAPES (Fy=50,000 PSI). & A AT -
| < < OE RAIL — FORMDECK ®» 9 o X

3. CONCRETE DECK: GALVANIZED FORM DECK SUPPLIED BY CONTECH. CONCRETE, N o i | - O
REINFORCING AND EXPANSION MATERIAL SUPPLIED BY OTHERS. SEE CONCRETE . CONCRETE DECK | LLi
DECK SHEET. i ” f SIDE DAM (BY OTHERS) L | 0 % 0o

J © L

4. THE GAS METAL ARC WELDING PROCESS OR FLUX CORED ARC WELDING PROCESS L & S B pige £ s TSI BT o ;—Jﬂl S ﬁ - Lll_J

WILL BE USED. WELDING TO BE IN ACCORDANCE WITH AWS D1.1. m TYP SLAB REINFORCEMENT DETAIL e E\Il g % o
N C " =% 20

5. ALL TOP AND BOTTOM CHORD SHOP SPLICES TO BE COMPLETE PENETRATION TYPE LY : X w < %

WELDS. WELD BETWEEN TOP GCHORD AND END VERTICAL SHALL BE AS DETAILED. . = -
L FLOOR BEAM ™ o 8 o O
- —

6. UNLESS OTHERWISE NOTED, WELDED CONNECTIONS SHALL BE FILLET WELDS (OR BRACE DIAGONAL 8 I onQ
HAVE THE EFFECTIVE THROAT OF A FILLET WELD) OF A SIZE EQUAL TO THE ~—_ BOTTOM CHORD - 0w
THICKNESS OF THE LIGHTEST GAGE MEMBER IN THE CONNECTION. WELDS SHALL i o) g
BE APPLIED AS FOLLOWS: lﬁl_J >

A if:: :SBSDOF VERTICALS, DIAGONALS, AND FLOOR BEAMS SHALL BE WELDED m BRIDGE SECTION Ii:
B.BRACE DIAGONALS WILL BE WELDED ALL AROUND. COMBINE REACTIONS AS PER LOCAL OR W 4
C.MISCELLANEOUS NON-STRUCTURAL MEMBERS WILL BE STITCH WELDED TO GOVERNING BUILDING CODES AS REQUIRED (8) @1 )5 ASTM F1554 GRADE
THEIR SUPPORTING MEMBERS. BRIDGE REACTIONS EONNWARD LORD 55 GALV. ANCHOR RODS Wi(2) —
. NUTS AND (1) 3" 0.D. WASHER . = 3§ i
P (LBS) H(LBS) | L(LBS) =< o ]
7. BRIDGE DESIGN WAS ONLY BASED ON COMBINATIONS OF THE FOLLOWING LOADS EACH,<(BY OTHERS) 5 o0 — g 32
WHICH WILL PRODUCE MAXIMUM CRITICAL MEMBER STRESSES. DEADLOAD (D] 52925 7 (BACKWALL TO BACKWALL) - o X} :
= o
A.90 PSF UNIFORM LIVE LOADING ON THE FULL DECK AREA OR ONE 20,000 LB UNIFORM LVELOAD 1 _43.20 L == P P u S5ai
VEHICLE LOAD. THE LOAD SHALL BE DISTRIBUTED AS A FOUR-WHEEL VEHICLE VEHICLE LOAD 10000 - . | =—tt 1
WITH 80% OF THE LOAD ON THE REAR WHEELS. THE WHEEL TRACK WIDTH OF ICC R T NE — g -+ %
THE VEHICLE SHALL BE 60" AND THE WHEEL BASE SHALL BE 14'-0". THE — — EHECADTEGENAL 13|12 z w § 3|8
VEHICLE SHALL BE POSITIONED SO AS TO PRODUCE THE MAXIMUM STRESSES IN WIND 12,455 EASUREMENT T ' 52 2 2os iy, b ¥
MEASU ENT TO I E = 0 — &H,'& W ~
EACH MEMBER, INCLUDING DECKING, er=srry 0) VERIFY SQUARENESS T e iy 2 Z %3
|G o =
.35 [ . J W= g
B. 35 PSF WIND LOAD ON THE FULL HEIGHT OF THE BRIDGE, AS IF ENCLOSED e — VT A S, —_ 218 ANCHOR BOLT ELEVATION 0 zZ 8
C.20 PSF UPWARD FORCE APPLIED AT THE WINDWARD QUARTER POINT OF THE *H" - HORIZONTAL LOAD EACH FOOTING (2 PER BRIDGE) —t =5 [= DATE.
TRANSVERSE BRIDGE WIDTH (AASHTO 3.8.2). *L" - LONGITUDINAL LOAD EACH BASE PLATE (4 PER BRIDGE) | > 10/28/2015
@ BRIDGE LIFTING WEIGHT: 94,600 LBS P DESIGNED: DRAWN
8. CLEANING: ALL EXPOSED SURFACES OF STEEL SHALL BE CLEANED IN ACCORDANCE 158-6" _l L o XXX XXX
WITH STEEL STRUCTURES PAINTING COUNCIL SURFACES PREPARATION ( BRIDGE FINAL WEIGHT: 211,700 LBS ~— (@ INSIDEBOLT TO§ ——+84-1=—5" CHECKED: APPROVED
INSIDE BOLT
SPECIFICATIONS NO. 7 BRUSH-OFF BLAST CLEANING. SSPC-SP7-LATEST EDITION. (DDOES NOT INCLUDE WEIGHT OF CONCRETE DECK ) PLAN e png(ﬁ Wu:ﬁ(m
(@ INCLUDES WEIGHT OF CONCRETE DECK — FABRICATION CERTIFIED] [ XXXXXX XXX
DRAWING FABRICATOR| [sreeT:

9.

MINIMUM MATERIAL THICKNESS OF 1/4" ON ALL STRUCTURAL MEMBERS,

1
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PEDESTRIAN & VEHICULAR
STEEL TRUSS BRIDGES

REFERENCE GUIDE

[STEADFAST BRIDGES|
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K1

ENGINEERED SOLUTIONS

i CONTINENTAL
————BRIDGE

W e
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EXPRESS TRUSS
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CONTINENTAL® BRIDGE

www.ContechES.com | 800-328-2047 TRUSS BRI DGE SO LUTIONS





How Can We Help You?
Building Blocks to a Successful Project.

Contech® prefabricated truss bridges are durable and aesthetic solutions. Prefabricated manufacturing means fast installation
and substantial cost-savings. Contech truss bridges are typically erected and installed in one to three days, without the need for
field welding. Contech truss bridges feature efficient bridge design and construction that is customized and manufactured to your
specifications.

SOLUTION DEVELOPMENT DESIGN SUPPORT INSTALLATION
e Product Design Worksheet e Specifications *  Preconstruction Meeting
e Structure Selection e Contract Drawings *  On-Site Installation Assistance
e Siting & Layout e Permitting Assistance * Logistics Coordination
e Design Your Own Bridge (DYOB®) e Structural/Fabrication Drawings
e Engineer Estimates e Approval Assistance
e Site Simulation e Custom Solutions
e  Proposal Preparation *  Horizontal/Vertical Alignment
e Design Build Support *  Foundation Support

[STEADFAST BRIDGES |

Steadfast Vehicular Steel Truss Bridges

Steadfast Bridges® are known for its safe, durable, affordable and
aesthetic solutions. Steadfast truss structures are suitable for residential
and commercial developments, Department of Transportation, municipal
roads, parks and trails, as well as industrial and mining facilities.

Steudfust Bridges Offers:

Clear spans to 200 feet
* Bolted or welded construction
*  Weather, painted, or galvanized finishes
e 35 year galvanized warranty
*  Aesthetic solutions
*  Quick and straightforward installation with onsite support
* Improved hydraulics
*  Avariety of rail, deck, and finish options
*  Extensive technical support
*  Manufacturing with AISC major bridge certification
e Fracture critical and sophisticated paint coating endorsements

Steadfast Colonial Flat Lansing, Ml
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Continental Pedestrian Steel Truss Bridges

Since 1972, Continental® has been North America’s premier
brand for pedestrian steel truss bridges. With more than 14,000
installations worldwide, Continental truss bridges are ideal for parks

and trails, golf courses, skywalks, environmentally sensitive areas

Continental Capstone® Alcoa, TN
and developments.

Continental Bridge Offers:

e Clear spans to 250 feet and more. Spans greater than 250 feet
with custom design

e Pedestrian crossings over highways, railroad tracks, rivers and
wetlands

*  Pre-fabrication allows for rapid installation

e Aesthetic solutions

e A variety of rail, deck, and finish options

e Extensive technical support

*  Manufacturing with AISC Major/Intermediate bridge certification

Continental Thrust Arch Las Vegas, NV

e Fracture critical and sophisticated paint coating endorsements
EXPRESS'TRUSS Pre-Engineered AASHTO Pedestrian Bridges
AANNNNAAAAA A g J

CONTINENTAL® BRIDGE The EXPRESS® Truss bridge is a pre-engineered pedestrian steel truss

bridge designed for owners, engineers and contractors who know “time
is money.” This standardized truss system provides stamped drawings
within one week after receipt of order and a bridge ready for shipment
in less than eight weeks, significantly reducing construction time. The
speed, quality and value of EXPRESS® bridges will ensure you receive the
industry’s best customer experience.

EXPRESS Truss Bridges Offer:

Stamped drawings within 1 week after receipt of order
*  Bridge ready for shipment within 6 - 8 weeks of approved drawings
- ' *  Quick and straightforward installation
EXPRESS Connector® Albuquerque, NM ¢ Designed in accordance with AASHTO

* |IBC design is also available






REBUILDING OUR INFRASTRUCTURE
Municipalities & Counties

Time-sensitive projects and emergency bridge replacements
often lead municipalities to a Steadfast vehicular or
EXPRESS pedestrian truss structure. The clear span
structures can improve hydraulics and minimize road and
trail closure time with a quick installation, while fitting
within a budget. Structures are typically installed in 1-3
days and require minimal maintenance.

Steadfast Capstone® Rodanthe, NC

Continental Gateway® Apopka, FL Continental Capstone® Beavercreek, OH

HELPING TO KEEP AWERICA WORKING
Energy, Mining & Industrial

Continental steel truss structures have been

utilized for pipe support, conveyor support and other
elevated crossings. Steadfast vehicular structures, which
meet AASHTO loading criteria, will accommodate large
construction vehicles and equipment for the transport
of heavy materials. The strength and durability of these
systems allow for a wide range of unique solutions.

Continental Connector® Morris, IL

-

Steadfast Link® Baker, WV Continental Connector® Stephens Point, WI Steadfast Capstone® Haworth, NJ





ENJOYING LIFE & LEISURE
Park, Resorts, Trails, Golf Courses & MORE

Resorts, tourist attractions and signature golf courses all
over the country have turned to Contech pedestrian and
vehicular truss structures with a wide variety of styles,

rail, deck and finishing options available. Contech was
fortunate to have participated in providing the 800" long
multi-span, Connector-style, Continental truss bridge at
the site of the Flight 93 National Memorial in Shanksville,
PA. The pedestrian bridge allows visitors dry passage over
the wetlands area.

'.::‘-L..EE‘:‘J A i
Continental Custom Connector®

1A L A A

_ T WA
w-
h-

Continental Custom Natchez, MS  Continental Connector® Moab, UT Continental Custom Gateway® Des Moines, IA

PROVIDING COMMUNITY SOLUTIONS
Residential & Commercial

Continental pedestrian and Steadfast vehicular truss structures
have been selected by developers throughout the U.S.
to provide practical, yet aesthetic structures in residential

developments, hospitals, schools and communities. These
structures are available in an array of style and finish options
to provide a signature look as well as guarantee safe, reliable
bridges for every day use.

Developers also look to Continental pedestrian and Steadfast

vehicular truss solutions for busy commercial sites. Often
Continental Gateway® Dedham, MA  times, these bridges are main entrances or centerpieces for

business parks, shopping centers and local communities.

—
Continental Gateway® Moline, IL Steadfast Colonial Harrison County, IN Continental Custom Gateway® Warren, OH






Custom Designs & Signature Looks

Speciality truss bridges by Contech can be custom designed
to specifically fit your project’s needs. Our bridges have been
successfully designed to replicate a particular bridge style or
create a brand new signature look.

These custom options have included:
Gangways onto floating docks, wildlife crossings, material
handling and pipe support systems within buildings
Bridges enclosed with stone, stucco, wood or other materials
Multi-color paint systems and decorative lighting
Cable-stayed bridges and skywalks
Specialized railing, decking and finish options
ADA accessible ramps
Mishawaka, IN Thrust arch, support towers and decorative towers

Continental Gateway® Kissimmee, FL Continental Gateway® Daytona Beach, FL Continental Connector® Dulles, VA

111 H i |
_ Sufety le/Wood Rub Rull Vertical Picket/Pipe Handrail
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Weathering Steel Painted Steel Galvanized Steel





Continental® Pedestrian Truss Styles*

Connector® Capstone® Link®

ISSs=~==e]

fhe

Gateway® Tied Arch®

Capstone®

Horizon

] —————— —
| i i i i i 1

Contech® Engineered Solutions offers a full range of pedestrian and vehicular
truss styles for your project’s needs. As highly skilled solution providers, we are
ready to support you in every phase of your project, from concept to installation.





C::“NTECH COMPLETE SITE SOLUTIONS

ENGINEERED SOLUTIONS

L OR~A K

STORMWATER SOLUTIONS PIPE SOLUTIONS STRUCTURES SOLUTIONS
Helping to satisfy stormwater Meeting project needs for durability, Providing innovative options and
management requirements on land hydraulics, corrosion resistance, support for crossings, culverts,
development projects and stiffness and bridges
e Stormwater Treatment e Corrugated Metal Pipe (CMP) e Plate, Precast & Truss bridges
e Detention/Infiliration e Steel Reinforced Polyethylene *  Hard Armor
e Rainwater Harvesting (SRPE) *  Retaining Walls
e Biofiltration/Bioretention e High Density Polyethylene (HDPE) e Tunnel Liner Plate
e Polyvinyl Chloride (PVC)
Contech Engineered Solutions is the nation’s leading For more information, call one of Contech’s
provider of site solutions products and services for the Regional Offices located in the following cities:

Civil Engineering industry.
Corporate - Ohio (Cincinnati)  513-645-7000

With more than 40 manufacturing facilities across the California (Roseville) 800-548-4667
United States and around the world, Contech has the Colorado (Denver) 720-587-2700
resources fo support every site development need. Florida (Orlando) 321-348-3520

Maine (Scarborough) 207-885-9830
Visit us at www.ContechES.com or call Maryland (Baltimore) 410-740-8490
Toll Free: 800-338-1122 Oregon (Portland) 503-258-3180

Texas (Dallas) 972-590-2000

N .
C-sNTECH
ENGINEERED SOLUTIONS
Get Social With Us!

©2016 CONTECH ENGINEERED SOLUTIONS LLC - You
ALL RIGHTS RESERVED. PRINTED IN USA. | T | m

We print our brochures entirely on Forest
NOTHING IN THIS CATALOG SHOULD BE CONSTRUED AS Stewerdship Councl certfied paper. FSC | FSC
AN EXPRESSED WARRANTY OR AN IMPLIED WARRANTY OF certification ensures that the paper in our
MERCHANTABILITY OR FITNESS FOR ANY PARTICULAR PURPOSE. brochures contain fiber from well-managed
SEE THE CONTECH STANDARD CONDITION OF SALES (VIEWABLE i) eyl (netcesitzs) fovesis ifnei e

strict  environmental and socioeconomic
AT WWW.CONTECHES.COM/COS) FOR MORE INFORMATION. standards. Printed with soy inks

NE

steel steel Truss Brochure Draft - 2/16 PDF Draft






		Compiled Enclosure Document.pdf

		Bridge Style Appendix

		Alternative 1

		Alternative 2A

		Alternative 2B

		Alternative 2C

		Alternative 3

		Alternative 1

		Alternative 2A

		Alternative 2B

		Alternative 2C

		Alternative 3

		Alternative 1

		Alternative 2A

		Alternative 2B

		Alternative 2C

		Alternative 3

		Alternative 2A

		Alternative 2B

		Alternative 2C

		Alt 2A,B,C 11x17

		160X12 CONC SALES

		Alt 3 11x17










ing Services | University of Wisconsin - Madison

1€ "Contract Updates for the Week"

Click here for piggybacking data form

ASPHALT REPAIR AND MAIN TENANCE

(contract last updated 04/13/2018)

SCOPE: Contract to furnish all labor, malerial, equipment and tools of the trade to patch, repair,
and install bituminous concrete (asphalt) and base as directed by the University for the
Construction, Repair and Improvement of asphalt surfaces on the University campus. All work
shall include all necessary surface preparation, including but not limited to, cleaning surfaces, and
adjusting manholes, valve boxes and inlets.

NOTE: UW Madison users of this contract (unless exempted) must contact Facilities Planning and
Management (FPM) staff in order to get prior approval before any work can begin by the
Contractor. Please see Purchasing Policies and Procedures (PPP) #4 (Exceptions/ Approvals/
Special Handling) for requirements at http.//www.bussve. wisc.edw/purch/ppp4.html Exceptions to
this policy are noted in the PPP section.

CONTRACT #
18-5926
CONTRACT ORIGIN:

UW-Madison

Purchasing Services

21 N Park St, Ste 6101
Madison, WI 53715-1218

SPECIAL APPROVAL
REQUIRED FROM:

RESTRICTED TO:

COOPERATIVE
"URCHASING:

/Iwww.bussve.wisc.edu/purch/contract/wp5926, html

DESCRIPTION
ASPHALT REPAIR AND MAINTENANCE
ADDITIONAL INFORMATION:

UW-Madison users contact:

Brad Bauman

(608) 265-1462 FAX (608) 262-4467
brad.bauman(@wisc.edu

UW Madison Physical Plant
Central Answering and Response Service
608-263-3333

Non-UW-Madison users contact: Vendor Representative
UW Madison campus only for Payne & Dolan Inc.

YES: DRS Ltd; Fahrner Asphalt Sealers, LLC; and Show
Striping Industries

Page 1 of 6

5/21/2019






_ ACT TERM:

ing Services | University of Wisconsin - Madison

NO: Payne & Dolan Inc

Page 2 of 6

May 1, 2018 through April 30, 2022, with automatic renewal
extensions to April 30, 2024, unless amended, cancelled or

rebid.

Vendor(s)

Commodity Code
Federal Employee ID # (FEIN)
F.O.B.

Terms;

LOT 1 ONLY

066131

DRS Ltd

2534 S Fish Hatchery Rd
Madison, WI 53711

Sales Representative:

Dave Finnerud

E-mail drsprep@gmail.com
cs(@drspaving.com

Ordering/Expediting:

Krystal Strassman

Invoice Information:

Chris Kelz

Returns:

Chris Kelz

Supplier Diversity Reporting:
Cheryl Strassman

Website www.drspaving.com

913-95/929-13/989-14
39-1579952

“D” F.O.B. DESTINATION

PHONE #
608-274-4932

PHONE #

608-274-4932

608-274-4932

608-274-4932

608-274-4932

"V" SERVICE/MAINTENANCE

N/30

2/Iwww.bussve.wisc.edu/purch/contract/wp5926.html

FAX #
608-273-2468

FAX #

608-273-2468

608-273-2468

608-273-2468

608-273-2468

5/21/2019






* Purchasing Services | University of Wisconsin - Madison

Invoicing:

Warranty:

Back Orders:

Pricing Information:

Invoices shall reflect contract pricing,

Page 3 of 6

Contractor shall provide, at no cost to the University, services to
correct any defects in material and/or workmanship requiring
return to the job site for rework for a period of one year after

completion of the work.

Will notify ordering department within 24 hours of
order/release against an existing order.

Please click here for pricing,

Vendor(s)

Commodity Code
Federal Employee [D # (FEIN)

F.O.B.

LOT 2 ONLY

072351

Fahrner Asphalt Sealers LL.C

316 Raemisch Rd

Waunakee, WI 53597

Sales Representative: PHONE #

) e 608-849-

Jim Rozumialski 6466

E-mail jim.rozumialski@fahrnerasphait.com
PHONE #

Ordering/Expediting: 608-849-

Jim Rozumialski 6466

Invoice Information;

Alison Everhart 608-849-
6466

E-mail

alison.everhart@fahrnerasphalt.com

Supplier Diversity Reporting: 715-341-
2868

Megan Myilyla

Website www.fahrnerasphalt.com

913-95/929-13 / 989-14

11-3804531

“D” F.0.B. DESTINATION

http://www.bussve.wisc.edu/purch/contract/wp5926.htmi

FAX #
608-849-
6470
FAX #

608-849-
6470

608-849-
6470

715-341-
1054

5/21/2019






' Purchasing Services | University of Wisconsin - Madison Page 4 of 6

Terms:
Invoicing:

Warranty:

Back Orders:

 Pricing Information:

"V" SERVICE/MAINTENANCE
N/30
Invoices shall reflect contract pricing.

Contractor shall provide, at no cost to the University, services to
correct any defects in material and/or workmanship requiring
return to the job site for rework for a period of one year after
completion of the work.

Will notify ordering department within 24 hours of
order/release.

Please click here for pricing,

Vendor(s)

Commodity Code

LOT1ONLY
056670

Payne & Dolan Inc
6295 Lacy Rd
Fitchburg, WI 53593

Sales Representative: PHONE # FAX #
Tony Sippl 608-445-0939 608-845-8884

E-mail tsippl@payneanddolan.com
PHONE # FAX #

Ordering/Expediting:
608-445-0939 608-845-8884
Tony Sippl

Invoice Information:
608-445-0939 608-845-8884

Tony Sippl

Returns:
608-445-0939 608-845-8884

Tony Sippl

Supplier Diversity Reporting:
608-445-0939 608-845-8884
Tony Sippl

Website: www.pavneanddolan.com

013-95/929-13/989-14

http://www.bussve.wisc.edu/purch/contract/wp5926.html 5/21/2019






" Purchasing Services | University of Wisconsin - Madison Page 5 of 6

Federal Employee ID # (FEIN)

F.O.B.

Terms:

Delivery:
Minimum Order:
Invoicing:

Warranty:

Back Order :

Other:

Pricing Information:

39-0529300

“D” F.0.B. DESTINATION

"V" SERVICE/MAINTENANCE
N/30

21 Days ARO

$6,000.00 per job

Invoices shall reflect contract pricing.

Contractor shall provide, at no cost to the University, services to
correct any defects in material and/or workmanship requiring
return to the job site for rework for a period of one year after
completion of the work.

Will notify ordering department within 24 hours of
order/release.

Pricing not available to: University of Wisconsin System
campuses, State of Wisconsin Agencies and Wisconsin
Mounicipaltties,

Please click here for pricing,

Vendoi(s)

LOTS1 &2

145593

Show Striping Industries
1217 Clara Ave Ste C
Wisconsin Dells, WI 53965

Sales Representative: PHONE # FAX #
6(8-253-0999

Amber Showalter 608-253-0998
Cell # 608-393-2196

E-mail amber@showstriping.com

PHONE # FAX #
Ordering/Expediting:

608-253-0999 608-253-0998
Debbie Lynn

608-253-0999 608-253-0998

Invoice Information:

http://’www bussve, wisc.edu/purch/contract/wp5926.html 5/21/2019






" Purchasing Services | University of Wisconsin - Madison Page 6 of 6

SSI Accounts Receivable

Returns:
608-253-0999 608-253-0998

Debbie Lynn

Website www.showstripinggov.com

Commodity Code 913-95/929-13 / 989-14

Federal Employee ID # (FEIN) ~ 47-3904026

F.O.B.
“D” F.0.B. DESTINATION
"V" SERVICE/MAINTENANCE

Terms: N/30

Invoicing: Invoices shall reflect contract pricing.

Warranty: Contractor shall provide, at no cost to the University, services to
correct any defects in material and/or workmanship requiring
return to the job site for rework for a period of one year after
completion of the work.

Back Order : Will notify ordering department within 24 hours of
order/release.

Pricing Information: Please click here for pricing.

Revision History

T Go to top

http:/fwww bussve.wisc.edw/purch/contract/wp5926.html 5/21/2019
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18-5926 -- Asphalt Repair and Maintenance

25 BASE STABILIZATION MAT

2% FINE GRADING REQUIRING
ROAD GRADER <400 SQ YD’

97 STAMPED AND COLORED
ASPHALT

28 FOREMAN
OPERATORS {to include paver|:

29 and screed man, roliers and
skid steers)

30 TRUCK DRIVERS

31 LABORERS _

32 WEEKEND PREMIUM FOR
ASPHALT PLANT

33 Asphalt Overlay at feast 2

Tons but less than 500 Tons

Lot 2: Crack Filling

USRI L

-
%

i

o

34 INFRARED HEATER REPAIR

35 INFRARED HEATER REPAIR
MOBILIZATION
CRACK FILLING: clean, rout,
apply asphalt crackfill

36 . .
material, and protect with
tissue paper.
C FILLING

27 RACK

MOBILIZATION
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18-5926 -- Asphalt Repair and Maintenance

Lot 1: Asphalt

DRS LTD

Payne & Dolan Inc

Show Striping Industries

ITEM NO. ITEM DESCRIPTION NET UNIT PRICE NET UNIT PRICE NET UNIT PRICE

1 Saw Cutting, any quantity S1.10/L.F. $4.00/L.F. $2.00/L.F.
PATCHING -- at least 2 but

2 atleast b $149.00/ton $400.00/ton $120.00/ton
less than 20 Ton

3 PATCHING — 20 Ton or more $144.00/ton $200.00/ton $105.00/ton
Overlay at least 50 but less

4 veray ! $99.00/ton $100.00/ton $55.00/ton
than 200 T

c Excavation/removal at least 5 $60.00/cu. vd $110.00/cu. vd $50.00/cu. vd
but less than 20 Cubic Yard : - Ya- ’ -Ya- ’ - Ya-
Excavation/removal 20 but

6 35.00/cu. yd. 65.00/cu. yd. 40.00/cu. yd.
less than 100 Cubic Yard > ey > ey > LY
Excavation/removal 100

7 30.00/cu. yd. 25.00/cu. yd. 35.00/cu. yd.
Cubic Yard or more > ey > ey > LY
Limestone OR RECYCLED
ASLPHALT sub-base,

8 ) ! $40.00/ton $110.00/ton $48.00/ton
Delivered and Installed at
least 5 but less than 20T
Limestone OR RECYCLED
ASLPHALT sub-base,

9 Delivered and Installed 20 $30.00/ton $40.00/ton $38.00/ton
but less than 100T
Limestone OR RECYCLED
ASLPHALT sub-base

1 ’ 24. . 23.

0 Delivered and Installed 100T YT ST AR
or more
milling of 2” off top of grade

11 10.00/sq. yd. 12.00/sq. yd. 9.25/sqg. yd.
without removal from site > /sa.y > /sa.y > /5.y
milling of 2” off top of grade

12 14.00/sq. yd. 13.00/sq. yd. 11.25/sq. yd.
with removal from site > L] > /sa.y 5 /sa.y

13 pulverizing in place $6.00/sq. yd. S4.25/sq. yd. $6.00/sq. yd.

1of3





18-5926 -- Asphalt Repair and Maintenance

Binder Course, Delivered and

14 Installed at least 50 but less $89.00/ton $120.00/ton $65.00/ton
than 200T
Binder C , Deli d and

15 nder -ourse, betvered and | ¢79.00/ton $80.00/ton $55.00/ton
Installed 200T or more
Shoulder, Delivered and

16 Installed at least 20 but less $80.00/ton $120.00/ton $78.00/ton
than 100T
Shoulder, Delivered and

17 N v $40.00/ton $40.00/ton $43.00/ton
Installed 100T or more
Fine grading requiring a road

18 grader or equal, mobilization | $500.00/each $500.00/each $235.00/each
charge, round trip
Fine grading requiring a road

19 grader or equal, atleast400 | $2.50/sq. yd. $4.00/sq. yd. $2.25/sq. yd.
but less than 1000 sq. yd.
Fine grading requiring a road

20 grader or equal, 1000sq.vyd. | $2.00/sq.yd. $2.00/sq. yd. $0.95/sq. yd.
or more

21 RUBBERIZED MIX $154.00/ton $250.00/ton $120.00/ton

22 POROUS AND WARM MIX $194.00/ton $250.00/ton $130.00/ton

23 LINE STRIPING $1.00/lineal ft. $0.60/lineal ft. $0.23/lineal ft.
BREAKER ATTACHMENT FOR

24 $100.00/day $50.00/day $150.00/day

THICK ASPHALT
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18-5926 -- Asphalt Repair and Maintenance

25 BASE STABILIZATION MAT $1.00/sq. ft. $5.00/sq. ft. $0.30/sq. ft.
FINE GRADING REQUIRING

26 ROAD GRADER <400 SQ YD $8.00/sq. yd. $4.10/sq. yd. $4.80/sq. yd.
STAMPED AND COLORED

27 ASPHALT $3.00/sq. ft. $9.00/sq. ft. $4.00/sq. ft.

28 FOREMAN $50.00/hr. $100.00/hr. $48.00/hr.
OPERATORS (to include paver

29 and screed man, rollers and $50.00/hr. $100.00/hr. $50.00/hr.
skid steers)

30 TRUCK DRIVERS S45.00/hr. $100.00/hr. $40.00/hr.

31 LABORERS $35.00/hr. $100.00/hr. $30.00/hr.
WEEKEND PREMIUM FOR

2 . , . .

3 ASPHALT PLANT $500.00/day $3,000.00/day $490.00/day
Asphalt Overl t least 2

33 sphatt Bverlay at feas $99.00/ton $200.00/ton $68.00/Ton

Tons but less than 500 Tons

Lot 2: Crack Filling

Fahrner Asphalt

Show Striping

Sealers LLC Industries
ITEM NO. ITEM DESCRIPTION NET UNIT PRICE NET UNIT PRICE
34 INFRARED HEATER REPAIR | 22 0:00/heated | 570.00/heated
patch patch
INFRARED HEATER REPAIR
35 150.00 h 120.00 h
MOBILIZATION > /eac 2 /eac
CRACK FILLING: clean, rout,
| halt kfill
36 apply asphalt crackiiit $1.10/lineal ft. |  $0.50/lineal ft.
material, and protect with
tissue paper.
CRACK FILLING
37 $290.00 $90.00

MOBILIZATION
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CITY OF STOUGHTON RODNEY J. SCHEEL
DEPARTMENT OF DIRECTOR
PLANNING & DEVELOPMENT

' 381 East Main Street, Stoughton, WI. 53589
it LI T (608) 873-6619  www.ci.stoughton.wi.us
Date: June 17, 2019
To: Public Works Committee
From: Rodney J. Scheel

Director of Planning & Development
Subject: Building Use Policy

In light of the recent relocation of City administration offices to the former McFarland State
Bank building, the Leadership Team has reviewed the Building Use Policy and is offering
suggested changes to the document. The proposed changes can be found in the marked up draft
dated 6-17-20109.

A couple of highlights to the proposed changes:

e The former City Hall at 381 E. Main Street is now referred to as the “Opera House
Facility” and the Opera House Director has been designated as the Building Director for
the facility.

e The meeting rooms in the Opera House Facility have been added to the list of available
rooms. The intention is to reclaim the former Recreation Department office as a third
meeting room in the lower level of the building as it had been when the facility was
remodeled in 1999.

e Secluded meeting rooms that are internal to various City buildings are not intended to
hold public meetings and are not included in the Building Use Policy for possible rental.
Such rooms include: New City Hall Conference Room and Fire Department Conference
Room.

If you have any questions, please let me know.



http://www.ci.stoughton.wi.us/




CITY OF STOUGHTON MUNICIPAL BUILDING USE POLICY

Approved by Council 7/28/2015
Draft Changes 6-17-19

STATEMENT OF POLICY

Recognizing that City Buildings and their grounds belong to the community, the City of Stoughton offers the
use of certain City facilities by and for the benefit of residents, but not to interfere with any municipal
operation of the community. The primary use for all city buildings will be for city business and events, which
shall take precedence over and above any secondary uses. This policy does not cover the Opera House
Theater, Library or Park Facilities such as shelters or athletic fields, which are covered under separate
policies. The Common Council Chambers also serves as the City’s Emergency Operations Center and
therefore cannot be reserved for non-governmental users. Reasonable cost recovery fees will be assessed to
maintain City facilities for future use.

Commercial enterprises and for-profit businesses will not be allowed to reserve city building spaces.

The City of Stoughton will consider all qualified users without regard to race, color, religion, creed, gender,
national origin, age, disability, marital or veteran status, sexual orientation, or other status covered by
applicable state or federal laws or regulations.

The fact that a group is permitted use of the room(s) does not in any way constitute endorsement of the group’s
policies or beliefs by the City, or staff.

All organizations/individuals using the Stoughton City Buildings will maintain compliance with Federal, State
and local laws and regulations regarding discrimination. This includes but is not limited to the Federal Americans
with Disabilities Act.

This policy may be subject to change based on need or circumstances as approved by the City.

APPLICATION PROCESS

Applications for use of available rooms will be given on a first request basis. All City of Stoughton
committees, commissions and boards, city departments, and any other groups under the control of the City
Council shall be given priority in scheduling. Building use will be determined by the Building Director
(BD). Groups will be allowed to use the facility on a first-come, first-served basis after governmental groups.
Room use will be limited to twelve times per calendar year. Advance reservations must be made 30 days in
advance, except in special circumstances as approved by BD. Regularly scheduled meetings may be made no
more than 6 months in advance, and are always subject to cancellation due to city needs.

The application shall specify the facilities requested, the date(s) needed, time and the name, telephone
number, and the address of at least one (1) person of the organization or group who shall be personally
responsible for all charges arising out of the intended use of such facility. Applications for use of a facility
shall be submitted to the appropriate facility contact listed in the section below.

APPEAL PROCESS
If there is a question as to approval or denial of a user group by the BD, an appeal may be submitted to the
Mayor.

T:\PACKETS\Public Works\2019\June Meeting\BUILDING USE POLICY-Council Approved 7-28-2015 - Draft Changes 6-17-
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FACILITY USER FEE SCHEDULE
Subject to availability and approval by BD, use of facilities during normal business hours shall not be subject
to a rental fee.

All facilities rented for hours outside normal operation will be charged an hourly rental fee. The fee shall be
charged per hour and will start %2 hour before the scheduled start time of the event and continue Y2 hour
following the completion of the event. The fee is intended to cover basic overhead including building
monitoring during the event. The fee shall be $15 per hour.

Existing-Rental fees may be waived at BD’s request or judgment for specific charitable or non-profit
activities that benefit the city.

USERS

Governmental Users

City of Stoughton governmental meetings and activities include, but are not limited to: meetings of city
committees, commissions, boards, events or meetings sponsored by a City department, committee or
commission and are under the control of that body and is staff by City a City employee. City governmental
users shall be given priority in scheduling. Other governmental units may be granted use of space if space is
available.

Non-Governmental Users
Non-governmental users are all users not considered governmental users.
Non-governmental users may be allowed use of the facility per this policy when space is available, with the
understanding that if a governmental user requires the use of a facility they will be bumped from using the
facility. The City of Stoughton specifically excludes the following types of uses of its meeting rooms
(except at the Library where Library Board Policies shall govern):
e Programs involving the sale, advertising or promotion of products or services. City facility space is
not intended to compete with private locations for profit making events.
e Training events that are used to promote, market, or sell items or services.
e Business firms and other for-profit organizations soliciting or selling products or services, regardless
of purpose.
e Private social functions, such as showers, birthday parties, and the like (except at the Senior Center
and Youth Center.)
e Political campaigns and/or fundraising.
e Programs not in keeping with the City’s goals and objectives, or which would interfere with the
operation of the City

T:\PACKETS\Public Works\2019\June Meeting\BUILDING USE POLICY-Council Approved 7-28-2015 - Draft Changes 6-17-
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ROOMS AVAILABLE FOR USE

Rooms listed in this Section may be available to groups and organizations upon approval dependent on the
user requirements, availability of space and time of use. Requests for use of meeting rooms should be
submitted to the following for processing:

*Please see the attached fee schedule.

EMS — EMS Office, 873-6500

Hanson Room: Room size: 40 X 28

Code Capacity = 90 persons

Design Capacity = 570 persons

Furnishings: Flip top tables on coasters, chairs and podium.

Audiovisual Available: Ceiling mounted projector, projection screen, VCR/DVR, TVs (2)
and podium. Wireless Internet access available

No computer available for use

Halverson Room: Room size: 32 X 22

Code Capacity = 32

Design Capacity = 20 persons

Furnishings: Flip top tables on coasters, chairs and podium.

Audiovisual Available: Ceiling mounted projector, projection screen, VCR/DVR, White
Board, TV and podium. Wireless Internet access available

No computer available for use

Note: Halverson & Hanson Room can be combined to accommodate larger meeting space.

Fire Department — Fire Chief, 873-7218

Training Room: Approximately 1,500 square feet, 25 tables and 50 chairs available; Room
Capacity: 45 seated at tables, 80 without tables; Video Projector (no computer provided) and Audio
equipment available, wireless Internet access available. No computer available for use

Opera House Facility — Opera House Director, 646-0019

Hall of Fame Room — Meeting room with maximum capacity of 25 people, table to accommodate
10 people and perimeter seating. Video projector (no computer provided) and wireless Internet
access available.

Giles Dow Room — Meeting room with maximum capacity of 25 people, table to accommodate 10
people and perimeter seating. Wireless Internet access available.

Ed Overland Room — Meeting room with maximum capacity of 15 people, table to accommodate 6
people and perimeter seating. Wireless Internet access available.

Senior Center — Senior Center Receptionist, 873-8585
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Main Floor — Seating for £86-80 people at tables; Video Projector (no computer provided) and
Audio equipment available, wireless Internet access available. Kitchen available for catered foods
only — no utensils or tableware available for use.

Lower Level — Capacity 30 to 50, wireless Internet access available.

Second Floor — 2 small meeting rooms with capacity 10 to 15, wireless Internet access available.

Youth Center — Parks & Recreation Director, 873-6746

Main Floor — Lounge Area with TV and Video Games — No food on carpet, kitchen available for
catered foods only — no utensils or tableware available for use.

Second Floor — Capacity to 200

GENERAL RULES AND REGULATIONS

Conditions of Use:

The applicant(s) must provide sufficient supervision so that the event will remain orderly and to prevent
damage to the facility.

e Decorations and other items may not be attached to walls or fixtures;

e Prior to departure the room will be put into the same condition and configuration;

e On departure all lights shall be turned off and the room\facility secured and locked.

e Violations to this policy shall be grounds to deny future requests.

The use of the room is subject to all ordinances and laws being complied with, specifically, but not limited to
the prohibition of tobacco use and/or possession of alcohol or illegal substances.

The City may place restrictions and/or additional requirements for the use of the facility. The applicant may
be required to pay for these associated costs.

Cleaning and/or Damage to City Property

The applicant shall be responsible for:
e Reasonable and necessary expenses incurred by the City for the purpose of cleaning the facility
beyond customary cleaning done by the city;
e For the cost of replacement or repair of damaged or stolen property.

Miscellaneous

The City is not responsible for any equipment or other property left at the facility at any time. Property left
for 30 days will be deemed abandoned and disposed of in a manner deemed appropriate by the City.

Unless specified otherwise by the BD, premises must be returned to its original condition, to include location
of tables and chairs and equipment (if any) used. All trash and refuse generated will be removed and hauled
to designated location by users.

Additional specific policies, rules, exceptions, and limitations as pertain to each specific building are
contained herein, and violations by users may lead to suspension of use privileges for any using party.
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Failure to meet the above requirements may result in the denial of future use for the individual or group
associated with the facility’s use.

Approved by the Common Council on July 26, 2005
Revision approved by Council on August 22, 2006
Revision approved by Council on January 27, 2009
Revisions approved by Common Council on July 29, 2015
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CITY OF STOUGHTON
BUILDING USE APPLICATION

This form is to be completed by all groups requesting use of a City facility for an event that is not a primary City function.
The City reserves the right to cancel a scheduled use in the event of an anticipated violation of any rule, regulation or law or
if a governmental user requires the use of the facility. Any misrepresentation on the application may void any use of the
facility.

EMS Facilities — contact EMS Office (873-6500)

Fire Station Training Room contact Fire Chief (873-7218) or firedept@ci.stoughton.wi.us
Opera House Facilities — contact Opera House Director (646-0019)

Senior Center Facilities — contact Senior Center Receptionist (873-8585)

Youth Center — contact Parks & Recreation Director (873-6746)

ORGANIZATION:

ORGANIZATION CONTACT:

Name:

Phone: Days: Evenings:

Name:

Address:

DATE OF MEETING:

Beginning AM/PM Ending at AM/PM
at

ATTENDANCE - EST. TOTAL
DESCRIBE PLANNED
ACTIVITY IN DETAIL:

FACILITIES USE AGREEMENT: The undersigned application agrees to abide by all rules and regulations of the City of
Stoughton regarding use of city facilities, to hold harmless and to indemnify the City of Stoughton from any and all claims,
losses, damages, actions, causes of action and liabilities of any kind or nature whatsoever which are directly or indirectly
related to the use of the facilities described herein by the undersigned and any guests, friends or invitees which result in
injury or loss of property to any person using the facilities herein described. My organization/group will be responsible for
the repair or replacement of any damages to the facility. My organization/group agrees to comply with the conditions set
forth in the City of Stoughton Building Use Policy. My organization/group agrees to meet ADAA (Americans with
Disabilities Act) requirements and to provide accommodations to access the meeting or program.
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Additional Requirements:

Signature:

Approved:

Date:

FEES AND DEPOSITS

___hours at $15/hour

No Fee for Governmental Defined Users
Flat Fee $10 per use

Hourly Rental Fee (starting ¥2 hour before
event and continuing %2 hour beyond event.)

TOTAL
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Sec. 66-706. - Street designs standards.

The minimum right-of-way width, roadway width, sidewalk requirements, and parking requirements
for all proposed public streets shall be as specified in the following Figure 5. If the city's official map or
components of the city's or metropolitan planning organization's comprehensive plan, transportation plan,
or bikeways plan, provide for alternative requirements (such as an on-street bicycle lane) the city may
substitute the alternative requirements for those listed in Figure 5 below. The city may also consider other
appropriate street design requirements from those shown in Figure 5.

Figure 5: Minimum Public Street Design Requirements

Right-of-way | Street width, curb-face Sidewalks On-Street Parking
Type of Street - . 1
width (feet) to curb-face (feet) Required Allowed?
Arterial Street 100 48 Yes, both sides No
) Determined on a case-
Collector Street 80 44 Yes, both sides )
by-case basis
Neighborhood
8 66 38 Yes, both sides Yes, both sides
Connector Street
Minor Street—2 side ) .
. 60 38 Yes, both sides Yes, both sides
parking
Minor Street—1 side
] 60 34 Yes, both sides Yes, one side ?
parking
Minor Street—No .
60 28 Yes, both sides No

parking

28 if no parking, 34 if i )
Cul-de-sac 60 . i Yes, both sides Yes, one side
one side parking

Alley 16 12 No No

NOTES: * All sidewalks shall be concrete and five feet in width. 2One sided parking shall be located
on the south and east sides of the street unless otherwise determined by the city.

(1) Extension of existing streets (that exceed the above standards) shall be developed to conform
to the existing street dimension or taper to the dimensions noted in Figure 5, as determined by
the city.





(2) Cross-sections for freeways, expressways, parkways, and boulevard streets shall be based
upon detailed engineering studies.

(3) Cul-de-sac streets designated to have one end permanently closed shall not exceed 600 feet in
length measured from the centerline of the intersecting street to, but not including, the cul-de-
sac turn-around. All cul-de-sac streets designated to have one end permanently closed shall
terminate in a circular turn-around having a minimum right-of-way radius of 50 feet and a
minimum outside curb radius of 40 feet. All cul-de-sacs shall be designed to accommodate
snow storage and removal per the direction of the city.

(4) Where on-street bike lanes are required, the width of each bike lane shall not be less than five
feet, not including the gutter section. Such width shall be in addition to the width required by
Figure 5. Placement of bike lanes shall be in accordance with the AASHTO Guide for the
Development of Bicycle Facilities.

(5) Subdividers shall refer to the official map for site-specific standards related to the requirements
of this section.

(Ord. No. 0-7-09, 6-23-2009)






Plotted: May 24, 2019 — 2:53pm Xref's:

C3.0 TYPICAL SECTIONS User: msaunders

File: 1:\2019\157018\DWG\Civil\Civil Sheets\PH2 First Addition\157018 C3.0 — Typical Sections.dwg Layout:
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8" OF 13" CRUSHED AGGREGATE BASE COURSE

TYPICAL FINISHED SECTION - COLLECTOR STREET (NO PARKING ON STREET)
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