NOTICE

The City of Stoughton will hold a Meeting of the Public Works Committee on Tuesday
May 18, 2010 at 6:00 p.m. in the Hall of Fame Room, City Hall, 381 E. Main Street,
Stoughton, Wisconsin 53589.

AGENDA:

Cali to Order

Communications

Approve Draft Public Works Committee Meeting Minutes from April 22, 2010
Reports

Old Business:

1. Paradise Pond - Update

2. Review Proposed Changes & Recommendation - Removing Snow from Sidewalks — Sec. 64-13
Snow & Ice Removal

3. Wood Storage Site for Ash Trees - Update

New Business

Discussion & Update Fourth Street Dam Hydro Power Project

Discuss & Recommend Award Bid Paradise Pond Project

Discuss Placement of Crosswalk for Youth Center on Main Street
Discuss & Recommend Private Property in Street Rights-of-Way Ordinance Section 64-9 (9) (2)
Discuss & Recommendation Road Hazard Policy

Discuss & Recommendation Diggers Hotline Policy

Discuss & Recommendation Pavement & Curb Marking Policy

Discuss & Recommendation Traffic Parking & Street Name Signs Policy
. Discuss & Recommendation Work Zone Safety Policy

10. Future Agenda ltems

11. Adjournment

LN WON =

SENT TO:

Tim Carter - Chair

Greg Jenson

Dave McKichan — Vice Chair
Steve Tone

cc: Mayor Donna Olson
Council Members
Street Superintendent Karl Manthe (packet)
City Department Heads
City Attorney Matthew P. Dregne
Library Administrative Assistant Debbie Myren
Deputy Clerk Pili Hougan
Mary Gavigan, Stoughton School District
Stoughton Newspaper/Wi State Journal/Capital Times
Gerald Olsen, 317 Prospect Lane - Stoughton, WI. 53589

NOTE: AN EXPANDED MEETING MAY CONSTITUTE A QUORUM OF THE CITY COUNCIL

NOTE: For security reasons, the front doors of the City Hall Building (including the elevator door) will
be locked after 4:30 p.m. If you need to enter City Hall after that time, please use the Fifth Street
entrance or if you are physically challenged and are in need of assistance, please call 873-6677 prior to
4:30 p.m.




Public Works Committee Minutes
Tuesday April 22, 2010 at 6:00PM
Hall of Fame Room, City Hall 381 E Main St., Stoughton, WI 53589

Members Present: Alderpersons; Steve Tone, Tim Carter, Greg Jenson, and Dave McKichan

Absent & Excused: None

Guests: Planning Director Rodney Scheel, Street Superintendent Karl Manthe, Mayor Donna Olson
and Alan Staats.

-—

Call to Order: Carter called the meeting to order at 6:00 PM

Elect Chair & Vice Chair: Tim Carter was nominated and eIected to be Chalr Dave McKichan was
nominated and elected Vice Chair. Votes 4-0.

Approve minutes of March 16, 2010: Motion by Mcchhan seconded by ~
minutes. Carried 3-0 — Steve Tone abstained from votlng

1s0N to approve

Communications: Carter stated that he felt the reflectlve materral at Cooper’s C USH
working well. Manthe stated the signs would be erected shortly

Activity Report: Manthe reported:

1. Street and Parks crews were busy colle trng storm damage brush and the first regular brush
collection for the year,. . o ERt

2. yard waste opened on April 1%

3. leaf vacuum has been out since April 5" collectmg leaves from the park row and will continue
until April 23", : v :

4. Street sweepers have completed first round of street sweepmg The County has started charging

for removal of sweeplngs so we are looking into way to screen the litter out.
5. The spray patcher contlnues to frll potholes throughout the city

7. Crews set up the pump and started pumplng down Paradise Pond on April 8" Depending on the
weather pumping wrll take two to three weeks.

. ‘cleamng storm water mlets

preparmg sprlng equment (mowers, parks equipment),
cemetery cleanup,

dumping downtown garbage containers,

assisting Clerk’s Department with Elections.

9. Parks Department has started spring cleanup in parks (picking up branches, litter, placing out
barrels, tables, trail maintenance, etc).

10. Protective netting has been installed at 3 ball diamonds.
11. Staff has also been busy preparing ball diamonds for baseball and softball.





Old Business:

5.

New Business:

10.

Paradise Pond Update: Scheel stated that the project is currently being advertised in the
traditional manner with bids due by May 6™ and also a separate bid for the pumps under Bid Bridge
which is due on May 4" After the bids are received a decision will need to be made as to whether
or not to proceed or proceed in steps as we do not have a permit yet. The estimated time for the
project to begin would be early July and finish around the end of Sept — early October.

Review Proposed Changes & Recommendation — Removing Snow from Sidewalks — Sec 64-
13 Snow & Ice Removal: In paragraph (a) the time was changed from 9:00 AM on the day to on
the second day. The committee was still concerned about the time frame given for when the City

steps in and clears and charges for the work and also felt that, if the property was a rental, both the
occupant and the homeowner should be notified. The first offense each year will be handled with a

door tag. The committee decided that there needs to be a policy in place to address this issue

separate from the ordinance. Staff will work on a policy and submit at the May meeting.

Wood Storage Site for Ash Trees - Update: Mahfh;e,mentioned‘ three sites — 1) Uﬁ]ities“property,

2) Payne & Dolan site in which they are trying to annex into the City and 3) 1000 East Street which
also has a building on site which could be used for storage — Manthe will be checking into the
situation surrounding this property. Properties 1 & 2 have already said it would be okay for the year

2011. Other details such as operational costs vs. costs genéfate_d are still being developed.

Award Bid & Recommendation 2010 Sidewalk, Curb and Gutter Replacement Project: Scheel
stated this project is an annual project and felt we had received good prices overall and

recommended that we approve the bid of $84,900 from N & N Cement a local contractor that will be
working with DW Nelson. Motion by McKichan, seconded by Tone to recommend to Common

Council to award the 2010 Sidewalk, Curb and Gutter Replacement Project to N & N Cement

for the bid of $84,900.00. Motion carried 4-0. -

Award“B'id and Rfé&mmend‘a?ﬁdn 2010 Street Construction (S Van Buren St & Prospect Ln):

Manthe stated that on April 22, 2010 the re-bids were opened at City Hall for the 2010 Street

Construction projects of Prospect Lane (W Main St to W South St) and S Van Buren Street The

low bid was from Forest Landscaping in the amount of $420,645.00. There was a cost savings and

the committee requested that Manthe produce a list of other projects and prioritize the list. Motion

by McKichan, seconded by Tone to recommend to Common Council to award the 2010 Street

Construction Project to Forest Landscaping & Construction for the bid of $420,645.00.

Motion carried 4-0.

Future Agenda Items: Noxious Weeds (Committee chose not to bring back), Crosswalk
placement for Youth Center, Paradise Pond Update, Snow & Ice Removal Sec 64-13, Wood
Storage site

Moved by McKichan, seconded by Tone to adjourn meeting at 7:24 pm. Carried 4-0.

Respectfully submitted by Vickie Erdahl, staff member 3/17/10






CITY OF STOUGHTON

STREET DEPARTMENT

PART

KARL D. MANTHE
Street Superintendent
kmanthe@ci.stoughton.wi.us

e
(608) 873-6303 Ext. 622
(608) 877-8387 Fax

www.cityofstoughton.com

Activity Report
Streets & Parks

Department
April 15-May 15
2010

The city got a great bid price for crack sealing this year from Fahrner Asphalt Sealers and
was able to complete more crack sealing this year then expected. Fahrner completed the
project in 3 days to various streets within the city.

After collecting brush for 3 weeks at the end of March and beginning of April, you would
think that there wouldn’t be much brush out for May; how wrong that would be. Street
crews hauled away another 126 truck load of brush the first week of May.

Greenways have been mowed for the first time this season as the early spring has the
grass growing. A couple greenways we unable to be mowed because of wet conditions
that would cause damage to the ground if the mower was brought in. Those greenways

will be mowed at a later time.

Yardwaste site is experiencing high volume of users and yardwaste in addition to street
crews out at the end of April collecting yardwaste for curb with leaf vacuum.

Stump grinding has started with dirt backfilling and tree planting to follow.

Fountain on Lynn Street and in Riverside Cemetery have been cleaned and turned on
Equipment maintenance performed on Streets, Parks, Police, and EMS Fleet.

Staff participated in Arbor Day Celebration at Stellar Services in Business Park North.
Stellar Services purchased 37 trees for their property from the Tree Nursery. Some 100

trees were available for residents and all but @ 18 trees sold.

Spray patch unit has been out patching potholes and surfacing scaling areas. This unit
has been very helpful at controlling repeat potholes.

S:\public works\Activity Reports\Activity Report April 15-May 15, 2010.doc
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Preparing for Syttende Mai Festival; tables, barrels, barricades, putting up flags, hanging
flower baskets, etc. New this year will be recycling containers placed out for plastic
bottles and aluminum cans.

Parks Department has started mowing the parks, re-doing ball diamond infields, park
cleanup.

Streets & Parks staff worked together to re-shingle Eastside Park Shelter and prepare
Community gardens at Lowell Park.

I will keep you updated on the street construction project that has started on S. Van
Buren/Hwy 138 and the Prospect Lane.

Respectfully Submitted,

Karl ©. Manthe

Karl D. Manthe
Street Superintendent

S:\public works\Activity Reports\Activity Report April 15-May 15, 2010.doc
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2010 April Yard Waste Report

April
Day of Week Users
Tues. 203
Thurs. 298
Sat. 288
Total: 789
April 2010 Yard Waste Users
Total 789
Tues.
Saot. 2% m Tues.
7% | Thurs.
0O Sat.
Thurs.
37%
April
Day of Week # Bags
Tues. 898
Thurs. 1368
Sat. 1482
Total: 3748
April 2010 Yard Waste # bags
Total 3748
<0e0 1482
1500 1368
898
1000
500 -
0 - .
Tues. Thurs. Sat.







Stoughton Street Department Digger’s Hotline Policy

Purpose: The following policy addresses the City’s compliance with requirements of
Digger’s Hotline to mark underground utilities. Marking underground utilities protects
the facilities from damage and workers from injury. -

Background: State law requires all owners and operators of underground facilities to
mark said facilities as part of the Digger’s hotline program. This program is set up for
persons to call a general number in order to get these facilities marked so they do not hit
the underground facilities when they dig. The City of Stoughton is a member of the
Digger’s Hotline program and marks utilities (storm sewer, traffic s1gnals) in accordance
with Digger’s hotline requirements. When a person calls Digger’s Hotline to request an
area to be marked, Digger’s hotline contacts the City (via emall) to inform the City of the
area to be marked.

Receiving Digger’s Hotline tickets: The City shall use FAX machines or - email or other
communication devices to receive Digger’s Hotline tickets. These devices shall be
available 24 hours per day, 365 days per year to receive the Digger’s Hotline tickets.

Determining what to mark: Street Department staff shall review each Digger’s Hotline
requests every working day to determine if the locate is an emergency type locate, a
regular locate or a planning type locate and if the City has any facilities to mark in the
area. Street Department staff shall review city maps and drawings to accurately
determine if there are facilities to locate w1th1n the area requested to be marked.

Marking Utilities: All underground utlhtles owned and operated by the City of
Stoughton shall be marked in accordance with the Digger’s Hotline requirements.
Underground utilities include: storm sewer, and traffic signal cable. Markings shall
follow the Digger’s Hotline convention of using proper colored paint or flags for each
utility. Marking shall be accomplished in the timeframe established under the Digger’s
Hotline rule for emergency locates, regular locates and planning type locates. All City
utilities in an area where an Emergency locate indicates digging will take place shall be
marked immediately. ‘ "

The marking of utilities shall be accomplished by Street Department staff (currently street

foreman) who have access to city maps, drawings and locating devices to accurately
locate all city owned facilities within the areas requested to be marked.

Drafted: Aprﬂ 30, 2010
Adopted: P

S:\CVMIC Policies\Stoughton Digger's Hotline marking policy Feb 2010.doc






CITY OF STOUGHTON
PAVEMENT AND CURB MARKING POLICY

PURPOSE:

The purpose of this policy is to set out inspection and operational standards for the maintenance
of roadway lane line markings, crosswalks, parking stalls and stop lines, as well as the painting
of curbs and medians to balance safety and aesthetic performance of the roadway markings with
operational and budget constraints.

This policy does not address permanent pavement markings which are installed during roadway
construction or special projects.

INTRODUCTION;

The City of Stoughton Street Department has developed a program for painting roadway lane
line markings, crosswalks, stop lines, parking stalls, curbs, pavement symbols, and medians in
accordance to the Federal Manual on Uniform Traffic Control Devices (MUTCD). The purpose
and priority of each are summarized in the following table:

Type of Marking Color Priority Purpose
Crosswalks ‘White 1 Safety
Lane Line White 1 Traffic Control and Safety
Pavement Symbols White 12 Traffic Control and Safety
Lane Center Lines Yellow 2 Traffic Control and Safety
Stop Line White 2 Parking Control and Safety
Parking Stalls White 3 Parking Control, Safety and Aesthetics
Curbs & Medians Yellow 4 Parking Control, Safety and Aesthetics

Roadway and Curb Painting

1. Median Painting
All median nose curbs will be painted yellow. If passing is allowed on either side of the
island, the curb will be painted white.






2. Crosswalks
Crosswalks will be painted in accordance to MUTCD. Crosswalks will consist of 24
inches x 6 foot blocks, or 6 inch border lines where decorative concrete is used. Stop
lines will be installed in the downtown district and at school crosswalks (24” wide by 7
feet long, 3 feet back of crosswalks). Glass beads are used on crosswalks.

3. Curb Painting
Curbs in the downtown district will be painted either yellow or white in accordance with

the MUTCD. Generally painted are; curbs radiuses, parking restrictions, and handicap
parking. Other curbs painted upon request are:
e Where a sign indicates “No Parking to Corner”, the curb will be painted to the
sign.
e Where a hydrant is adjacent to the curb, no parking is allowed within 5 feet of the
nearest point on the curb to the hydrant.
e No parking is allowed within 10 feet of a stop sign.
e At an intersection (including lane intersection), no parking is allowed within 15
feet of the property line.
* No parking is allowed within 3 feet of a private driveway (private driveways will
not normally be painted).

4. City Parking Areas
The following City parking facilities will be painted on an as-required basis (yellow):

e North Parking Lot.
e South Parking Lot.
¢ City Hall Parking Lot.
e Fourth Street Parking Lot.
e Public Safety Building Parking Lot.
e Senior Center Parking Lots.

e Library Parking Lot.
e Street Department Parking Lot

5. Handicap Parking, Handicap Loading and Loading Zones
The curb, adjacent to all handicap zones will be painted white. The curb, adjacent to all
handicap loading zones will be painted white. The curb, adjacent to all loading zones
will be painted yellow.

6. Traffic Lane Line Painting
Traffic lane lines will be painted (4”white) in accordance to the MUTCD. Stencils are
used to paint pavement symbols. Glass beads are used on pavement symbols. Generally
lane lines will be considered only on Collector and Arterial Roads.






7. Center Lane Painting
Center lines will be painted (4” yellow) in accordance to the MUTCD. Generally center
lane lines will be considered only on Collector and Arterial Roads.

8. Parking Stalls
All parking stall markings shall be painted (4 white) annually in the downtown district

and as needed outside the downtown district.

Priority and Scheduling of Painting

All pavement markings in the downtown district will be completed as a first priority each year as
weather allows. School crosswalks will be painted in August (currently most school crosswalks
are pavement tape and do not require painting). Any painting needed outside the downtown
district will be completed after the downtown district painting is completed. Painting is a yearly
task; especially since we started using mandated water based latex paint.
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INTRODUCTION

The City of Stoughton is adopting a standardized traffic signage and traffic control signal
policy to ensure the safe and effective flow of both pedestrian and vehicular traffic throughout k
the city. The Federal Uniform Traffic Control Devices Manual dictates the size, shape, and color
of all traffic signs. This manual has guidelines for installing traffic signs and thus créates
uniformly from state to state. The City of Stoughton is required by State law’ to comply with the
guidelines and the Wisconsin Manual on Uniform Traffic Control Devices (MUTCD). The
MUTCD are to be adhered to when installing new signs, relocating éxisting signs and
repairing/replacing damaged or worn out signs, unless the Administration Engiheer specifically
direct otherwise.

THE SHAPE AND COLOR

WARNING signs alert drivers to existing or potentially hazardous road conditio;ns.‘

© Several warning signs help drivers antlclpate sharp turns or curves in the road.

Usually diamond- shaped and yellow, warning signs caution drivers that the road is
slippery when wet; there is an intersection ahead, the lanes narrow, or there be
blcychsts farm ammals or wildlife on or near the roadway.

The pentagon shape with point to the top warns us to watch for school children. The
new color for these signs fluorescent yellow-green is much easier to see in low light
and foggy/rainy weather. The yellow pentagon shape with point to the top warns us to
watch for pedestrians.

Pay attentlon to the round yellow WARNING sign, there is a railroad crossing ahead.

Yellow pennant-shaped signs caution motorists where passing is unsafe.






MOTORIST SERVICE SIGNS

Blue rectangle or square service signs are a welcome sight for travelers who need a
break from the road. We look for these signs to help us find service stations, place to
eat, rest areas, phones, and over night facilities. The accessible sign is one most
inviting for disabled travelers. (Private sectors= responsibility to add this signs except
police department sign). -

REGULATORY signs instruct drivers to do or do not.

f€;>
A crossbuck indicates the railroad crossing.

o UNE Black and white rectangular regulatory signs control lane use. For example, the turn-
must | ONLY lane or when you must keep right or left of a median. They also assign truck
TWRNRIGHT| weight limits for certain roadways and tell drivers the direction of traffic.

A rectangular white sign with green letters indicates that parking is permitted with
restrictions. :

We all know that the octagon shape means STOP.

A rectangular white sign with red letters indicates that parking is restricted or
prohibited.

J The red triangle means YIELD, because someone other than you have the right-of-
way.:

A red circle with a slash often communicate the do not=s enter, turn, U-turn,
pedestrians, or parking.






RECREATIONAL AND CULTURAL INTEREST SIGNS

In addition to swimming, skiing, boating, and fishing areas, these signs also directus . k

- Brown RECREATION signs direct us to areas of public recreation and cultural interest.
'A' to the services in recreation areas, including first aid, post office, and food service.’

GUIDE signs come in a variety of shapes and colors, each one with an important message to
help drivers arrive at their destinations safely.

, Square black and white markers specify U.S. routes and most State routes. The
@ even/odd numbering system also applies to State routes. -

The green and white Amile markers@ help us gauge how far we’ve driven, or how far
we need to drive, through a state. '

e Green GUIDE signs direct travelers to the right exit to cities, airports, park-and-ride
0. 1 stations, and other destinations. Green signs also mark bicycle routes.

_ The familiar red, white, and blue shield tells drivers they are traveling on an Interstate
g Highway. Even-numbered roads run east-west; north-south Interstates have odd
numbers. ~

CONSTRUCTION SIGNS

CONSTRUCTION signs are orange diamonds specifically used only to WARN drivers
about construction and work zone activity. And don’t forget to slow down and give
road crews a BRAKE! ‘






GENERAL GUIDELINES FOR TRAFFIC SIGNS

1.

ALL work is to be written up on traffic signs log issued only by Street
Department. No traffic or parking sign is to be installed, or an existing sign
removed or significantly relocated, without a traffic sign log form. All traffic and
parking signs must conform to the MUTCD and Federal Highway Administration
(FHWA) with WI-DOT supplement. Except for the routine replacement ofa
worn-out sign, no new traffic or parking sign is to be made without a traffic signs
log form.

Diggers Hotline is to be called by the sign crew to obtain clearanee with respect to
underground utilities before sign posts are installed. The Wisconsin State Statute
requires that anyone who intends to excavate provide at least three (3) werking
days (except in an erner’gency)‘ﬁotiee of such intent to all owners of underground
facilities in or near the area of the excavation. It is the digger’s responsibility to
request underground utility locatioﬁé “by ealling Diggers Hotline toll free, at 1-
800-242-85 1 1. |

For Stop or Yield sign knock-downs, or where they are reported missing, are an
emergency and theif replacement has a ﬁigher priority than any other project.
Other trafﬁc and parking signs should be replaced or repaired within five (5) days.
On your way to all jobs, stop and repair any signs you observe to be down or
badly le‘aning. They are dangerous in this position, are more easily stolen, and
attract unwanted and undesirable attention. If you are on your way to an

emergency repair, don’t stop, but make a Traffic Signs Log so that you will





remember to come back later to repair it. Also, write up a Traffic Signs Log for
any signs, including street name signs that you note to be missing.

At the job location, don’t be too hasty in selecting the sign locations(s).
Frequently there are problems resulting from driveways, existing signs, utility’ ‘
poles, trees, picture windows, etc. which make it necessary to shift thé sign
locations from the ideal. Rarely does a property owner welyc,omek the placement of
a sign in the terrace in front of its home. If this cannot be avoided, try not locating

more than one sign post in front of a house, and néVer placing a sign in line with

the main window of a house. Place it on the prope‘rw_lingiigossible. If a sign
has already been posted in the desired location, determiné which has precedence
and relocate the other accordingly. If the owner complains to you about the
location of the sign, and the sign is not a Stop or a Yield, suspend Wbrk and
immediately contact your SLlpeI'VisQr. If neither ”your supervisor nor a general
supervisor is available, stop work at the sife and proceed to the next job location.
Report the incident to your supervisor at the earliest opportunity so that a

satisfactory solution can be worked out by your supervisor. All questions about

why the sign is being installed or removed are to be referred to the Street

Superintendent.

Never place a sign where the view of it would be obstructed by a utility pole, tree,
another sign, or any other obstruction. This typically occurs if the sign is placed
less than fifteen (15) feet beyond other object which is close to the curb.

Utility poles should not be routinely used for mounting unless it can be done





within these guidelines, and even then their use should be minimized. Do pot
stretch these guidelines simply to make use a wood utility pole. Allow a seven
foot space between a utility pole and a sign post so that there is adequate room to
climb the pole.

8. Sign posts are to be placed four (4) feet from the face of the curb, if pdssible. If |
the terrace is too narrow, the sign post may be placed as close as one and one-half
(1.5) feet. No sign is to overhang beyond the face of curb; On highways with a
shoulder, signs should be placed a minimum of eight (8) feet from the edge of the
traveled way, with a maximum clearance of twelvé (12) feet.

MOUNTING HEIGHT

A. The bottom of a traffic or parking sign should not be less than seven (7) féet, nor
more than seven feet six inches:’(7‘6"), above the top of the curb. If two signs are
mounted on the same post, the required clearance is six (6) feet.

B. In districts where there is a shouldéf Butho curb and gutter and pedestrian traffic
is light, the property mounting height is ‘ﬁve (5) feet from the roadway edge to the
bottom of the sign.

C. Keep Right, Large Arrow (WI-6, WI-7)@ and chevron signs and delineators are to
be mounted at a height of 42 inches from the top of curb (or roadway edge) to the
center of the sign. The WI-6 and WI-7 signs are, as a general rule, to be installed
in line with the eyes of an approaching motorist. The best position varies,
depending upon the road width, presence or lack of parking, whether a centerline

is painted, etc. A rule of thumb for streets without a centerline is that sign should





be placed at a point about one-third (1/3) of the street width from the right curb
(or edge).

D. Clearance above the traveled portion of the roadway to overhead signs and sign
structures shall be not less than seventeen (17) feet (usually curb to curb, butkif

there is no curb it includes the usable width of shoulder).

9. As a general rule, only one sign is to be placed on each sign post or uﬁlity pole. However, to
provide complete and adequate signing and minimize the number‘ posts, doubling-up may be
desirable at times. Only under the following circumstances may two signs be piaced on one post
or utility pole. |
1. When both signs are of the same type (such as no parking-timed parking,
turn restriction). A No Parking sign always has precedence éver a timed
(e.g. 2-hour) restriction and is therefore mounted above the other sign, or
2. When the two signs will face :difference directions (ét least 90 degrees
| a’paft). Examples are back-to-back, or when a No Parking sign faces
approaching traffic and behind it is a One Way sign faces a parking lot
~across the street.

10. Signs posted on traffic signal standards or on the same post with a stop sign are to
be limited to those which are critical to traffic movement, such as No Turn on Red
and All Way or 4 Way plates under Stop signs. The mounting height restrictions
specified in #9 above still apply.

11.  When removing a sign, all mounting hardware is to be completed removed. Do





not leave sign post stubs in the ground.

12. Vandalism stickers (which state the penalty for removing or tampering with the
sign) are to be used on all the traffic and parking signs. Under Wisconsin Statute
346.42, you may be prosecuted for intentionally vandalizing or removing this
sign.

13.  Never place a sign in a location where the message conflicts with the curb
markings. An example is placing a 2-hour parking sign in the terrace where the
curb is painted yellow (which denotes no parking at any time).

REGULATORY SIGNS

Regulatory signs inform highway users of traffic laws or regulations and indicate the
applicability of legal requirements that Would not otherwise be apparent. These signs shall be
erected wherever needed to fulfill this purpdse, but unnecessary mandates should bé avoided.
Regulatory signs normally shall be erected at those locations where regulations apply. The sign
message shall clearly indicate the requirement imﬁbsed by the regulatioﬁ and shall be easily
visible and legible to the vehicle operator.

Classification of Regulatory ‘signs:

1. Right of way series:

a. Stop sign

b. Yield sign
2. Speed Series

3. Movement series
a. turning
b. alignment
C. exclusion
d. one way
4, Parking series
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5. Pedestrian series

6. Miscellaneous series
STOP AND YIELD SIGNS
1. Stop and Yield signs are to be placed five (5) feet in advance of the nearest edge

of the crosswalk, whether painted or not.
2. When repairing or replacing an existing sign, relocate it to the distance specified
in #1 if:
A. It is less than four (4), or more than seven (7) feet from the crosswalk, and
B. Doing so will not obstruct the view of the sign. |
Warrants for Stop Sign
Because the STOP sign causes a substantial inconvenience to motorists, it should be used
only where warranted. A STOP sign may be Warranted at an intersection where one or more of
the following conditions exist: k

1. Intersection of a les\s‘important road with main road where
application of the normal right-a-way rule is unduly hazardous.

2: Street entering a through highway or street.

3. Unsignalized intersection in a signalized area.

4, Other intersections where a combination of high speed, restricted
view, and serious accident record indicates a need for control by
the STOP sign.

Prior to the application of these warrants, consideration should be given to less restrictive
measures, such as the YIELD sign where a full stop is not necessary at all times. Periodic
reviews of existing installations may be desirable to determine whether, because of changed

conditions, the use of less restrictive control or no control could accommodate traffic demands
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safely and more effectively. STOP signs should never be used on the through roadways of
expressways. Properly designed expressway interchanges provide for the continuous flow of
traffic, making STOP signs unnecessary even on the entering roadways. Where at-grade
intersections are temporarily justified for local traffic in sparsely populated areas, STQP signs
should be used on the entering roadways to protect the through traffic. STOP signs may also be
required at the end of diverging roadways at the intersection with other highways not designed as
expressways. In most of these cases, the speeds will not warrant any great increaée in the sign
sizes. STOP signs shall not be erected at intersections where traffic control signals are
operating. The conflicting commands of two types of control devices are confuéing. If traffic is
required to stop when the operation of the stop-and-go signals is not wan‘aﬁted, the signals
should be put on flashing operation with the red flashing light facing the traffic ihat must stop.
Where two main highways intersect, the STOB sign or signs should normally be pdsted on the
minor street to stop the lesser flow of traffic. Tfafﬁc engineering studies, however, may justify a
decision to install a STOP sign or signs on the maj or street, as at a three-way intersection where
safety considerations may justify stopping the greater"“ﬂt)w of traffic to permit a left-turning
movement. STOP signs may be used at selected railroad—highway grade crossings only after their
need has been determined by a detailed traffic engineering study. Portable or part-time STOP
signs shall not be used except for emergency purposes. Also, STOP signs should not be used for

speed control.
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Warrants for Yield Signs

The YIELD sign may be warranted:

1.

At the entrance to an intersection where it is necessary to assign right-of-way and
where the safe approach speed on the entrance exceeds 10 miles per hour.

On the entrance ramp to an expressway where an acceleration lane is not
provided.

At intersections on a divided highway where the median between the roadways is
more than 30 feet wide. At such intersections, a STOP sign may be used at the
entrance to the first roadway of the divided highway and a YIELD sign may be
placed at the entrance to the second roadway. ‘

Where there is a separate or channelized right-turn lane, without an adequate
acceleration lane. ~

At any intersection where a special problem exists and where an engineering study
indicates the problem to be susceptible to correction by use of the YIELD sign.

YIELD signs generally should nbt be placed to control the major flow of traffic at an

intersection. However, YIELD signs may be inst‘al‘led to control a major traffic movement where

a majority of drivers in that movement are making right turns. At such an intersection, YIELD

signs should not be erected on moref;than one approach. YIELD signs should not be used on the

through roadwayS'of eXpressways. They may be used on an entering roadway without an

adequate acceleration lane, but in a well-designed interchange, the sign would interfere with the

free merging movement, and it should not be used under those circumstances.

DEAD END SIGNS

The Dead End sign will be the standard, rather than No Outlet. Its location is to be on the

right side of the road to an entering motorist, unless that is physically impossible. Its standard
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location is ten (10) feet beyond the crosswalk.

PARKING SIGNS

1. Because of the varying lengths of city blocks and the different circumstances
which exist in each block, it is obvious that no absolute standard can be
established for selecting the best location for parking signs. A deﬁnifﬁe’pattern and
will be established, however, to promote consistency and aid enforcement. It does
require that good judgment be exercised by the sign stt‘ér.k The basic pattern is to
locate the first sign approximately 55 feet beyond "the end of the corner. No
Parking restriction (which state law extends 1 5 feet ﬁ;om: the crOéswalk), or 70
feet from the crosswalk, whether painted or not) and the fésfriction covers entire
block, the second sign should be placed somewhat beyond the fﬁiddle of the
block. Using the guidel‘iy‘nes!p"reyviously stated, final locations are toy;o‘e selected
and the signs installed. ‘On blocks ‘longer than"SSO foet a third parking sign is
required to adequately post the entife bIQCk. The first s1gn is still placed 70 feet
beyond the crossWalk, but the other tv;}o: signs‘are tentatively located as follows:
A; The distance,from the first sign tdthé next intersection is measured, if

‘ ‘necessary'aﬁd divided into threé equal lengths.
B. The other two signs are placed at the ends of the first two of these lengths
(the one-third and two-thirds points of the distance from the first sign to
the next interéection).
An example: A block is 585 feet long. The first sign is placed 70 feet from the crosswalk.

Deducting 70 from 585 leaves 515 feet. Dividing 515 by 3 results in 172. Therefore, the second
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sign should be placed approximately 170 feet beyond the first, and the third one 170 feet beyond

the second. The guidelines stated earlier do, of course, apply in selecting the final sign locations.

2.

The No Parking Here to Corner (NPHTC) sign will be the standard sign for
extended (more than 15 feet from the crosswalk) corner parking restrictions. Tt is
to have an arrow pointing the appropriate direction and installed in the ‘same
manner as No Parking between Signs sign. If the NPHTC sigri is Jocated inore
than 70 feet from the crosswalk, a second sign - No Parkiﬁg Any Time, will be
placed approximately midway between the crosswalk and the NPHTCG sign.

No Parking This Side signs are to be used Whéi‘e ﬁai‘king is not perfhitted at any
time on the entire block. For other full-time restrictions of lesser distance, the No
Parking Any Time sign is to be used. |

If different parking restrictbns are in effect at different times, two separate signs
will generally be used. An example would be No Parking 6-8 a.m. on the top

sign, and 2 Hour Parking 8 a.m. - 6kp.‘m.""on a separate sign below it.

CROSSWALK

Crosswalks are a critical part of the pedestrian network. Marked crosswalks are most

effective when they can be identified easily by motorists. The Manual of Uniform Traffic

Control Devices (MUTCD) have guidelines for marking crosswalk and permits some variations

-for additional visibility, the basic specifications call for solid white lines not less than 6 inch

marking both edges of the crosswalk and spaced at least 72 inches apart (we use 2 feet by 6 feet

blocks in most areas). In some situations, marked crosswalks might not be enough to ensure

pedestrian safety. There is alternative treatments to improve safety such as electronically
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activated crosswalks, pedestrian-actuated traffic controls, flashing traffic signals, light guard
flashing crosswalks, traffic calming measures, raised crosswalks, and traffic signals are also
being used.

WARNING SIGNS

Warning signs are used to when it is deemed necessary to warn traffic of exiéfir;g or
potentially hazardous conditions on or adjacent to a highway or street. Warning \signé réciﬁire
caution on the part of the vehicle operator and may call for reduction of Speed or a maneuver in
the interests of his/her own safety and that of other vehicle operatbﬁ and pedestrians. Adequate
warnings are of great assistance to the vehicle operator and a"reivaluable in safe—"guarding and
expediting traffic. The use of warning signs should be kept to a minimum bepause the
unnecessary use of them to warn of conditions which are apparent tends to brééd disrespect for
all signs. ’

Typical locations and hazards that may wa.ﬁant the use of warning signs are:

1. Change in horizontal alignment

2. Intersections

3. Advance warning of control devices
4. Converging traffic lanes

5. Narrow roadways

6. - Changes in highway design

7. Grades <

8. Roadway surface conditions

9. Railroad crossings

10. Miscellaneous.

- STREET NAME SIGNS

The Street Name sign shall be retroreflective or illuminated to show the same shape and

similar color both day and night. The legend and background shall be of contrasting colors.
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Street Name signs should have a white legend on a green background. A border, if used, should
be the same color as the legend. A red background on the Street Name signs is prohibited. The
WisDOT preference for letter sizes on Street Name signs are 6" Upper Case letter and 4” Lower
Cases letters (see detail below). This lettering configuration is easier to read and is consiStenf

with lettering layouts on the advanced crossroad name signs.

1. Where possible, the city will use square break-a way sign posts with anchor
System.
2. Street Name signs which are mounted on square posts shall have a minimum

vertical clearance of 9 feet and a maximum of 10 feei (to the bottom of the lowest
sign). Those which are mounted with a wing bracket to a tféfﬁc signal or light
pole and are close to, or overhang, the road are to be mounted at least 12 feet but
no higher than 13 feet. | ’
3. All street name signs will be assembled using 2 singie side street name sign plates
attached to square post to be able tb View street name frém both directions.
4. Note that the sign post is usually placedlw‘here it could be used for mounting a

stop or yield sign (either at the time of installation or at a future date).
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MAINTENANCE

Maintenance Records
Keeping records of sign maintenance and inspections is important, particularly small‘ ‘
signs as these are the ones most often affected by weather and vehicular accidents.
Keeping good records will help you:
t Make good decisions about when old signs panels should be replaced,
! Respond more quickly to relocating or replacing signs frequently damaged,
! Determine which materials are best suited fef your‘erea_and need to effectively
manage your sign program,
! Work with law enforcement pel'sonnel to reduce vandalism, and
' Defend against lawsuits arising from collision with or challenges ébout the
condition of the sign.
The three main elements of maintenance re‘eords include:
'The sign inventory; |
! The log or record Qf incident reports, andk
'The sign/sign_ support maintenance records.
Sign Inventory
It is very important to develop and maintain a sign inventory (the Street Department uses
Signview by Cartagraph). Without a record of the type, size, location, and age of a sign,
it is often difﬁcﬁlt to know what signs are missing or where maintenance efforts can be

best applied. A sign inventory can help you respond quickly and more effectively to an
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incident report. It can help identify areas where there are vandalism or accident
problems. Information that should be included in the inventory includes:
! Sign location includes street or highway, milepost, or block location, and the - ’
traffic directions it faces.
! Sign type or name (i.e. STOP, NO PASSING, etc.).
I Sign panel size (shape) (i.e. 18" X 18", 30" X 30").
! Date installed or replaced.
! Date of any changes and a brief note of what the ichange was (i.e. raised it 2 feet,
changed pipe post to 4" by 4" wood post, etc.).
! Date of most recent inspection or repair.
Incident Reports
Incident reports should include:
! The date and time the report is made or recei%d,
! Who made the report and who reééiygd and entered thé report,
I' A brief d6501‘iption of the problem réi)éi’ted or observed, and
! Whét action was taken, when it was takén énd who was responsible for it. If
there i&as a subseqﬁent review of the work then note who made the review, when
it was made and any subsequent actions required and taken.
This typé report read as follows: The STOP sign (work order #12) on the Northwest
corner of intersection of Oak St. and Prairie St. was reported bent by a concerned citizen.

The sign was checked and straightened by J. Smith on August 16, 2009.
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Maintenance Records

Maintenance records should be kept for any new installtions, repairs of existing
installations, or replacement jobs done on sign and sign supports. This will help to
determine changes in your maintenance activities that improved driver and work safety,
reduce costs, and reduced potential for liability lawsuits. A sign (and sign support)
maintenance record, report, file, or log should included, as a minimum, the following
information:

Time and date of work and name of person I'esponsible for completed work.

Sign/support location by street or highway and traffic direction 1t is facing.

Type of sign and size of sign if replaced.

Type and size of support if replaced

If the following were/are, to Be checked what were they?

*Height to bottom of sigﬁ
*Color of sign
*Size of sign
*Any breakgWay features of post
*Orientatioﬁ of sign (for night traffic)
*Wear or fading of sign
*Location with respect to pavement
‘*Aknything blocking driver’s view of sign

Sign that need maintenance frequently should be investigated. If they are being

repeatedly stolen. Then vandal proof hardware should be used. If they are being hit by
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cars. Then the Street Superintendent should be notified that there may be something
about the streets design or the condition of the pavement that is causing problems.
REPAIR AND REPLACEMENT OF SIGN PANELS
Bent and Damaged Signs
When signs are damaged, bent or vandalized, you have to determine if the sign should be
repaired, replaced or left as is. This is usually a field judgement-more then than not, it is
cheaper to replace badly damaged or unreadable sign than attemﬁt many repéirs.
Consider the repair costs, remaining service life of the sign face after repairs and the
value of sign blank (when it is reusable) against repléciﬁg it with a n’ewyor recycled sign.
Do not leave a sign down or take a sign away and leave nothing. Always try to have
a replacement sign or sufficient repair materials with you. If you decide a ﬁeld repair
is appropriate or you have a repair the"‘siign until a replacement sign can be obtained,
consider the following points: |
While many bent signs can be read 1n the daylight, some bent signs, even signs
with mindr bending are difficult to seé 'étnight because they no longer reflect the
light from the Vehiclé’s headlights back fo the‘driver’s eyes. Minor bending may
“ be repaired by rembving the sign from the post and straightening the sign face.
Accident Damaged Signs and Sign Supports
Retroreflective surfaces that have split, breaks, peels, or separations should be replaced as
soon as practical with new sign. Sign supports should be repaired or replaced to original

conditions.

2]





Simple Maintenance
If the sign is adequate under normal conditions but when tampered with, it can induce a
lack of respect in the driver, additionally the drivers attention is diverted from the
warning message. City employees should be trained to report or resolve such condiﬁdns
immediately.
If the sign is old and the surface is seriously cracked - it has lost itsr retroreflective
charactersistic and appears as a distorted image at night. It should be replaced.
Cracked, crazed, or faded sign faces do not provide adequéf;e night time retroreflectivity.
Damaged Signs
Damaged signs are often more than just bent signs. They can be d‘amaged as a result of
natural actions, accidents, or Vandalism, :
*Natural action, such as eprsﬁre to surﬂight, can result in color fading,
discoloration, and loss of the retforeﬂective characteristics.
*Accidents can result in bends and ’s‘crapes‘ that remove part of the retroreflective
material‘or the message on the sign, additionally bullet holes, dings, and peeled,
worr‘l,k or separated sdrfaces can make a sﬁign‘ difficult to read.
*Vandalized si’gnsf‘are usually either missing or over-sprayed with paint.
Signs may be coﬁsidered damaged if, because of their retrorelective characteristics and
orientation, they cannot kbe seen at night. These signs sustained both physical and
chemical damége and are n'o'longer visible at night.
Field Repair of Bent Signs

A bent sign can often be fixed simply by straightening. If after straightening the message
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remains clear, legible, retroreflective and the sign surface is not opened, cracked or

separated from the sign face, it may be reused. Remember, if a sign is so badly bent that

it will take several hours to fix, it is often cheaper to replace the sign and leave any repaif
or salvage to a sign shop operation. To repair a sign with minor bends, you should:

11.  First try to straighten the sign. If possible, bend the sign back in placé oh the sign k
post with hand pressure (wear leather gloves)

12. Ifthe sign can’t be straightened sufficiently with hand, pressure, remove the sign
from support and place it on a flat surface suchr as a'truck bed, trai‘ler bed, or
fender dolly. Use cardboard or cloth to protec;t“ the s‘ignyface‘gnd ﬁound it flat with
a rubber mallet. (The cloth and rubber mallet will minimize further damage to the
reflective sheeting.)

13, You must use your judgmen‘t‘tb:determine if the sign remains servicéable;
remember, this means if is legibl‘é “both day andf‘night (retrgreﬂective) and there is
no cracking or separation of the shéef;ing material. '

14. If,in youi‘ opinion, the sign is no longér k“servi(’:,eable replace it immediately. If no
sign is available at the site, remount theéxisting sign until you return later with
a saﬁsfactory r’cpla"cement‘.

Field Repair of Scrapes and Holes

Signs with scraped faces (usually as result of being hit) or signs have holes in them

(occasionally as a result of Véndalism) are often no longer legible, particularly at night.

The damaged aréas no longer reflect light back to the driver. These signs often cannot be

read at night.
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Missing Signs
Missing signs are also a very significant problem. While signs can be blown down in
storms, missing signs are often removed by individuals seeking a souvenir or engaged -
what they might consider a Harmless Prank. Of course a missing sign provides no
information for the driver and may create or contribute to a potentially hazardous
situation. This is particularly true when the missing signs are regulatory or warﬁing signs.
Vandalized Signs
If the sign has been hit by several gun shots, it should be replaced or repaired as soon as
practical. If the sign faces are damaged as a result of éhot hdles, or bein“g‘struck by other
objects (such as bottles) should be noted and checked later that night fo determine if their
retroreflective characteristics are acceptable. |
A practical method is to use series of fetr01'eﬂective inspection guide panelé and a
flashlight at night or during hours of reléﬁve darkness. Agencies JshoUld assemble their
own field repair kits, and include all tools kénd»ma’t‘erials, such as adhesive sheeting and
aluminum tape, that they need for common ﬁéld repairs.
1. Usé masking take 01‘1;5 spring clip to hold the éppropriate 8"x10" sign inspection

guide panel to the clean area of the sign’ face,

2. Stand back about 30 feet from the sign,
3. Hold a flashlight about 2 inches from your eye and shine it on the sign.
4. If the inspection guide panel is brighter than the sign face or the sign is illegible,

the sign should be replaced.

5 If the inspection guide panel blends with the sign and is about the same
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brightness, the sign should be considered as marginal and inspected again after a
year.
Nighttime retroreflectivity can also be checked during the day by using a high intensity
spotlight. The spotlight can be flashed on the sign face from inside of maintenance
vehicle. If the sign flashes back, its retroreflectivity is good. If there is no ﬂaShback, the
sign’s sheeting is dead and the sign should be replaced. The spot light"should hagre a
200,00 to 400,000 candlepower bulb and be powered through ,théiyv‘ehicle’s cigarette
lighter. The light and observer should be between 100 to 200 feet from the sign.
Remember, night reviews are still important, while a"‘sign rﬁay appear adequate during the
day, it may be non-visible at night. k
Sign vandalism also includes the theft of signs. Missing signs can be the result of storms
or traffic incidents; however, th¢ pl‘ima;y réason in many areas is simply théft. While
theft can’t be eliminated it may be substéﬁtially reduc‘ejdk by making it difficult to remove
a sign and by developing and implementiné ~,1‘Vaws tb penalize Vaﬁdals.
Specific fasteners éan be uSed to attach signs kto 'support posts which make it far more
difficult for vandals to remo\'}e sign panels. Aﬁéng the more common special fasteners

in use are:

1. Expanding anchor bolts and blind aluminum rivets.
2. Bolts (or nuts) that require special tools to install and remove them (such as fluted

nuts or star bolts).
3. Nuts with sheared off heads.

4. Simply hammering down the excess portion of the threaded bolt so that it cannot
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be easily unscrewed.

TRAFFIC CONTROL SIGNALS

A traffic control signal shall be defined as any highway traffic signal by which trafﬁc is
alternately directed to stop and permitted to proceed. Traffic shall be defined as pedestriaﬁs;
bicyclists, vehicles, streetcars, and other conveyances either singularly or together Whﬂe on any
highway for purpose of travel. The standard for traffic control signals are also importahf because
signals need to function reliably under a wide range of conditions including day énd night,
adverse weather, and visually complex surroundings. \’

MAINTENANCE:

A. The Stoughton Street Department contracts with Traffic and Parking Control Co.

(TAPCO) for yearly rnaintenance of traffic control signals (877-8‘14‘-73 28)
B. The Stoughton Street Depaﬁmént utilizes Remington Electric (608— 83 8-0750) for

repairs to traffic signals, loop detéc’tors, and light poles.
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TRAFFIC SIGNS LOG

ALL work is to be written up on a Traffic Signs Log, so that administrative staff can -~

enter date collected into Signview Inventory Program. Advantages to the Signview software:

1. Recorded date of repair or installation.

2. Location, type, direction.

3. The status of the job is readily accessible.

4. It allows for comments/additional information.
SIGNAGE REQUESTS

To request a signage, you must write a request to Public Safety Committee.

The City installs the signage at no charge to requester

CONCLUSION
The City of Stoughton is required by State law to comply with the guidelines in the
Wisconsin Man,ual‘on Uniform Trafﬁc Control Devices (WMUTCD). Establishing a consistent,
clear traffic signagé and control sign policy for the City of Superior would improve the effective
flow of traffic in Stoughton. ’This would make travel safer and the traffic flow smoother for

pedestrians and vehicles both.
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TRAFFIC SIGNS LOG
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Signs Installed

New__ orReplaced
Label Support Travel
Type Direction
Code Height Sign
Direction
Street Position Install
Name Date
Address Size Sign
Rating
Sheeting Sign Message
ID
Label & Code will be done by secretary
Sheeting Size Support Type Sign Rating
Engineering Grade Physical Size Square Tube Visual
Diamond Grade 4X4 observation
High Intensity Address U-Channel of sign
Non-Reflective Nearest Number Building Excellent
Prismatic Address Fence Good
Fair
Messsage Street Name Height
Word message on Location Estimated height
Sign from pavement to
sign
Position Sign ID Travel Direction
Location: Right (if more than one  Direction way sign is
Left sign on post) being read
Across Intersection 1%, sign
Overhead 2", Sign Sign Direction
Centerline Etc. Direction sign faces

S:\csiesen\signs\sign code sheets






CONTACT PERSON

Karl Manthe
Street Superintendent
Phone: 608-873-6303 ext 622, cell 608-577-1897

Rick Gullickson
Street Foreman
Phone: 608-873-6303 ext 621, cell 608-209-7764

Vickie Erdahl

Administrative Assistant
Phone: 608-873-6303
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City of Stoughton Street Department
Work Zone Safety Policy

A. PURPOSE & AUTHORITY

To outline safe practices and guidelines for the protection of city employees worklng 1n and
around roadways. ~ ~

To comply with the current Manual on Uniform Traffic Control Devices (MUTCD) and the"‘ f
Wisconsin Supplement and the Wisconsin Department of Commerce Admzmsfratzve Code,
Chapter Comm 32.39. g ;

The standards set forth in the MUTCD and Wisconsin Supplemenf are consndered minimum
guidelines, additional traffic control shall be used when necessary

B. GENERAL PoLICY & BEST PRACTICES

All work on highways, roads, streets or their easements shall be planﬁed and implemented
with full regard for safety and to minimize interference with traffic, which includes
pedestrian and bicycle traffic. All planned layouts should be documented. ‘

No work shall begin until all appropria’te Warniﬁg signs, devices and protection methods are
in place and fully functional. All warning signs, devices and protection methods shall be
maintained until all work is complete. All w01k zones shall comply with the MUTCD and
the Wisconsin Supplement. ~

All warning signs shall have prismatic, reﬂectonzed sheeting materlal that complies with
WisDOT’s Standard Speczf cations for Highway and Structure Construction, current edition.
Warning signs shaﬂ be removed, covered, turned, or laid flat when workers or workers’

vehicles are not at the job site or when the signs’ messages are not relevant. All barricades
and barrels shall be reflectorized with Type H reflective sheeting as a minimum. Cones used
during mghttlme oper ations shall be at least 28” in helght and reflectorized.

C. Traffic Control Section
3. Factors

When selecting the appropriate work zone setup for work conducted in and around the
roadway, consideration shall be give to the following factors:
. Phy51ca1 characteristics (hills, curves, accesses, etc.)
Available sight distance
Posted speed limit
Traffic volume
“Type and duration of work
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e Time of day
e  Weather conditions
e Light conditions

2. Long-term, Intermediate-term, and Short-term Stationary Work

All work conducted in and around the roadway that takes longer than 60 minutes to
perform should utilize the guidelines in the MUTCD and Wisconsin Supplemenf The
Work Zone Safety: Guidelines for Construction, Maintenance, & Utility . Operatzons s
handbook should be utilized as a guideline for constructing work zones. N

A greater level of protection may be needed when additional factors ex1st such as those
listed above. ’

3. Short Duration Work

Daytime work that will be completed in 60 minutes or less must still be provided with
adequate traffic control and work zone protection. All work conducted in and around the
roadway that takes less than 60 minutes to perform should utilize the guidelines in the
MUTCD and Wisconsin Supplement. — The Work Zone Safety: Guidelines for
Construction, Maintenance, & Ulezfy Operations handbook should be utlhzed as a
guideline for constructing work zones F -

A greater level of protection may be needed when addltlonal factors exist, such as those
listed above. a :

4. Mobile Work

Mobile operations are work activities that move along the road either 1nterm1ttently or
continuously. - Safety for mobile operations should not be compromised by using fewer
devices s1mp1y because the operatlon will frequently change its location.

Mobile ' dev1ces should be ' used For example, approprlately colored or marked vehicles
with activated high 1ntens1ty lights, perhaps augmented with signs or arrow panels, may
be used in place of statlonary signs and channelizing devices.

- For mobile operations to be successful, the advance warning area should move with the
work area or be leposmoned perlodlcally to be near the mobile work area.

When volumes and/or speeds are high, a shadow vehicle, equipped with an arrow panel

or sign, should follow the work vehicle. In addition, vehicles may be equipped with
truck-mounted attenuators and/or portable, changeable message signs.

SACVMIC Policies\Work Zone Safety Feb 2010.doc





5. Flagging Operations

When traffic in both directions must use a single lane for a limited distance, movements :
from each end shall be coordinated. Provisions should be made for alternate one- way
movement through the constricted section via flagger control. >

All workers involved in flagging operations should be trained on the proper ﬂaggmg
techniques and safety measures.

Worker Protection

Employees who work on highways, roads, streets or their easements shall wear high-
visibility clothing that meets the current ANSIISEA 107 — Hzgh Visibility Safety Apparel
standard.

Training

All workers should be trained in how to work next to traffic in a way that minimizes their

vulnerability. In addition, workers with specific traffic control responsibilities should be
trained in traffic control techniques, dev1ce usage and placement.

SACVMIC Policies\Work Zone Safety Feb 2010.doc






CITY OF STOUGHTON
STREET DEPARTMENT

515 South Fourth Street, Stoughton, WI 53589
(608) 873-6303 Ext. 622
(608) 877-8387 Fax

www.cityofstoughton.com

KARL D. MANTHE

Street Superintendent
kmanthe@eci.stoughton.wi.us

FUTURE AGENDA ITEMS

June 15, 2010 Public Works Meeting

e Paradise Pond Update
e Wood Storage Site Plan

S:\public works\future agenda template
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CITY OF STOUGHTON

STREET DEPARTMENT

KARL D. MANTHE
Street Superintendent
kmanthe@ci.stoughton.wi.us

515 South Fourth Street, Stoughton, WI 53589
(608) 873-6303 Ext. 622
(608) 877-8387 Fax

www.cityofstoughton.com

Date: May 7, 2010

To: Public Works Committee

From: Karl D. Manthe — Street Superintendent
Subject: Paradise Pond Update

Planning & Development Director Rodney Scheel will provide committee with monthly
update on Paradise Pond Project. If any material becomes available for this topic, it will
be updated on the web site or distributed at the meeting.

Bid information will be discussed in new business agenda item number two. Bids using

Bid Bridge were conducted on May 4, 2010 and sealed bids were opened on Thursday
May 6 for the Paradise Pond Project. Please let me know if you have any questions.

S:\public works\Paradise Pond Update May 18, 2010.doc
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CITY OF STOUGHTON RODNEY J. SCHEEL
DEPARTMENT OF DIRECTOR

PLANNING & DEVELOPMENT
381 East Main Street, Stoughton, WI. 53589

(608) 873-6619 www.d.stoughton.wi.us
Date: April 29, 2010
To: Public Works Committee
From: Michael P. Stacey

Zoning Administrator/Assi stant Planner

Subject: PROPOSED PROCEDURE FOR SNOW REMOVAL VIOLATIONS
| am providing a proposed procedure for City Staff to handle snow removal violations per section 64-13.

1. City Staff will wait until 9:00 am, 2 days after a snowfall has ended to inspect properties for snow
removal violations per the proposed ordinance 64-13 amendment. (provided)

2. Onceaviolation isfound, City Staff will document, photograph and send aletter to the property
owner and if the owner does not live at the property a carbon copy of the letter will aso be sent to
the current tenant. There will only be one letter sent per season. (see attached example)

3. Inorder to allow the letters to get to the respective owners/tenants, City Staff will wait 9:00 am, 3
days after the letter is sent to re-inspect the properties. If the property is still in violation, City
Staff will document, photograph and issue a citation to the owner of the property. If thereis
another snowfall within the 3 day waiting period, City Staff will allow until 9:00 am, 2 days after
the snowfall to re-ingpect and issue acitation if aviolation still exists. The current minimum
citation amount is $177.00.

4. After acitation has been issued, City Staff will wait until 9:00 am, 3 days after the citation is
mailed to re-inspect the property. If the property is still in violation and there have not been
additiona snowfalls, City Staff will either remove the snow or contract to remove the snow and
send abill to the owner. If thereis another snowfall within the 3 day waiting period, City Staff
will wait until 9:00 am, 2 days after the snowfall to remove the snow if aviolation still exists. The
current minimum cost for snow removal is $170.00.

5. When thereis aforeclosure or vacant property situation where an owner cannot be located, City
Staff will either remove the snow or contract to remove the snow and place the charges on the tax
roll.

If you have any questions please contact me at 608-646-0421

cC. Director of Planning and Development Rodney Scheel
Street Superintendent Karl Manthe

s:\common\mps\committees\publicworks\proposedsnowviol ationprocedure





CITY OF STOUGHTON RODNEY J. SCHEEL

p=jitie=.. DEPARTMENT OF PLANNING & DEVELOPMENT DIRECTOR
E.\ 7| 381 East Main Street, Stoughton, WI. 53589 (608) 873-6619
! www.cityofstoughton.com/planning fax: (608) 873-5519
Date Sent
Property Owner
Street Address
City, State, Zip

RE: NOTICE: SNOW REMOVAL VIOLATION AT ADDRESS, STOUGHTON.

Dear Property Owner:

This letter serves as notice of aviolation found at the property you own at ADDRESS, Stoughton,
regarding Ordinance Section 64-13 Snow and Ice Removal, of the Stoughton Municipa Code as
follows:

Municipal Code Sec. 64-13(a) Snow and ice removal, states; “The occupant or owner of any lot or
parcel abutting on apublic sidewalk shall remove therefrom by 9 am. on the second day following a
snowfall, all snow, dirt, rubbish or refuse matter, and sprinkle with amaterial to prevent slipping. (For
example: a snowfall occurs on Monday, the occupant or owner would have until 9 am. Wednesday).

If the occupant or owner does not comply with this section, the street commissioner or designee may
issue acitation and may cause the work to be done and the expense reported to the city Finance
Director, who shall annually enter such expense on the tax roll as a specia tax against the lot or parcel
of land. The owner or occupant shall also be subject to aforfeiture for each violation of this section,
with penalties as set forth in section 1-3. Each day aviolation continues shall constitute a separate
violation.”

Thiswill be the only notice that will be sent this season regarding this violation. If the snow is not
removed from the public sdewalk at PROPERTY ADDRESS, Stoughton by DATE (THREE DAY S
FROM NOTICE SENT DATE), as property owner, you will be subject to a penalty per section 1-3. If
after a citation has been issued, the snow has not been removed within 3 days, the City will remove the
snow and bill the property owner. If there is another snowfall within the 3 days after a citation is
issued, the City will alow 2 days after that snowfall to remove the snow if aviolation exists.






® Page?2

If you have any questionsor concerns regarding this notice please cal me at 608-646-0421

| am available Monday — Friday 7:30am to 4:30pm

Sincerely,
City of Stoughton

Micheel P. Stacey
Zoning Administrator/Assistant Planner

cc. TENANT (IF NECESSARY)
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AN ORDINANCE TO AMEND SECTION 64-13(a)
OF THE STOUGHTON MUNICIPAL CODE

The Common Council of the City of Stoughton, Dane County, Wisconsin, do ordain as follows:

1. Section 64-13(a) of the Stoughton Municipa Code is hereby amended and shall read as
follows:

Sec. 64-13. Snow and iceremoval.

(@ The occupant or owner of any lot or parcel abutting on a public sidewalk shall remove therefrom
by 9 am. en-the-day on the second day following a snowfal, al snow, dirt, rubbish or refuse matter,
and sprinkle ice with a material to prevent slipping. (For example: a snowfall occurs on Monday, the
occupant or owner would have until 9 am. Wednesday). If the occupant or owner does not comply
with this section, the street commissioner or designee may issue a citation and may cause the work to
be done and the expense reported to the city Finance Director, who shall annually enter such expense
on the tax roll as a specia tax against the lot or parcel of land. The owner or occupant shall also be
subject to aforfeiture for each violation of this section, with penalties as set forth in § 1-3. Each day a
violation continues shall constitute a separate violation.

(b) No snow or ice removed from private property shall be deposited in the public ways in areas
expected to be cleared by the city. This would include, but would not be limited to, pushing snow or
ice across a public roadway or sidewalk; pushing or carrying and depositing snow or ice on a public
way expected to be maintained for pedestrian or vehicular traffic; and the blowing or throwing of snow
or ice onto a pedestrian or vehicular area. Violation of any of these provisions may result in penalties
as set forth in § 1-3. Each day a violation continues shall constitute a separate violation. If the
occupant or owner does not comply with this section, the street commissioner may cause the work to
be done and the expense reported to the city clerk who shall annually enter such expense on the tax roll
as aspecia tax against the lot or parcel of land.

(c) No snow or ice shall be deposited on private property without the owners consent. Violation of
this provision may result in penalties as set forth in § 1-3. Each day the violation continues shall
constitute a separate violation.

2. Thisordinance shall take effect upon its passage and publication.

Adopted on roll call a aregular meeting of the Common Council of the City of Stoughton held on the
day of , 2010.

VOTE: APPROVED:
Ayes:
DonnalL. Olson, Mayor
Noes:
Adopted: ATTEST:
Published:

Luann J. Alme, City Clerk

s'\common\mps\ordinancechgs\ch64\Snowprivateprop10






CITY OF STOUGHTON
COMpDITTINYT MY YA T PMATTNANTT
STREET DEPARTMENT
515 South Fourth Street, Stoughton, WI 53589

(608) 873-6303 Ext. 622

KARL D. MANTHE
Street Superintendent
kmanthe@ci.stoughton.wi.us
(608) 877-8387 Fax

_ wwuw.cityofstoughton.com

Date: May 7, 2010

To: Public Works Committee

From: Karl D. Manthe — Street Superintendent
Subject: Wood Storage Site — Update

Of the sites identified at the last meeting, I have prioritized the sites based on best overall
site based on access to site, available land, security of site, and cost to prepare site. The
order of priority is:

1. Payne & Dolan Site USH 51 East
2. Utilities Property 3201 McComb Road
3. 1000 East Street (old yard waste site)

The Payne & Dolan site would be less disturbing to neighbors, has adequate road
servicing site, secure by locked gate, and plenty of size for all wood/brush control
operations with room to expand if needed. Payne & Dolan is in the process to annex into
the city, once annexed, the city would need a conditional permit to use the site for this
type of operation.

Still need to finalize detailed costs to prepare and operate site, and finalize strategic plan
with Forester Randy Nelson. Preliminary plans are to start using site in late 2010 or early
2011.

Please let me know if you have any questions

S:\public works\Wood Storage Site Update - May 2010.doc
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Karl Manthe

From: Tim Carter

Sent: Thursday, May 06, 2010 8:26 AM

To: Ross@ScovottiCentral.com

Cc: Karl Manthe

Subject: RE: HYDRO Component Systems, LLC
Hi Ross!

The last we knew, Tom was still waiting for permits from the Feds. We can add this to the
agenda for an update.

Karl: Please add this item for an update to our next agenda.

Thanks.

Tim

————— Original Message-----

From: Ross Scovotti [mailto:Ross@ScovottiCentral.com]

Sent: Wed 5/5/2010 10:01 PM

To: Tim Carter

Subject: HYDRO Component Systems, LLC

Tim:

I was going through a pile of business cards and came across Tom Reiss's card. It made me
wonder what ever happened to the hydroelectric power we were supposed to generate from the
new dam. Since you are the Chair of the Public Works committee, I would like to suggest

you place this item on a future agenda for review.

Thanks,

Ross M. Scovotti

Alderperson, Stoughton District 3
819 Berry Street

Stoughton, WI 53589 USA
+1.608.873.6268 - Home
+1.608.772.6338 - Cell

rscovotti@ci.stoughton.wi.us





CITY OF STOUGHTON

TPV MDA DT NI RN
STREET DEPARTMENT

KARL D. MANTHE
Street Superintendent
kmanthe@ci.stoughton.wi.us

515 South Fourth Street, Stoughton, WI 53589
(608) 873-6303 Ext. 622
(608) 877-8387 Fax

_ wwuw.cityofstoughton.com

Date: May 7, 2010

To: Public Works Committee

From: Karl D. Manthe — Street Superintendent
Subject: Fourth Street Dam Hydro Project Update

Alderperson Ross Scovotti has requested an update on this agenda item. I contacted Tom
Reiss to provide the Public Works Committee with an update with his filed preliminary
permit from the Federal Energy Regulatory Commission (FERC).

Mr Reiss has indicated to me that he has decided not to continue to proceed with the
hydro power generation project. The costs and requirements associated with this project
to generate 180 kilowatts of power are not feasible. Mr. Reiss mentioned during our
conversation that they have currently spent twenty thousand dollars on preliminary
permit tasks and have received an estimate from Mead & Hunt for forty thousands dollars
to do the Consultation Package which allows agencies and the public to offer comments,
suggestions, and request studies above what FERC requires.

As an example of a request, Mr. Reiss indicated that it could cost up to fifty thousand
dollars to install a wheelchair lift for handicapped canoeists. There has not been a lot of
support from State Government (easier process in Canada) to encourage green power
operation and outside agencies have made it difficult to start up hydro plants by making
costly requests for the owners.

Mr. Reiss did say that if the political scene changes in green power generation, they are
still very much interested in pursuing hydro power for the City of Stoughton.

On another note, Mr. Reiss had mentioned the option to install turbine cases in the power
house to regulate water levels in the winter time, thus not risking the chance of tainter

gates freezing. Mr Reiss will provide me with an estimate.

Also, I have also had an inquiry from a resident to rent/purchase the building from the
city. The resident would use the building for a wood working shop for personnel use.

Please let me know if you have any questions

S:\public works\Fourth Street Dam Hydro Project May 2010.doc
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CITY OF STOUGHTON RODNEY J. SCHEEL
DEPARTMENT OF DIRECTOR

PLANNING & DEVELOPMENT
381 East Main Street, Stoughton, WI. 53589

(608) 873-6619 www. ci.stoughton.wi.us
Date: May 12, 2010
To: Tim Carter

Public Works Committee Chairperson

From: Rodney J. Schesel
Director of Planning & Development

Subject: Paradise Pond Pumping Station Project

Last week we received bids for the above project. Asdirected by the Public Works Committee,
we bid this project in atraditional paper bid process and utilizing the BidBridge Electronic
Sealed Bidding process as an option for the pumping station equipment. The results are
contained below.

BidBridge — Just Pumping Station Equipment

This sealed electronic bidding auction process was very successful. Five different suppliers met
the required specifications and participated in the bidding process. The five bidders submitted
88 different bids with 18 first place turnovers. The ending results for the pumping equipment are
asfollows:

Base Bide Alternate Add for Channel Water Level Transducer

ITT W& WW $70,500 $5,000
Crane Engineering  $70,999 $3,180
L. W. Allen $80,200 $4,321
ASC Pumping $88,720 $7,126
Connor Co $97,177 $Not submitted

Traditional Bid Packagefor the Total Project
Four bids were received and are summarized below:

Alt. 7aAdd: Alt. 9b Add: Tota With
Base Soil Removal Water Level Recommended
(net) Transducer Alternates
McHugh $360,425 +$2,000 +$5,461 $367,886
E & N Hughes $394,307 +$1,320 +$8,261 $403,336
Rawson Const. $460,086 +$2,250 +$8,900 $471,236

Merryman Exc. $486,016 +$2,152 +$10,492 $498,660





Summary

It is not normal practice for Bidbridge to develop an aternate for equipment within alarger
project. However we were able to proceed in this manner for our project. We believe the
BidBridge process provided avery competitive market for the pumping equipment for this
project and helped to bring the cost of this component down. Ironically, the results for the low
bidder yield the exact same total cost whether the City purchases the pump equipment directly or
uses the traditional bid package allowing the pump equipment to be supplied by the contractor.
Therefore, to reduce coordination and potential gapsin who supplieswhat, staff
recommendsthat the City regect the BidBridge bids and consider a complete traditional
bid package. Thetotal contract for the low bidder when accepting the recommended Bid
Alternatesfor 7aand 9b is McHugh Excavating for $367,886.

Status of DNR Permitting for Paradise Pond

The City has received the necessary permit to construct this project and has submitted the
Individual WPDES Permit (as directed by DNR) to operate this equipment. We continue to
work with legal assistance to dispute the need for the Individual Discharge Permit. A
determination has not been made by DNR to date. If they continue to require an individual
permit, it will likely require the City to enter into a DNR approved water pollution trading
agreement to offset phosphorus, solids and BOD |oadings from Paradise Pond discharges.
Options we will discuss at your May meeting and are available for consideration include:

1. Delay award of project until aDNR determination in anticipation of their determination by
June 20th. Bids are required to remain open for 45 days from opening. (May 6 — June 20,
2010)

2. Award the project recognizing the construction will take approximately 130 days with
anticipation of DNR determination prior to operation. (A May 25™ award would result in
project completion by November 1, 2010.)

3. Rgect al bids and continue to temporarily pump under our Construction Permit and rebid
following a determination from the DNR.

If you have any questions, please contact me.

CC. Mayor Donna Olson
Finance Director Laurie Sullivan
Street Superintendent Karl Manthe

S\RJIS\Stormwater\Paradise Pond Area\Bid Documents and Schedule\Public Works Committee 05-12-2010.doc






CITY OF STOUGHTON
STREET DEPARTMENT
515 South Fourth Street, Stoughton, WI 53589
(608) 873-6303 Ext. 622

(608) 877-8387 Fax

KARL D. MANTHE

Street Superintendent
kmanthe@ci.stoughton.wi.us

www.cityofstoughton.com

Date: May 10, 2010

To: Public Works Committee

From: Karl D. Manthe — Street Superintendent
Subject: Youth Center Crosswalk

Public Works Committee Chair Tim Carter has requested this item on the agenda to
review the placement of the Youth Center Crosswalk to be located on E. Main St.

I have included the minutes with motion from the October 27, 2009 Common Council
meeting for your review.

Please let me know if you have any questions

S:\public works\Youth Center Crosswalk Review May 2010.doc
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Common Council Minutes
October 27, 2009
Page 3

Moved by Lawrence, seconded by Carter, to approve the revised 2010 capital
improvement plan dated 10-13-2009, as presented. Motion carried unanimously on roll
call.

Moved by Lawrence, seconded by Scovotti, to approve the Stoughton Utilities
2010 to 2014 capital improvement plan, as presented. Motion carried unanimously on
roll call.

Moved by Tone, seconded by Lawrence, to deny a claim submitted by Mr. Timm
Smith in the amount of $904.02 for property damage due to an alleged power
disruption. Motion carried unanimously on roll call.

Moved by Tone, seconded by Christianson, to approve the purchase of a
handicapped taxi van (2009 Dodge Grand Caravan) from Atlas Bus Sales in Milwaukee
in the amount of $34,497, as part of an American Recovery and Reinvestment Act of
2009 Grant. Monies will come from the capital projects fund and will be replaced with
the grant monies when received. Motion carried unanimously on roll call.

Moved by Carter, seconded by Scovotti, to modify the original Council motion
from October 13, 2009 and install a marked cross walk with ramps, standard signage
and safety flags eat of the railroad tracks on Main Street to coincide with the opening of
the Youth Center and with funds of an estimated amount of $5,000 to come from the
sidewalk and signage budgets. Motion carried unanimously by acclamation.

Moved by Carter, seconded by McKichan, to support the position of staff to
continue working with the DNR regarding the Paradise Pond final permit. Motion
carried unanimously by acclamation.

Moved by Carter, seconded by McKichan, to adopt the Official City Destination
Directional Signs Policy, as presented. Motion carried unanimously by acclamation.

Alderperson Carter presented an ordinance to amend Sections 64-5 and 64-6
regarding sidewalk replacement and new sidewalk, for a first reading.

Moved by Tone, seconded by Christianson, to authorize an expenditure of not
more than $3,000 from park development funds for Vierbicher & Associates to write a
riverbank restoration grant application. Motion carried unanimously on roll call.

Moved by Christianson, seconded by Tone, to close the meeting per State
Statute 19.85(1)(e), deliberating or negotiating the purchasing of public properties, the
investing of public funds, or conducting other specified pubic business, whenever
competitive or bargaining reasons require a closed session, at 7:50 p.m. Motion carried
unanimously by acclamation.

A five-minute recess was called at 7:50 p.m.





CITY OF STOUGHTON
STREET DEPARTMENT

815 South Fourth Street. Stoughion, Wi 53580

KARL D. MANTHE

(O8I 5736304 Ext. 699 Streel Su;{armleudem

(BO8) §73-6305 Ext. 622 kmanthe@cistoughton.wi.ng
tH08] 877-8387 Fax

e cltyofstoughton.com

MEMO

DATE: October 21, 2009

TO: Luann Alme
Personal Director

FROM: Vickie Erdahl, Staff Member
Public Works Committee

SUBJECT:  Request to place Agenda for October 27,2009

From the minutes of October 20, 2009

The Common Council approved a pedestrian crosswalk at Main & Seventh Streets for the Youth
Center at the request of the Public Safety Committee. In order to install a crosswalk at this
particular area a parking stall would need to be omitted and there would be curb and sidewalk
modification costs. A safety issue was brought up concerning children not being seen by traffic
due to the fact they would be entering the street between two parking stalls. Discussion revolved
around moving the crosswalk to either side of the railroad tracks where it would be less costly to
install and better vision — however the hill was of a concern especially during the winter months.

Discuss Crosswalk on Main Street for Youth Center:

Motion by McKichan, seconded by Swangstu to recommend to Common Council to modify
the original motion from Council on October 13, 2009 and install a marked crosswalk with
ramps, standard signage and safety flags east of the railroad tracks on Main St to coincide
with the opening of the Youth Center and with funds of an estimated amount of $5,000 to
come from the sidewalk and signage budgets. Carried 3-0.

CC:  Karl Manthe
Street Department
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CITY OF STOUGHTON
STREET DEPARTMENT
515 South Foueth Street, Stoughton, W 53589
(5081 873-6303% Ext. 622

{608 877 -8387 Fax

RARL D. MANTHE
Street Superiniendent
kmanthe@ei.stoughton.wius

e cityofstonghton.com

Date: October 15, 2009

To: Public Works Committee

From: Karl D. Manthe — Street Superintendent
Subject: Crosswalk on Main Street for Youth Center

The Common Council recently approved installing a pedestrian crosswalk across Main
Street at Seventh Street. Improvements include painting, barrelsé& red flags, pedestrian
signs and flashing signs. Also, there are no ADA ramps installed at the proposed location
crossing Main Street, The motion made no reference to funding for some of these items.
The flashing signs installed on W. Main Street/Hwy 51 (near Wal-Mart) was $6,500
dollars to install (solar operated) and truncated domes are $180 dollars per dome plus
concrete improvements. I would like discuss these issues with the committee. Please let
me know if you have any questions.

S:\public works\Crosswalk for Youth Center - October 2009.doc
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PUBLIC SAFETY COMMITTEE MEETING
MINUTES Wednesday, September 23, 2009 -
6:00 p.m.

Hall of Fame Room, City Hall

Present: Alderpersons Larry Weiss, Ross Scovotti, Eric Olstad. Dave McKichan
arrived at 6:07.

Guests: Police Lieutenant Pat Conlin, Alderpersons Sonny Swangstu and Carl
Chenoweth, City Clerk Luann Alme, Helen Johnson, Donna Olson, Diane Warner,
Allen & Kristin Stewart-Roling, Maggey Wolfe and Michael Klawitter.

Call to Order: Alderperson Larry Weiss called the meeting to order at 6:00 p.m.

Discussion regarding pedestrian crossing concerns/requests for the future
Youth Center: Former Mayor Helen Johnson stated the projected opening for the
new Youth Center is by the end of the year, and there are some concerns regarding
pedestrian crossing on Main Street. Moved by Weiss, seconded by Scovotti to
recommend to Council approval of painting a crosswalk on Main Street at Seventh
Street for the Youth Center; placing barrels with red pedestrian crossing flags at
Seventh Street and Pedestrian Crossing warning signs near City Hall and at the top
of Depot Hill. Scovotti made a friendly amendment to add flashing pedestrian
crossing signs if possible. Carried unanimously.







CITY OF STOUGHTON
[REET DEPARTMENT

KARL D. MANTHE
Street Superintencent
kmanthe@ci.stoughton.wi.us

515 South Fourth Street, Stoughton, WI 53589
(608) 873-6303 Ext. 622
(608) 877-8387 Fax

www.cityofstoughton.com

Date: May 7, 2010

To: Public Works Committee

From: Karl D. Manthe — Street Superintendent

Subject: Private Property in Street Right of Way — Ordinance Section 64-9 (g) (2)

In the last year I have noticed many residents in the city beautifying their property by
adding flowers, shrubs, landscape blocks, garden items in the parkrow area. A search of
the ordinance doesn’t clearly state what is allowed within the parkrow right a way, only
that a permit is needed for decorations or improvements.

[ don’t have any problems with residents taking pride in their property and beautifying,
but have concerns of erosion, liability, and where to draw the line on what gets planted or

placed in the parkrow.

I have included City Ordinance Section 64-9 (g) (2) for your review. Please let me know
if you have any questions

S:\public works\Parkrow Plantings May 2010.doc
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Chapter 64 STREETS, SIDEWALKS, AND OTHER PUBLIC PLACES Page 5 of 15

(Code 1986, § 8.05)

Sec. 64-9. Street and right-of-way use.

(@) Purpose. The purpose of this section is to provide uniform, comprehensive standards and
regulations regarding street openings, encumbrances, temporary commercial street signs,
private property in street rights-of-way, and the procedure for requesting approval to improve or
vacate alleys and rights-of-way.

(b) Street opening and encumbrance permits.
(1) A permit issued by city representatives shall be required for the following:
a. Excavation in any public right-of-way.

b. Any obstruction or encumbrance of a public way, for more than two hours. A
dumpster is an example of an obstruction.

c. The moving of any building along or across any public way.
d. Fee for permits shall be adopted by Resolution by the Common Council.
(2) Exceptions. Subsection (a) shall not apply to the following:

a. Signs, clocks or awnings attached to a building which project not more than
three feet into the public right-of-way and which do not extend below any point
nine feet above the sidewalk or sixteen feet above a street or alley.

b. Public utility encumbrances.

c. Goods, wares, merchandise or fixtures being loaded or unloaded which do
not extend more than three feet on the sidewalk, provided such goods, wares,
etc., do not remain thereon for more than two hours.

d. Sandwich board signs regulated under subsection (.

e. Private property installed adjacent to streets in the street right of way,
regulated under subsection (g).

(3) Conditions of occupancy.

a. No obstruction or encumbrance shall cover more than 1/3 of any street or
alley.

b. Any excavation, obstruction, or encumbrance shall be protected by a
temporary fence or barrier at least three feet high and at night shall be lighted by
yellow flashing beacons. In the case of an excavation, yellow flashing beacons
shall be placed at each end and as often as every 50 feet along the length
thereof.

c. Sidewalk traffic shall not be interrupted, except with approval of the Street
Superintendent. Temporary sidewalks of not less than 4 feet in width guarded by
a closed fence at least four feet high on both sides may be maintained during the
period of occupancy.

d. There shall be no obstruction of the flow of water in gutters.

e. The moving of any building or structure shall be as continuous as practicable
until completed and shall be subject to the directions of the street superintendent.

f. Any street, sidewalk or alley surface which has been disturbed shall be
replaced in as good condition as prior to granting of the permit. Refer to special
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provisions and conditions on permit.

g. Upon termination of the work under the permit, all public ways occupied
under the permit shall be vacated, cleaned of all rubbish and obstructions and
placed in a safe condition for public travel at the expense of the person holding
the permit.

(c) Use of unimproved alleys or rights-of-way.

(1) Unimproved alleys or rights-of-way may not be accessed by vehicular traffic, except
for maintenance by city representatives.

(2) Unimproved alleys or rights-of-way shall be mowed and maintained by adjacent
property owners.

(d) Use of improved alleys or rights-of-way.

(1) Parking is not permitted except for temporary unloading.

(2) The city is responsible for maintenance of all improvements.

(3) The alley or right-of-way may be used as an access to property adjacent thereto.
(e) Procedure for requesting approval to improve an alley or right-of-way.

(1) Statement of intent: If the alley or right-of-way is allowed to be improved, the cost of
improvement shall be borne by the parties requesting approval. The improvement shall
be to city standards. The city will be responsible for maintenance of improvements.

(2) Submit a written request at least four weeks prior to a public works committee
meeting to the department of planning and development.

(3) The request is forwarded, along with a recommendation by the department of
planning and development, to the public works committee.

(4) A notice is sent to all adjacent property owners prior to the public works committee
meeting.

(6) The public works committee will recommend to the city council whether to allow the
improvement, taking into consideration the following:

a. Effects on the utilities within the alley or right-of-way. The utilities director
shall provide this information.

b. Adjacent property owner concerns.
c. Impact on the city to maintain such improvement.

(6) Recommendation is sent to the city council, along with a summary. The city council
takes final action.

(f) Sandwich board signs.

(1) Portable sandwich board-type signs are permitted on Main Street, between Hillside
and Page Streets, adjacent to streets, on the sidewalk or on the parkrow, in the right-of-
way as follows:

(2) Permit required. A permit from the department of planning and development shall
be required for sandwich board signs which shall meet the following standards:

a. The maximum size shall be 12 square feet with a base width not exceeding
three feet.

b. Height shall not exceed a maximum of four feet.
c. Sign shall be setback 2 feet minimum from curb face. An unobstructed area
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of four feet shall be provided for pedestrian traffic.

d. Signs shall not be illuminated or reflective.

e. Not more than one such sign permitted per business.

f. Signs must be stored inside overnight and/or when the business is closed.

g. These signs are permitted only on Main Street, between Hillside and Page
Street because this area is a unique business district in the city, and because of
the historic nature of the area.

h. Any business that fails to comply with the provisions of this section, after
receiving one warning, will lose its privilege to display a sandwich board sign for
a six-month period.

(9) Private property in street rights-of-way.
(1) Private property adjacent to streets, in street rights-of-way, is permitted as follows:

(2) Permit required. A permit from the street superintendent shall be required for the
following:

Any structure, installation or construction adjacent to the street, in the public right-of-way
or park row, of private property for longer than 90 consecutive days, such as lamp posts,
hitching posts, benches, sculpture or other art, decoration or improvement. Except that
no permit is required for one "open" flag per business along Main Street from Page
Street to Hillside Street which are placed only on Sundays. In the absence of an existing
flag pole hole in the concrete, the business shall utilize an above-grade holder,
positioned in-line with existing in-ground flag pole hoels.

(3) Exceptions. Subsection (2) shall not apply to mail or post boxes.
(h) Street trees. (See regulations under section 64-14).

(i) Application. Application for a permit under subsections (b) and (g) shall be made to the
Street Superintendent on a form prescribed by the street superintendent and under subsections
(e) and (f) shall be made to the department of planning and development on a form prescribed
by the department of planning and development. The city staff shall process the application and
issue a permit if the application and circumstances satisfy the standards of the subsection, other
applicable building code provisions, and safety and other standards developed or to be
developed by such Department. Persons denied a permit shall be given notice of and the
reasons for such denial, and may appeal the denial to the city's public works committee,
pursuant to the administrative review procedures of chapter 24.

() Liability agreement.

(1) The application for the permit provided for in the preceding subsection shall state
the purpose for which the permit is desired and the proposed location, and shall contain
an agreement that the applicant shall pay all damages to persons or property, public or
private, caused by the applicant, his agents, employees or servants in the doing or
erection of the work for which the permit is granted. Any applicant may be required, as a
condition to the granting of a permit, at the discretion of the street superintendent, to file
an undertaking, in such amount as the street superintendent shall determine, to leave
the street, sidewalk or alley in as good condition as the same was in when the permitted
activity was commenced, keep the place where the excavation is made properly guarded
by day and lighted by night and to save the city harmless from any damages, costs and
charges that may accrue from the applicant's use of such street, sidewalk [or alley] by
reason of such permitted activity.

(2) No permit for permitted activity granted under the provisions of this section shall be
deemed to convey or grant any privilege to occupy the space within or below any street
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or sidewalk or any utility, vault, pipe, drain or any other thing.

(3) When excavations are made under the provisions of this section, the excavations
shall not be left open longer than the necessities of the work demand. In refilling the
excavation, all earth, stone and screenings shall be thoroughly and properly tamped and
the surface of the street, sidewalk or alley left in as good condition as the same was in
before the excavation was made. Provided, however, that whenever it is necessary to
break into a sidewalk for the purpose of making any excavation authorized under this
section, the entire stone so broken into shall be removed and replaced, it being the
intent of this subsection to prohibit the patching of a portion of a stone or stones of a
sidewalk.

(4) Before any excavation, a street cut or blockade in any street or sidewalk is made
under the provisions of this section, during normal working hours, 24 hours advance
notice shall be given by the utility, contractor or person intending to make such
excavation, street cut or blockade to the police chief, fire chief and to the street
superintendent except in cases of emergency.

(k) Termination. Any permit granted hereunder may be terminated by the issuer, either the
department of planning and development or street superintendent for any violation of the
conditions of the permit or this chapter, and in any event shall terminate at the end of three
months from the date of issuance for excavation permits under subsection (b) and as required
under individual permit for permits under subsections (e), (f) and (g).

(I) Work by city. If by reason of violation of the conditions of the permit or these ordinances, it
becomes necessary to repair or clean the public ways, such work shall be done at the direction
of the street superintendent and the cost thereof charged to the permit holder or to the individual
or entity.

(Code 1986, § 8.06; Ord. No. 0-8-08, § 1, 3-25-2008)

Sec. 64-10. Prohibited uses.
(a) Littering prohibited. See §§ 62-1 and 62-2.

(b) Interference with barricades, etc., prohibited. No person shall interfere with or pass any
guard, barricade or barrier placed in a public way by the city or a contractor employed by the
city to prevent public use of the area protected by such guard, barrier or barricade.

(¢) Playing in streets prohibited. No person shall play ball or any other game in the city street.

(d) Conditions dangerous to pedestrians prohibited. No person shall maintain any building,
structure, opening or condition which constitutes a danger to pedestrians using the streets,
alleys or sidewalks.

(Code 1986, § 8.07)

Sec. 64-11. Street names and numbers.

(@) The different names of streets platted within the city and all extensions and continuations of
such streets shall bear the respective names designated on a map now on file with the city clerk
and designated as "House Numbering Map of the City of Stoughton, Wisconsin," and such map
is by reference adopted as an integral part of this section.

(b) The street named and known as Lynn Ct., located in the Third Addition to Glen Oaks, is
renamed and shall henceforth be known as Brewer Ct.

(c) The street named and known as Outlot 10 in Dvorak's Addition, is renamed and shall
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CITY OF STOUGHTON

STREET DEPARTMENT

KARL D. MANTHE
Street Superintendent
kmanthe@ci.stoughton.wi.us

515 South Fourth Street, Stoughton, WI 53589
(608) 873-6303 Ext. 622
(608) 877-8387 Fax

www.cityofstoughton.com

Date: May 7, 2010

To: Public Works Committee

From: Karl D. Manthe — Street Superintendent
Subject: New Business Items 5 through 9

The draft policies included in the May 18, 2010 Public Works Committee Packet are for
new business items 5 through 9. These policies are required by the city insurance carrier,
Cities& Villages Mutual Insurance Company (CVMIC) to review how the city conducts
it day to day operations and the risks involved. The Risk Assessment is conducted every
three years in various departmental areas. This year’s Risk Assessment is scheduled for
July and I am responsible for Section 3 “DPW/Utilities Evaluation and Needs
Assessment”.

These policies were created with assistance from CVMIC who provided templates of
policies used in other communities that CVMIC represents. I checked with City
Clerk/Personnel Director Luann Alme to see if any policies needed city attorney review,
and Ms. Alme reported that city attorney review was not needed because CVMIC has
already reviewed the content of the policies.

I am seeking a recommendation from the Public Works Committee to approve the draft
policies and recommend to Council for adoption.

Please let me know if you have any questions
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City of
Stoughton
Road Hazard Policy

Purpose: This policy provides simple standardized procedures for personnel to follow
to handle various types of roadway hazards.

Objectives:

1. To provide guidelines for Dispatchers, Supervisors and other personnel for daytime
Road hazards.

2. To provide a policy for Dispatchers, Supervisors and other personnel for off-hour
Road hazards.

TABLE OF CONTENTS
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Spilled gravel, dirt, lumber, etc...... | TR 1.02

Branches and limbs...................... L TR -1.03

Accidentdebris.................. 1.04

Gas and oil spills......................... L L T 1.05
SECTION 2 Road construction and work zones

Construction by City crews..................... . T 2.01

Contractor construction........................... L F ¢ 2.02

SECTION 3 Road failures due to underground utilities

Sanitary sewers and Water works........................... 3.01

Storm sewer, culverts and storm intake grates......... 3.02

Private Utilities................oo 3.03
SECTION 4 Minor road surface repairs

Potholes. ..o 4.01

Settling utlhty TEPAIS. ..ot 4.02

SACVMIC Policies\City of Stoughton Road Hazard Policy May 2010.doc





SECTION 1 Debris in the Road or City Right-of-Way

Daytime operations during normal work hours:

Once a call comes in to the Street Department, Office Staff should inform the
appropriate personnel or Supervisor of the situation to plan and carry out the necessary
response.

If the debris is minor and can be easily handled, Streets Office Staff should radio
appropriate crews to the address and correct the hazard.

If the debris is major, Streets Office Staff should notify the appropriate Superv:sor to
have the situation checked for proper action.

Off-Hour operations:

In most cases calls received by Police Dispatch should be assessed and should be
forwarded to the Street staff on call if immediate action is needed, or forwarded to the
Street department the following business day. If Police personnel are on site, they
should assess the situation and take appropriate action to ensure the scene is safe. If
necessary, call the Street Superintendent (608-577-1897) to notify him of the situation
to take proper action.

Dead Animals

¢ Daytime hours: Streets Office Staff should notify Sign crew to pick up and dispose
of the animal. Police Dispatch should notify the Street department if they receive a
call regarding a dead animal..

¢ Off hours: Police Dispatch should note location and type of animal and notify the
Street Department the next business day.

¢ For deer call the Dane County Highway Department (608-266-4261) for pickup.

¢ Pets with identification: Efforts will be made to contact the owner by Police or Street
Department personnel.

Gravel, Dirt and Lumber Spills
¢ Daytime hours: Streets Office Staff should notify a supervisor or crew in the area.
¢ Off hours: Police should assess the situation first. If possible eliminate the hazard,
clean up debris to safe location or place barricades around it. Document the
location and notify Street Department the following business day. If necessary
contact the on call Street Department employee (608-209-2418).
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Branches and Limbs

¢ Daytime hours: Streets Office Staff should notify a supervisor or crew in the area.

¢ Off hours: Police should assess the situation first. If possible clean up debris to
safe location or place barricades around it. Document the location and notify Street
Department the following business day. If necessary contact the on call Street
Department employee for assistance (608-209-2418).

Accident Debris

¢ Daytime hours: Police on scene should clean up accident debris. If necessary,
contact the Street Department for assistance (608-873-6303).

¢ Off hours: Police should assess the situation first. If possible eliminate the hazard,
clean up debris to safe location or place barricades around it. Document the
location and notify Street Department the following business day. If necessary
contact the on call Street Department employee (608-209-2418).

¢ |If there is biohazard, contact Madison Fire Department through 911 system.

Spills
l. SpiLL CONTROL

If you have a chemical spill:

1. Assess the situation using professional judgment. If the spill is controllable;
identify the product and refer to the Material Safety Data Sheet (MSDS) for the
spill response procedures, and then put on the appropriate personal protective
equipment for the chemical or material (i.e. safety glasses, splash goggles,
neoprene gloves, face shield, rubber suit or apron, chemical coveralls,
respirator, etc.). ‘

2. Position a fire extinguisher near the cleanup area (for flammable liquids or
products).

3. Take the necessary measures to prevent the spill from advancing towards
drains or catch basins, and other chemicals, products or materials. Use zorb
compound, or absorbent boom dikes and place accordingly. Let the absorbent
materials work. NOTE: If a container was the spill source, carefully and quickly
put the source container in a larger bucket or drum.

6. Stop and reassess the chemical release situation. If the situation has changed
and is uncontrollable, contact 911 immediately. If it is still both a controllable
and non-dangerous situation, the cleanup can continue.

7. Remove and clean up the absorbent materials. Put in a plastic bag (double
bagged), tie it, and properly dispose.
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Section 2 Road Construction and Work Zones

Construction by City Crews
All City employees are required to meet the
Work Zone Safety Standards of the M.U.T.C.D.

¢ Daytime hours: Office staff should contact a supervisor or crew to take appropriate
action as needed to insure a safe work zone. Notify Police dispatch if road closure
Is necessary. ;

¢ Off hours: Police on scene should assess the situation and take corrective action if
possible to ensure a safe work zone. If necessary contact the on call Street
Department employee (608-209-2418).

Construction by Contractor

¢ Daytime hours: Office staff should contact the project contact numbers for
appropriate project or the appropriate City department in charge of the project. For
County Roads contact Dane County Highway (608) 266-4261.
¢ Off hours: Police dispatch should ensure the work zone is safe if possible, then
contact the project contact numbers for County or City projects. If this information
was not provided or the project contacts are unavailable, please contact the
following numbers: ) ;
o County roads contact Dane County Sheriff Office (608-255-2345)
o City streets contact on call Street Department employee (608-209-2418)

Section 3 Road Failures Due to Underground Utilities
Sanitary Sewers or Water Works -

¢ Daytime hours: Office staff should notify a Utility supervisor of the problem. Police
Dispatch should contact the Utility office with location and information.

¢ Off hours: Police should assess the situation first. It may only need to be
barricaded. If minor, ensure the work zone is safe and notify the Ultility office of the
situation and location the next business day. If necessary, contact the Utility
supervisor for further instructions or assistance.

Storm Sewers, Culverts and Storm Intake Grates

¢ Daytime hours: Office staff should notify a supervisor of the problem. Police
Dispatch should contact the Street department with location and information.

¢ Off hours: Police should assess the situation first. 1t may only need to be
barricaded. If minor, ensure the work zone is safe and notify the Street department
of the situation and location the next business day. If necessary, contact the Street
Department on call employee (608-209-2418) for further instructions or assistance.
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Private Utilities (i.e. electric, telephone, cable)

¢ Police dispatch or office staff should contact the appropriate utility company directly
regarding the situation. Personnel at the scene should ensure a safe area and
barricade if necessary.

Section 4 Minor Road Surface Repairs
Potholes

¢ Daytime hours: Street office staff should get information on how severe the hazard
might be and location. Notify Street supervisor or give information to patch crew if
instructed to do so. ;

¢ Off hours: Police should assess the situation for possible barricading or patching. If
necessary contact the on call Street Department employee (608-209-2418).

Settling Utility Repairs

¢ Daytime hours: Office staff should inquire as to it being a dip in the road or a hole in
the road. Notify a Utility supervisor or the appropriate utility company.

¢ Off hours: Police on scene should personally assess the situation. Barricade the
location if necessary and contact the Utility office the next business day. If
necessary contact the on call Utility supervisor for further instructions.
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