OFFICIAL NOTICE AND AGENDA

Notice is hereby given that the Tree Commission of the City of Stoughton, Wisconsin will hold a
regular or special meeting as indicated on the date, time and location given below.

Meeting of the: TREE COMMISSION OF THE CITY OF STOUGHTON
Date /Time: Wednesday, November 9, 2016 @ 4:30 p.m.
Location: Ed Overland Room/City Hall 381 E Main St, Stoughton, WI 53589
Members: Kevin Short, Kendall McBroom, Sid Boersma, Dean Tangeman, Keith Kvalheim, Urban Forester Randy
Nelson, Stoughton Utilities Director Bob Kardasz and Mayor Donna Olson
Item # CALL TO ORDER
1 Communications
2 Forestry Reports
Item # OLD BUSINESS

3 Review Emerald Ash Borer RFP
4 Ordinance 10-2(d) Terrace Trees
5 Construction Bids — Tree Protection

Item # NEW BUSINESS
6 Approve October 12, 2016 Minutes
7 Tree Inventory — Updating/Outsourcing
8 Bare Root Treesfor Planting
9 Wood Storage Site Location
10 Future Agenda Items
ADJOURNMENT

CC:
Mayor Donna Olson, Council Members, Leadership Teams, Clerk — Lana Kropf,
Sarah Monette, Matthew Dregne, City Attorney, Robert Kardasz, Sean Grady,
Debbie Blaney, Bill Livick, Stoughton Newspaper, W1 State Journal / Capital
Times Brett Hebert — Director of Public Works

NOTE: AN EXPANDED MEETING MAY CONSTITUTE A QUORUM OF THE CITY COUNCIL

NOTE: For security reasons, the front door s of the City Hall Building (including the elevator door) will be
locked after 4:30 p.m. If you need to enter City Hall after that time, please use the Fifth Street entrance or if
you are physically challenged and arein need of assistance, please call 873-6677 prior to 4:30 p.m.
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2016 -- Street Department Forestry Report from Log

October Year to Date Total W.O.

New Inquiries: 21 267
Tree Removals: * 13 126
Pending W.O. : 17 41
Pruning: Training 0

Routine 0

Safety 0
Tree Plantings: 85 148 -
Stump Removals: 2 127 65 (remaining)
Tree Injections: 0 88 0
Monitor: 1 20 45

Wood @ Racetrack Barn

Type Amt Amt In Board/Feet
Ailanthus 176
Ash 716
Black Walnut 178
Cherry 475
Red Cedar 250
White Cedar 128
Oak  (Red/White) 400

Approximate Grand TOTAL: 2,290

Solar Kiln Wood

‘ Poplar | Estimated amt —?

* Report of -Diameters of Trees Removed: 21”,2 @ 24"
Trees removed by Jim’s Tree Service — 14", 15”, 17", 21", 22", 24” 26", 27" & 28"
Tree removed by Tangeman Tree Service — 17”

Crew helped with the planting of 85 trees the week of October 17".





11/02/2016 01:47 PM ACCOUNT BALANCE HISTORY REPORT FOR STOUGHTON CITY Pag 1/1
User: VICKIE
DB: Stoughton Month Ended: December

BALANCE BALANCE BALANCE BALANCE

AS OF AS OF AS OF AS OF

GL NUMBER DESCRIPTION 12/31/2013 12/31/2014 12/31/2015 12/31/2016
Fund 236 - TREE COMMISSION
236-00000-11100 PRIMARY CHECKING 459.00 1,514.00 2,596.56 2,702.87
236-00000-39000 FUND BALANCE 0.00 459.00 1,514.00 2,596.56
236-00000-48550 DONATIONS 1,282.00 5,240.00 3,484.00 906.31
236-53300-50340 OPERATING EXPENSES 823.00 4,185.00 2,401.44 800.00
Total Fund 236 - TREE COMMISSION 0.00 0.00 0.00 0.00







Sec. 10-2. - Construction standards.

@

(b)

(©

(d)

Portions of state code adopted. The following provisions, so far as applicable, are adopted by reference
and made a part of this section. A violation of any of the provisions thereof shall constitute a violation of
this section.

1)
Uniform Building Code, Wis. Adm. Code. Comm. chs. 20-25.

2
Commercial Building, Heating, Ventilation and Air Conditioning Code, Wis. Adm. Code. Comm.
chs. 61-65.

©)
Wis. Adm. Code. Comm._ch. 66, Multifamily.

(4)
Wis. Adm. Code. Comm._ch. 67, Retail unit efficiency.

©)
Wis. Adm. Code. Comm. chs. 160-164, Existing buildings.

(6)
Wis. Adm. Code. Comm._ch. 70, Historical buildings.

Dwelling defined. The term "dwelling,” as used in this section, includes every building occupied
exclusively as aresidence by not more than two families.

Sdewalk installation. The construction of a new home or business shall require the developer or owner
of record of the property during development and/or construction to install, at his expense, a city
approved sidewalk. Final occupancy permits shall not be issued until the sidewalk isinstalled defect free,
unless weather does not allow installation until the spring, in which case, the sidewalk shall be installed
by June 15th the following year. The director of planning and development or their designee may also, at
its own discretion, delay indefinitely such sidewalk installation for its own street planning and design
purposes. Delay for any purpose or reason will require prior to the issuance of an occupancy permit afee
paid by the developer/owner to the city equal to the value of the required sidewalk installation as
determined by the city based on current construction standards and costs. This fee will be refunded to the
developer/owner upon his successful completion of the sidewalk as determined by the city, or retained by
the city if sidewalk is completed by the city.

Street tree installation. The construction of a new home or business shall require the developer or owner
of record of the property during development and/or construction to install, at his expense, two city-
approved street trees per frontage in the terrace area between the curb and gutter and the public sidewalk.
Frontages that exceed 80 feet will require additional trees as determined by the street superintendent or
their designee. Final occupancy permits shall not be issued until the required trees are installed meeting
city specifications, unless seasonal weather does not allow installation, in which case, the required street
trees shall be installed the following spring. If, as determined by the street superintendent or their
designeg, there is not adequate area within the terrace, the required trees shall be installed on private
property within ten feet of the public sidewalk at the direction of the street superintendent or their
designee. If, as determined by the street superintendent or their designee, the terrace or area behind the
sidewalk is not suitable for tree installation the owner shall contribute $300.00 for each tree not installed
to the city's urban forestry program for installation of street trees elsewhere in the city's urban forestry.
This amount shall be determined annually by the street superintendent based on the cost to purchase and
install each tree.





Delay for any purpose or reason will require that prior to afina occupancy permit a deposit be paid by
the devel oper/owner of $300.00 per tree, which deposit will be refunded upon devel oper/owner's planting of

city approved trees, or retained by the city permanently if such trees are planted at city expense or fail to be
planted within six months of project completion.

(Code 1986, § 14.09; Ord. No. 0-13-2015, § 1, 5-12-2015)
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approved sidewalk. Final occupancy permits shall not be issued until the sidewalk is installed defect
free, unless weather does not allow installation until the spring, in which case, the sidewalk shall be
installed by June 15th the following year. The director of planning and development or their designee
may also, at its own discretion, delay indefinitely such sidewalk installation for its own street planning
and design purposes. Delay for any purpose or reason will require prior to the issuance of an
occupancy permit a fee paid by the developer/owner to the city equal to the value of the required
sidewalk installation as determined by the city based on current construction standards and costs. This
fee will be refunded to the developer/owner upon his successful completion of the sidewalk as
determined by the city, or retained by the city if sidewalk is completed by the city.

Terrace trees. The construction of a new home or business shall require the owner of record of the
property at the time of building or zoning permit issuance, to pay the city the cost of $350.00 per tree
for the installation of two city terrace trees that will be planted by an approved landscape professional
contracted by the city. Trees are planted per frontage in the terrace area between the curb and gutter
and the public sidewalk. For further clarification, all projects that require site plan review/approval by
the planning commission are required to pay the city for city terrace trees unless there are existing
terrace trees meeting the requirements of this section as determined by the public works director or
designee. These projects include new nonresidential buildings, new multi-family residential buildings
(three or more units), new parking lots or additions to: nonresidential buildings, multi-family buildings
(three or more units), or parking lots. Such projects abutting Main Street between Page Street and the
railroad tracks east of Seventh Street are exempt from per terrace tree fee. Frontages that exceed 80
feet will require additional trees as determined by the public works director or designee. If, as
determined by the public works director or designee, there is not adequate area within the terrace, the
required trees shall be installed on private property within ten feet of the public sidewalk at the direction
of the public works director or designee. If, as determined by the public works director or designee,
the terrace or area behind the sidewalk is not suitable for tree installation the owner shall contribute
$350.00 for each tree not installed to the city's urban forestry program for installation of terrace trees
elsewhere in the city's urban forest. This amount shall be determined annually by the public works
director based on the cost to purchase and install each tree.

The public works director or designee, will work with the developer/homeowner to choose tree species

to be planted from a list of available species that are on the approved city tree planting list. Trees selection
will be based on location of tree(s) to be planted, five percent rule for any species, and availability.

(Code 1986, § 14.09; Ord. No. 0-13-2015, § 1, 5-12-2015; Ord. No. 0-03-2016, 2-9-2016; Ord.
No. 0-7-2016, 5-24-2016)
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Part | - General Conditions

107.13 Tree Protection Specifications.

These specifications shall be applicable to all Contractors working in the Public Right of Way,
whether by permit, Public Works Contract, Developer Agreement or any other permission to work
within the Public Right of Way. However, any Contractor doing work related to an emergency
situation as described in Sections 10.05(13)(a) and 10.101(5) of the Madison General Ordinances are
not bound by these provisions for those situations only. The term “Contractor” shall also mean
‘Permit Grantee’ or anyone given permission to work in the Public Right of Way, regardless of
whether a permit is obtained or granted. For the purposes of these specifications, “Public Right of
Way” shall include any property that the City of Madison has an ownership interest in, including,
without limitation, highways and highway right-of-ways, public walkways and bike paths, parks,
greenways and stormwater management areas. Other Sections of the Standard Specifications may
repeat portions of this specification for emphasis and / or expand upon these specifications. The
specifications found in those other Sections are not intended to conflict with these specifications.

The maintenance and enhancement of the urban forest is a goal of the City of Madison. Preserving
and protecting healthy trees is one objective towards achieving this goal. Trees vary in their ability to
adapt to altered growing conditions. Mature trees have established systems in the pre-existing
physical environment. Disruption of this environment by construction activities interrupts the tree’s
physiological processes causing depletion of energy reserves and a decline in vigor, often resulting in
the tree’s death. These tree protection specifications are intended to insure that appropriate practices
will be implemented in the construction phase of the project to protect a tree’s structural integrity and
future health. Also, these specifications will reduce the likelihood of undesirable consequences that
may result from uninformed or careless construction practices adjacent to trees. The three most
common forms of construction damage to trees are:

. Root cutting
° Bark abrasions
o Soil compaction

Damage can be prevented or minimized by following the specifications below and properly
educating construction staff of these specifications and use of care when working around trees during
the construction process. If the City Forester or City Engineer determines that a tree has been
damaged due to failure to follow these specifications, or negligence of the Contractor or
Subcontractor, a fine or liquidated damages shall be assessed to the Contractor or permit holder.

In particularly sensitive areas or areas of dense tree cover, the City Engineer may elect to specify the
use of a protective fencing to mark the tree protection zones or zones of no disturbance. Whenever
construction fencing is used, a bid item shall be included in the contract, unless specified as
incidental.

107.13(a) Underground Utility Excavation & Installation.

The Contractor shall not grade, excavate, or otherwise disturb the area within five (5) feet of any tree
as measured from the outside edge of the tree trunk or visible aboveground portion of the root system
along the length of the terrace, without prior permission from the City Forestry Representative.

For laterals or utilities that are in close proximity to terrace trees, the situation shall be reviewed on a
case by case basis by the Engineer and City Forestry Representative. The contractor shall use
construction methods to minimize tree damage as directed by the Engineer. The Engineer may elect

Iss. 02/23/2016-Part1.doc 46
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to terminate lateral installation prior to conflict with tree (normally terminate at the curb). Most
laterals shall have their locations verified and on the plan set in advance of bidding. Laterals that
have not had their locations verified, shall be so noted on the plans.

Boring under or within the 5 foot protection zone may be allowable.

All roots over one (1) inch in diameter that are damaged shall be cleanly cut immediately in back of
the damaged section on the same day of the excavation. Cuts may be made with lopping shears,
chainsaw, stump grinder, or other means which will produce a clean cut. Exposed roots should be
covered as soon as excavation and installation are complete.

The Contractor shall not rip or pull roots out towards the trunk of a tree while excavating with a
backhoe. The use of a backhoe to cut roots is NOT acceptable.

107.13(b) Curb Excavation and Installation.

Root masses that grow very close to, up to or over curb will require extra care during excavation.
Curb modifications may be necessary as determined by the Engineer, such as curving into the
direction of the street to avoid damage to the root system.

All roots over one (1) inch in diameter that are damaged shall be cleanly cut immediately back of the
damaged section on the same day of the excavation. Cuts may be made with lopping shears,
chainsaw, stump grinder, or other means which will produce a clean cut. Exposed roots should be
covered as soon as excavation and installation are complete.

The City Forester will review curb and gutter that is marked for removal and adjacent to street trees.
Forestry will mark curb and gutter with “NRC” (No Root Cutting) next to trees that curb and gutter
removal and replacement has a greater potential to damage tree roots. The Contractor shall proceed
in the following sequence to repair sidewalk marked with NRC as follows:

1. Place a yellow ribbon around the tree marked NRC at approximately 4-feet from the ground
in order to highlight these trees for the equipment operator removing the concrete;

2. Ribbon shall remain until forms have been removed;

3. Carefully remove the concrete curb and gutter so marked and those adjacent curb and gutter
sections six (6) feet on either side of the visible root flair without excavating into the terrace
or without damaging roots;

4. At the City’s discretion, install a type II barricade with a sign provided by the City of
Madison that states, “Tree Roots are being evaluated by City Forester”;

5. Await inspection by Forester, who shall determine which roots can or cannot be cut or
shaved, how much excavation can be safely allowed and communicate his/her findings to the
Contractor and the Engineering Construction Inspector. After the Contractor notifies the City
Forestry staff that the removals are complete and ready for their determination, the City
Forestry staff shall respond by the end of the following work day. Rain days, weekends and
holidays do not count as a work day for this purpose.

6. Proceed to cut or shave roots in the presence and under the direction of the Forester.
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At locations where the curb and gutter is to be removed and replaced that are adjacent to street trees
that are not marked “NRC”, the Contractor can remove the concrete and underlying soil to sub-grade
without notification to the City Forestry Representative.

Curb excavations shall be limited to one (1) foot behind the proposed curb for trees less than 10” in
DBH (Diameter at Breast Height), for a distance of ten (10) feet each way from a tree trunk to reduce
damage to the root system.

Curb excavations shall be limited to six (6) inches behind proposed curb for trees greater than 10”
DBH, or street terrace widths less than six (6) feet for a distance of ten (10) feet each way from a tree
trunk to reduce damage to the root system.

When excavation behind the curb is limited to less than 6 inches, the new curb must be a ‘hand-
formed’ replacement for a minimum length as directed by the engineer.

Contractor shall not cut any roots that are 3” or larger in diameter without prior permission from the
City Forestry Representative for curb and gutter installation.

In situations where root severing has to occur, the root cutting will be clean cuts — not jagged or
ripped. The use of a Backhoe to cut tree roots is NOT acceptable.

All roots over one (1) inch in diameter that are damaged shall be cleanly cut immediately back of the
damaged section on the same day of the excavation. Cuts may be made with lopping shears,
chainsaw, stump grinder, or other means which will produce a clean cut. Exposed roots should be
covered as soon as excavation and installation are complete.

107.13(c) Sidewalk Excavation and Installation.

The City Forester will review sidewalk that is marked for removal and adjacent to street trees.
Forestry will mark sidewalk with “NRC” (No Root Cutting) next to trees that sidewalk removal and
replacement has a greater potential to damage tree roots. The Contractor shall proceed in the
following sequence to repair sidewalk marked with NRC as follows:

1. Place a yellow ribbon around the tree marked NRC at approximately 4-feet from the ground
in order to highlight these trees for the equipment operator removing the concrete;

2. Ribbon shall remain until forms have been removed;

3. Carefully remove the concrete sidewalk so marked and those adjacent sidewalk sections six
(6) feet on either side of the visible root flair without damaging roots;

4. At the City’s discretion, install a type II barricade with a sign provided by the City of
Madison that states, “Tree Roots are being evaluated by City Forester”;

5. Await inspection by Forester, who shall determine which roots can or cannot be cut or shaved
and communicate his/her findings to the Contractor and the Engineering Construction
Inspector. After the Contractor notifies the City Forestry staff that the removals are complete
and ready for their determination, the City Forestry staff shall respond by then end of next
work day. Rain days, weekends and holidays do not count as a work day for this purpose.
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6. Proceed to cut or shave roots in the presence and under the direction of the Forester;

7. Install the granular sub-base, 3-inch minimum depth if the sub-grade is not acceptable, and
new concrete sidewalk, 5-inch minimum depth;

8. Remove ribbon.

At locations where the sidewalk is to be removed and replaced that are adjacent to street trees that are
not marked “NRC”, the Contractor can remove the concrete and underlying soil to sub-grade without
notification to the City Forestry Representative. The Contractor and the City shall review the
construction site for privately owned trees (on private property, but near the sidewalk to be removed)
that could require the above process. In those cases, the trees shall be reviewed on a case-by-case
basis with the property owner.

Contractor shall not cut any roots that are 3” or larger in diameter without prior permission from the
City Forestry Representative for sidewalk installation or repair within five (5) feet of any tree located
in the terrace as measured from the outside edge of the tree trunk or visible aboveground portion of
the root system. In situations where root severing has to occur, the root cutting will be clean cuts —
not jagged or ripped. The use of a Backhoe to cut tree roots is NOT acceptable. All roots over one (1)
inch in diameter that are damaged shall be cleanly cut immediately back of the damaged section on
the same day of excavation. Exposed roots should be covered as soon as excavation and installation
are complete.

107.13(d) Root Cutting / Root Grinding.

Roots shall be cut or ground as specified by the City Forestry Representative. This cutting or
grinding shall require the use of tools such as: stump grinders; lopping shears; root saws; front
mounted stump or wheel grinders; and chainsaws. Unless otherwise specified the Contractor shall be
paid per linear foot for Root Cutting for the length of the NRC Curb or NRC sidewalk, with a
maximum length of fifteen (15) linear feet per NRC location, more specifically as follows:

Root Cutting — Curb & Gutter

Description

This item shall include all root cutting and / or root grinding as determined by the City Forestry
Representative for roots under removed curb & gutter that has been marked with “NRC” for No Root
Cut until further inspection. Work under this item shall include all work, materials, labor and
incidentals necessary to cut or grind the root, using proper tools as prescribed by the City Forestry
Representative.

Method of Measurement

Root Cutting — Curb & Gutter shall be measured per linear foot of curb & gutter that is marked with
“NRC” in the field, with a maximum measurement of 15 linear feet per tree location.
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Basis of Payment

Root Cutting — Curb & Gutter shall be measured as described above which shall be full
compensation for all work, materials and incidentals to complete the work as described above
regardless of the degree of difficulty per given location.

Root Cutting — Sidewalk

Description

This item shall include all root cutting and / or root grinding as determined by the City Forestry
Representative for roots under removed sidewalk that has been marked with “NRC” for No Root Cut
until further inspection. Work under this item shall include all work, materials, labor and incidentals
necessary to cut or grind the root, using proper tools as prescribed by the City Forestry
Representative.

Method of Measurement

Root Cutting — Sidewalk shall be measured per linear foot of sidewalk that is marked with “NRC” in
the field, with a maximum measurement of 15 linear feet per tree location.

Basis of Payment

Root Cutting — Sidewalk shall be measured as described above which shall be full compensation for
all work, materials and incidentals to complete the work as described above regardless of the degree
of difficulty per given location.

107.13(e) Terrace Restoration.

All mechanical grading, including sod installation within five (5) feet of any tree as measured from
the outside edge of the tree trunk or visible aboveground portion of the root system shall be
prohibited. Any grading required within the root protection zone shall be done with hand implements
and performed in a manner so as to minimize damage to the root system.

107.13(f) Bark Abrasions and Limb Damage.

Contractor shall take precautions during construction not to disfigure, scar, or impair the health of
any tree on public or private property.

Pre-construction pruning — Trees larger than 10” DBH will be pruned by City Forestry to an
approximate minimum height of fourteen (14) feet above the road wherever construction equipment
is expected to invade the tree crown. All pruning shall be done according to ANSI A300 tree pruning
specifications. Occasionally a limb may have to remain at a height less than fourteen (14) feet above
the roadway. These instances shall be noted during the ‘walk thru’ and the Contractor shall employ
methods to protect said limb.

Contractor shall operate equipment in a manner as to not damage the branches of a tree. This may

require using smaller equipment and loading or unloading materials in a designated space away from
trees on the construction site.

Iss. 02/23/2016-Part1.doc 5 0





Part | - General Conditions

Contractor shall notify City Forestry the same day of any damage to trees resulting from construction
activities.

107.13(g) Soil Compaction.

No equipment or materials will be allowed to be parked on, driven over, or be piled on areas within
five (5) feet a tree as measured from the outside edge of the tree trunk or visible aboveground portion
of the root system. This not only prevents compaction, but also prevents damage to the trunks of trees
and branches through scraping of scuffing the bark.

107.13(h) Contractor / Foreperson Acknowledgement.

The Tree Protection Specification and known conflicts and concerns shall be reviewed at the Pre-
Construction meeting with the Contractor. This review shall include review of a one page educational
informational sheet that details the procedures for avoiding damage to the tree and tree roots.

Utilities or others working in the Public Right of Way shall be required to sign this acknowledgement
on a case by case basis.

107.13(i) Cost Recovery Charges and Liquidated Damages.

The Contractor’s failure to follow the proper safeguards of these specifications shall result in the
following cost recovery charges and liquidated damages to be assessed against the Contractor:

Where construction damage occurs causing or resulting in removal of the tree of 3 inch diameter or
less (as measured at 12 inches above the ground):

1. The costs associated with removing the tree including wood disposal.

2. The costs associated with removing the stump to a depth of at least 24 inches below the
ground.

3. The costs associated with replanting a replacement tree that is balled & burlapped and shall

have a minimum caliper of two (2) inches. The species and replanting location shall be
determined by City Forestry.

Where construction damage occurs causing or resulting in removal of the tree of greater than 3 inch
diameter (as measured at 12 inches above the ground):

1. The costs associated with removing the tree including wood disposal.

2. The costs associated with removing the stump to a depth of at least 24 inches below the
ground.

3. The costs associated with replanting a replacement tree that is balled & burlapped and shall

have a minimum caliper of two (2) inches. The species and replanting location shall be
determined by City Forestry.

4, The value of the existing tree which shall equal $125.00 per trunk diameter inch, as measured
at 12 inches above the ground.
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For bark scraping and broken branches:
1. The costs associated with pruning broken branches, including wood disposal.

2. Loss of limb or broken branch larger than three (3) inches in diameter: $150.00 for each
occurrence. Breakage of limbs that are less than fourteen (14) feet above the roadway shall be
reviewed on a case by case basis.

3. Damage to trunk or bark larger than one-half (1/2) square foot in area: $400.00 each area.
For root cutting or excavation within the root protection zone:

1. For mechanical excavation within five (5) feet of a tree as measured from the outside edge of
the tree trunk or visible aboveground portion of the root system, along the length of the
terrace or sidewalk side of the tree, including ripping of roots back towards the trunk, without
prior permission from City Forestry Representative: $150.00 for each occurrence

2. For mechanical excavation beyond six (6) inches or one (1) foot of the proposed curb
installation, as determined by the size of existing tree and terrace width, including ripping of
roots back towards the trunk: $150.00 for each occurrence (see Curb excavation and
installation specifications)

3. For failure to cleanly cut damaged roots greater than one (1) inch on the same day as the
excavation: $150.00 for each occurrence.

For Public Works Contracts these charges and liquidated damages shall be assessed as Liquidated
Damages. For Private Contracts, Permit work, or others, these charges and liquidated damages shall
be assessed as City imposed forfeitures or private contract forfeitures.

107.13(j) Private Development, Tree Removal.

If a private development shall require the removal of a public street tree to facilitate the construction
of a site, adding a driveway, installing underground utilities, or any other improvement or site
revision, the Developer shall obtain approval from City Forestry in advance of the proposed work.

107.14 Weapons Prohibition

Contractor shall prohibit, and shall require its subcontractors to prohibit, its employees from carrying
weapons, including concealed weapons, in the course of performance of work under this Contract,
other than while at the Contractor’s or subcontractor’s own business premises. This requirement shall
apply to vehicles used at any City work site and vehicles used to perform any work under this
Contract, except vehicles that are an employee’s “own motor vehicle” pursuant to Wis. Stat. sec.
175.60(15m).
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OPERATION DIVISION FORESTRY SECTION
PAVING PROJECT INSPECTION REPORT

PROJECT NUMBER :

PLAN APROVAL DATE: |—— INSPECTION DATE: | ——

LOCATION:

CONSTRUCTION:

NUMBER OF EXISTING TREES: Diameter - 17 - 5-
5.17 - 127-

12.17- 207 -

OVER 20.17-

TREES TO BE REMOVED: Number --

TREES TO BE RELOCATED: Number -- Center in tree border
Move to new site

NEW TREES REQUIRED: Number -- Species --
GENERAL COMMENTS:
P.V.C. UTILITIES INSTALATION UNDER ROADWAY L IYES

[ INO

SEE ATTACHED OPERATIONS DIVISION FORESTRY SECTION SPECIAL PROVISIONS





FORESTRY SPECIAL PROVISIONS :

Project #

If constructed as per referenced plans, the following guidelines are recommended:

1) Sidewalk construction:

]:[ A. The root system on the walk side of the tree shall be cut not deeper than 9” below the finished
grade of the new walks, and not more than 5 from the edge of the new walk. Roots in the walk
area shall be removed only to a depth 9” below grade of the new walk.

[] B. When replacing walks adjacent to the following trees, a slip or thin form must be used.
Additionally, soil disturbance in the tree border should be limited to not more than %" beyond the
edge of the new walk.

[] D. Where sidewalks are to be narrowed, all old sidewalks should be removed prior to any root cutting.
If necessary, the root system should be cut within %” of the edge of the proposed new walk, and
not more than 9” below the finished grade of the new walk.

[] E. Side walks are to be removed, and roots cut, by use of hand implements only.

2) Carriage walk construction:

[] A, When constructing or replacing carriage walks, roots shall not be cut by means of mechanical
root cutting machines. If root removal is essential to carriage walk replacement, roots shall be
manually cut with hand implements. Roots shall be removed not deeper than 9” below the
finished grade of the new carriage walk.

] B. Move the carriage walk to a position that does not interfere with the street tree, or eliminate the
carriage walk, at the following locations:

3) Curb, gutter, and road construction:

[] A, The root system on the curb side shall be cut not more than 2 inches behind the back edge of the
new curb, and not more than 18 inches in depth when constructing the new curb and gutter.

[] B. The root system on the curb side shall be cut not more than %4” from the back edge of the new curb,
and a %" slip or thin form, or slip form paver, shall be used for the following trees:






FORESTRY SPECIAL PROVISIONS :

3)

Project #

Curb and gutter construction (continued) --

|:| C. The root system on the curb side; shall not be cut; 1) a 0” clearance slip or integral form paver

[1D.

[]E

4)

LA

L] B.

[]cC.

L] D.

[]E

L]F

can be used; or 2) gap and hand form using %4” steel plate for the following trees:

When constructing or replacing driveways or driveway approaches, roots shall not be cut means
of mechanical root cutting machines. If root removal is essential to driveway replacement,
roots shall be manually cut with hand implements. The following driveway approach flares will
need to be adjusted in order to save the following trees:

Exposed trees roots shall be covered with mulch and watered from a period immediately following
curb and gutter removal, until the area is backfilled following construction.

General :

All cutting for the removal of sod and soil in order to establish a finished grade within 6 feet of
existing trees must be done manually if necessary.

No construction equipment, cars, trucks, materials shall be parked or stored on any median or tree
border on this project or adjacent roadways.

Root foundations must remain adequate to withstand heavy windstorms.

Root systems of street trees shall not be cut for the installation of any type of cable by the
contractor or city department. Contact the Forestry Division at 708-2428 for directional boring
specifications.

Caution should be used during the construction process to avoid damage to the roots, trunks, and
branches of all street trees. Damage caused to any street tree or irrigation system will be repaired
by the Forestry Division and the costs of repair, rejuvenation, and/or value lost will be billed to
the contractor or credited against the contractor at the option of the city.

At locations where the contractor has not complied with the Forestry Special Requirements stated
in the special provisions above, and the maximum clearance was exceeded or a thin form was not
used, a minimum credit to the city of $50.00 per location will be taken. The credit will increase in
proportion to the excess distance beyond clearance allowed. The credit will be $50.00 for each
two inch increment or part thereof in excess of the initial clearance allowed. Any damage to the
tree’s structure totaling fifteen percent of the trees value will be billed on a prorate basis. If, in the
opinion of the Forestry Division, the tree has been damaged to the point that it warrants removal,
the credit that will be taken will be equal to $100.00 per inch diameter of the tree. A field
measurement will be taken to determine the tree size.

Submitted by - James Kringer

Urban Forestry Technician

Date:






Existing fire hydrants to be abandoned shall be carefully removed and salvaged to OWNER.

Valves shall be abandoned by removing the valve box a minimum of 3 feet below finished grade and
filing the remaining portion with compacted bedding stone. Valve manholes shall be abandoned by
removing the upper 4 feet of the manhole and filling with bedding stone. Water services shall be
abandoned by removing the upper portion of the curb box, followed by backfilling and restoration as
required.

Sanitary sewer which will not remain in service and is not removed during installation of new utilities shall
be abandoned in place with flowable fill. The upper 4 feet of manholes shall be removed and then
backfilled with bedding stone.

Existing storm sewer and appurtenances which will not remain in service and is not removed during
installation of new utilities shall be removed or abandoned in place. All manholes and inlets shall be
removed. Trenches resulting from storm sewer removal shall be backfilled with hauled-in granular
material, the cost of which shall be considered incidental. All storm sewer to be abandoned in place shall
be filled with flowable concrete.

Existing storm sewer and sanitary sewer castings shall be salvaged to OWNER.

Payment will be made according to the lump sum prices bid for abandonment of existing facilities.

12.37 _TREE PROTECTION

OWNER will install and maintain tree protection as needed at existing trees. CONTRACTOR shall comply
with the tree protection requirements specified herein. Tree protection will consist of the following:

Prior to the start of construction, trees which are to be protected will have plastic fencing wrapped around
the trunk of the tree to a minimum height of 4 feet. Wood planking shall be strapped to the fencing to
create a protective barrier. Fencing and planking shall not damage tree bark or branches.

Where it is evident that tree pruning will be required to accommodate construction activity (low branches,
etc.), all pruning shall be done prior to the start of construction using appropriate equipment and tools.
Consult with City Forester prior to any pruning activity. '

OWNER will establish. a tree protection zone (TPZ) for each tree to be protected. The TPZ shall be
defined as a 1-foot radius for each inch of tree diameter. OWNER will install plastic fencing around the
tree at the edge of the TPZ, excluding street and sidewalk areas.

Storage of construction materials and equipment shall be prohibited within the TPZ, including street and
sidewalk areas.

Removal of existing curb and gutter and sidewalk within the TPZ should be done using methods which
minimize disturbance of soil and root mass around terrace trees. This shall include use of smaller
equipment and hand tools.

When sidewalk replacement within the TPZ is required, the existing sidewalk should be removed utilizing
hand methods indicated above. The depth of excavation of the existing soils under the existing sidewalk
should be minimized (if required at all) to avoid root damage. Place new sidewalk over existing base/soil
materials within the TPZ as requested by ENGINEER in the field.
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Minimize excavation and base placement within the TPZ. Excavate only enough width behind the new
curb and gutter to allow concrete forms to be placed.

Place mulch around the root area of protected trees and keep moist until backfilling is complete. Water
trees throughout construction.

Hand form and pour concrete curb and gutter and sidewalk within the TPZ,
All tree roots damaged during excavation should be pruned.
Backfill disturbed areas within TPZ as soon as possible using appropriate soil materials/mixtures.

12.38 WATER MAIN FINAL FLUSHING

Final flushing shall be in accordance with AWWA C651. During final flushing, CONTRACTOR shall clear
the water main of heavily chlorinated water. CONTRACTOR shall not discharge heavily chlorinated water
to any storm sewers, ditches, or receiving streams prior to thoroughly neutralizing the residual chlorine.
CONTRACTOR shall obtain all necessary permits from the Department of Natural Resources for disposal
of flushing water. The cost of all work under this item shall be incidental to water main installation.

12.39 DEPTH OF COVER

The minimum depth of cover for water main and service laterals shall be 6.5 feet below the existing
ground or the proposed future street grade, whichever results in the greater depth, unless otherwise
noted on the drawings. Grade sheets will be furnished to CONTRACTOR by ENGINEER. Deviation from
grade shall not exceed +0.1 feet. Special care shall be taken in installation to grade in the vicinity of
existing and planned utility crossings.

12.40 CONNECTION TO EXISTING WATER MAIN

At location shown on the drawings, the new water main shall be connected to existing water main.
Included in this work shall be the necessary excavation to expose the existing water main, installation of
any fittings required in the existing and new main to allow the connections and all miscellaneous items of
work necessary to complete the connection. New and existing mains shall be flushed immediately
following connections. The location of existing main' (in both plan and profile views) is approximate.
CONTRACTOR shall locate existing mains prior to installing new mains to determine exact locations for
lien and grade of new mains. Connections of the new main to the existing main shall be made following
testing and acceptance of the new main.

Request for water main depressurization should be made to the City of Whitewater Water Department.
Advance notice of 48 hours will be necessary prior to the work. Existing valves and hydrants shall be
operated only by utility personnel.

All costs for connections to existing water mains and related work shall be at the unit price bid for connect
new water main to existing water main.

12.41 EXISTING STREET SIGNS

Existing street signs shall be carefully removed and salvaged to OWNER by CONTRACTOR.
TS LA T N WA\ R PR P VR SZCENE A TR
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Tree Commission Meeting Minutes
Wednesday, October 12, 2016 at 4:30 PM
Ed Overland Room, City Hall, 381 E Main St, Stoughton

Members Present: Kevin Short, Dean Tangeman, Keith Kvalheim and Sid Boersma

Absent & Excused: Robert Kardasz & Kendall McBroom

Staff: Public Works Director Brett Hebert, Street Department Secretary Vickie Erdahl & Forester Randy

Nelson

Guests:

Call to order: Meeting called to order at 4:35 PM by Boersma. Short joined @ 4:40

1) Communications:

2)

3)

4)

¢ Nelson & Short attended the Tree Risk Assessment Qualifications class.

The City of Stoughton Streets & Parks Department hosted and attended a class on “Pest
Management with Pollinators in Mind” which was well attended.

Nelson also attended the WAA Fall Conference

Boersma stated that the new Veteran’s Memorial would be opening/dedicated on Friday,
November 11%,

Nelson is working with the Kettle Park West Developers on planting trees. City Planning
Director Scheel is also checking construction areas for tree protection which is currently being
discussed to develop language to protect the trees and hold the contractors liable after multiple
issues with this year’s road construction.

Forestry Reports: The account has a low balance. The High School failed to pay a $600 bill and with

the change of teachers up at the school, we have no one to contact to get paid. There is a new Ag
teacher at the school who as interest in the program and will be invited to attend a Tree Commission
meeting. Nelson is currently working on calculating the board footage that is on hand — he thinks
approximately 2700 sq. feet. Asleson’s continues to have a lot of interest in selling the boards for us.
The committee would like to find other ways to sell the wood to bring up the account balance and be
able to give a scholarship to a high school student who is going into forestry field.

Update on Emerald Ash Borer (REP): Hebert reported that the Request for Proposals (RFP) for ash
trees was completed and ready to send out. The format is the same as the Tree Removal Bid. The
proposal plan includes two years for removal of park row trees and three years for parks and also
includes tree plantings. The plantings have not been specified yet. A question was asked if the lowest
bidder has to be accepted for work and the answer is no — however — there needs to be
documentation as to why the bid was not selected.

The committee asked how the treated ash trees doing. Nelson stated that most were doing pretty
good and that a different chemical was used this year. Some of the chemicals used to treat the borer
were also killing off bugs that are beneficial to the trees.

Construction Contracts: Nelson stated that he had not received the information from the City of
Milwaukee but it will be received for the November meeting. Hebert stated that the Public Works
Committee was aware of the issue and had placed the item on their November agenda to be






5)

6)

7

8)

9)

addressed stating there needs to be better practices, communications with the contractors. The
contractors doing the street construction were notified and failed to “do no harm” and the damage
included private property trees and city park row trees. Nelson stated that proper tree plantings would
help as multiple trees in the park row are not the correct trees for the size of the area.

Approval of minutes from September 14, 2016 Meeting: Motion by Boersma, seconded by
Kvalheim to approve the minutes. Carried 4-0.

East Main Street Trees: Alderperson Majewski asked why there were so few trees on the north side
of E Main St but also didn’t agree with the tree selections that the city arborist suggested be planted as
this street is a main corridor into the city. Trees were removed during road construction that were too
large for the park row and would have been severely damaged during the project. Appropriate trees will
be planted during the week of October 17, 2016 in the park row and some larger trees on private
property.

Ord 10-2(d) for New Construction & New Development Plats: This ordinance was changed earlier
in the year but some of the language used was never brought back to the committee to be discussed
and now has become an issue. The ordinance should allow the developer to plant their own trees after
the city agrees with species and placement. Staff will work on the language changes to be reviewed by
the Tree committee.

Multiple other issues were brought up regarding tree plantings (i.e. Utilities helping with replacement
costs, discuss using bare root trees to help with costs and a site for wood storage).

2016 Fall Tree Removal RFP: Hebert stated the bids were due Monday, October 17, 2016 and would
be taken to the Public Works meeting the next evening to be reviewed and awarded. The trees put on
the bid list were field verified. The company who supports are current tree inventory will be changing
their format. Staff is looking into a new vendor and perhaps redoing the inventory as it is very outdated.
Currently there is not enough manpower to get on a routine schedule of maintenance. The Tree
Commission made a recommendation to outsource updating the inventory and suggested
contacting Evan Slocum as he has worked with the city inventory in the past and has
knowledge about different programs.

Future Agenda Items: Construction Contracts (tree protection language), EAB RFP, Ord 10-2(d)
Language changes, Tree Inventory, Bare root trees for tree replacement planting and site to store
wood logs

Motion by Kvalheim, seconded by McBroom to adjourn the meeting at 5:55 p.m. Respectfully submitted 10/27/16,
Vickie Erdahl - Staff





